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Attachments for Wheel Loaders 
ATTACHMENTS Attachments List 


Attachments for Wheel Loaders 


In order to meet customer expectations of having the wheel loaders work for a variety of tasks, LiuGong 
wheel loaders are designed with a variety of attachments, for example, buckets, grapples, special work 
tools, quick coupler and so on. 


Attachments List 


Name 816C 820C 835H 842H 848H 855H 50CN 


General e e e e ® e e 
Purpose 
Bucket 


Light e 6 e e e 
Material 
Bucket 


Rock Bucket O e 


Side Dump [ e e e 
Bucket 


High Dump e e e 
Bucket 


4 in 1 Bucket e 


Grapple with e e e 
Aligned 
Teeth 


Grapple with e e O 
Crossed 
Teeth 


Olecranon e e e e 
Grapple 


Log Grapple 


Shrub e e 
Grapple 


Haystack ê e e 
Grapple 


L type e 
Haystack 
Grapple 


Pallet Fork O 0 e e e 
Snow Blade e 


Sectional e e 
Snow Plow 
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Attachments for Wheel Loaders 
Attachments List 


ATTACHMENTS 


Attachments List 


V-type Snow 
Blade 


Bale Clamp 


Manure 
Scraper 


Dozer Blade 


Pusher 
Blade 


Angle Broom 


Collector 
Broom 


Hopper 
Broom 


Tree Spade 
Jib 


Attachments List (continued) 


Name 


856H 


862H 


870H 


877H 


886H 


890H 


8128H 


General 
Purpose 
Bucket 


Light 
Material 
Bucket 


Rock Bucket 


Side Dump 
Bucket 
High Dump 
Bucket 


4 in 1 Bucket 


Grapple with 
Aligned 
Teeth 


Grapple with 
Crossed 
Teeth 


Olecranon 
Grapple 


Log Grapple 
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Attachments for Wheel Loaders 
Attachments List 


Attachments List (continued) 


Shrub 
Grapple 


Haystack 
Grapple 


L type 
Haystack 
Grapple 


Pallet Fork 


Snow Blade 


Sectional 
Snow Plow 


V-type Snow 
Blade 


Bale Clamp 


Manure 
Scraper 


Dozer Blade 


Pusher 
Blade 


Angle Broom 


Collector 
Broom 


Hopper 
Broom 


Tree Spade 


Jib 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 

Buckets NOTE: When installing this bucket on machines, 
to maintain the stability of the machine, please 
install an additional counterweight and an orifice 

Bucket Type (or retainer) for reducing the dumping shock of 


General Purpose Bucket 


This bucket is used for loading stockpile 
products, such as crushed rock and construction 
materials. It has a flat-blade, straight cutting 
edge, and provides superior rigidity and wear 
resistance. 


Light Material Bucket 


The material is soft, featuring with light weight 
and low density. A light material bucket has a 
large capacity, fitting with bolt-on cutting edge or 
a bare bucket with no teeth. It is used for grain, 
loose coal (dry coal, pulverized coal) handling. 


V-edge Type Rock Bucket 


This bucket is used for digging and loading 
blasted rock on rubble mounds and rock 
crushing job sites. It has larger teeth, and thicker 
wear plate, large corner edge/side guard, and 
strengthened spill guard. 


the bucket. 


Teeth Features 


Weld Teeth 


These teeth tips which are attached to an 
adapter that is welded to the bucket edge. This 
means that an interchangeable part, the tooth tip, 
absorbs most of the wear and protects the actual 
bucket edge. They give excellent performance 
when used to handle blasted rock, piles of earth 
and similarly heavy duty tasks. 


Bolt-on Teeth (BOT) 


These teeth are suitable for loading or 
excavation of piles of earth or sand, blasted rock, 
and jobs in the field that involve digging into the 
side of slopes. The special heat treated, tensile 
strength steel alloy used in their production 
assures that they will wear and have a long 
service life. 


Bolt-on Cutting Edge (BOCE) 


This edge is made for use in loading loose sand 
and soil, or for loading stockpiled materials. It is 
bolted to the leading edge of general purpose 
buckets and may be detached and reversed. The 
cutting edges are manufactured from especially 
heat treated, high tension steel, and since they 
are reversible, both edges can be used. This 
effectively doubles their working life. 
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Attachments for Wheel Loaders 
Buckets 


Bucket Selection 


Bucket selection will depend on the material 
density in your application. Offering multiple 
sized buckets allows the user the flexibility to 
closely match material density and bucket size 
with machine capability. Equipping a machine 
with too large a bucket will result in unacceptable 
stability, too small a bucket may provide 
inadequate tire coverage. 


Check the below bucket size recommendations 
to determine the bucket size for each machine. 


835H 


848H 


Bucket Capacity 


800 1,000 1,200 1,400 1,600 1,800 2,000 2,200 
Material Density (kg/m?) 


3.0 m: Light material bucket with bolt-on cutting edge 
(for Extra-High Lift, loading of grain). 


23m* Light material bucket with bolt-on cutting edge. 
2.0 m: General purpose bucket with teeth. 


1.8 m?: General purpose bucket with teeth, loading soil, 
sand and a variety of other commonly handled material. 


1.5 m: V-edge rock bucket with bolt-on teeth and cutting 
edge. 


Bucket Capacity 


800 1,000 1,200 1,400 1,600 1,800 2,000 


Material Density (kg/m?) 


5.0 m: Light material bucket with bolt-on cutting edge 
(Large capacity bucket, loading of light weight material ); 
4.0 mé: Light material bucket with bolt-on cutting edge, 
loading coal, grain; 

3.5 mê: Light material bucket with bolt-on teeth and bolt- 
on cutting edge. 

3.0 m: Multi-purpose bucket with teeth, or with bolt-on 
cutting edge and teeth, loading soil, sand and a variety of 
other commonly handled material 


2.5 m: General purpose bucket with teeth, capable of 
loading rocks. 


856H 
m? 
56 

z= 50 

o 

c 

S 45 

x wu 

$9 40 

o 

a 
35 
33 
30 
28 


600 800 1,000 1,200 1,400 1,600 1,800 2,000 
Material Density (kg/m?) 


5.6 m*: Light material bucket with bolt-on cutting edge 
(Large capacity bucket, loading of light weight material ); 


4.5 m*: Light material bucket with bolt-on cutting edge, 
loading coal, grain; 

3.5 m: General-purpose bucket with teeth, and bolt-on 
cutting edge, loading soil, sand, etc. 


3.0 m: General purpose bucket with teeth and bolt-on 
cutting edge, loading a variety of commonly handled 
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Attachments for Wheel Loaders 
Buckets 


ATTACHMENTS 


material. 


2.7 m: Rock bucket with welded-on teeth bolt-on cutting 
edge. 


862H 


Bucket Capacity 


800 1,000 1,200 1,400 1,600 1,800 2,000 
Material Density (kg/m’) 


5.6 m: Light material bucket with bolt-on cutting edge 
(Large capacity bucket, loading of light weight material); 


4.5 mé: Light material bucket with bolt-on cutting edge 
and teeth, loading coal, grain; 


4.0 m?: General purpose bucket with bolt-on teeth and 
bolt-on cutting edge. 


3.5 m: Multi-purpose bucket with teeth, or with bolt-on 
cutting edge and teeth, loading soil, sand and a variety of 
other commonly handled material 


3.1 m: General purpose bucket with teeth 


877H/886H 


Bucket Capacity 


800 1,000 1,200 1,400 1,600 1,800 2,000 2,200 2,400 
Material Density (kg/m?) 


6.0-8.0 m: Light material bucket with bolt-on cutting 
edge (Large capacity bucket, loading of light weight 
material ); 


4.2-5.2 m: General purpose bucket with teeth, bolt-on 
cutting edge, with teeth and cutting edge, loading soil, 
sand and a variety of other commonly handled material; 
3.5-4.2 m: Heavy duty rock bucket with teeth and 
cutting edge 


890H 


Bucket Capacity. 


800 1,000 1,200 1,400 1,600 1,800 2,000 2,200 2,400 


Material Density (kg/m?) 


7.0-9.0 m?: Light material bucket with bolt-on cutting 
edge 

5.4 m: General purpose bucket with bolt-on teeth and 
cutting edge 

5.0 m?: General purpose bucket with bolt-on teeth. 
4.0 m?: Rock bucket with welded teeth and bolt-on 


cutting edge (Loading and excavating of crushed rock 
and blasted rock). 


8128H 


10.0 


Bucket Cabacitv 


800 1,000 1,200 1,400 1,600 1,800 2,000 
Material Density (kg/m8). 


12 mê: Light material bucket with bolt-on cutting edge; 
select the bucket size according to the material density. 
6.5 m?: Rock bucket with bolt-on teeth and cutting edge 
(Loading and excavating of crushed rock and blasted 
rock). 
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Attachments for Wheel Loaders 
Buckets 


Theoretical Bucket Size 


The bucket size can be calculated based on the 
rated payload P of the selected machine, 
material density o, bucket fill factor K1 and 
overload factor K2. 


The following formulas can be applied 
V= (P*K2) / (0*K1); 


Rated load P is the theoretical value given for 
each model in design, which is an important 
parameter to represent the size of the machine. 


Theoretically, the loader should not exceed its 
rated load, but in general, an overload margin is 
set to allow the machine to operate in an 
overload condition for a short time only. With a 
maximum overload coefficient of K2=1.2-1.3, the 
maximum overload coefficient reduces if ultra- 
long arm and long arm are fitted, and the 
overload coefficient of general super long arm is 
between 0.75 to 0.8; 


Material density o is taken from below 
reference table MATERIAL AND DENSITY. The 
data provided are for the most commonly 
handled materials. Materials outside the table 
given or with a higher density should be 
calculated on site. 


Methods of measuring density on site: 


1. Measure the weight of an empty container 
GO (kg). 


2. Fill the container with water and measure its 
weight G1 (kg). 

3. Pour out the water in the bucket, fill it with the 
material and measure the weight G2 (kg). 
Calculate the material density with: o = (G2-G0) / 

(G1-G0) *10? (kg/m?) 


Bucket fill factor K1 


Category | Loose Material | Fill Factor (96) 
Dirt/Clay 110 
Soil, Sand | Sand/Gravel 105 
Rock Dirt Mixtures 100-120 
Blasted Rock 95-105 
Well Blasted 85-90 
Rock 
Average Blasted 75-90 
Poorly Blasted 60-75 
Mixed Moist 95-100 
Aggregates 
Uniform Aggregates, 
particle diameter up 95-100 
Aggregates | to 3 mm 
3-9 mm 90-95 
12-20 mm 85-90 
24 mm and above 85-90 
Soil, Boulders, Roots 80-100 
Other 
Cemented Materials 85-95 
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Attachments for Wheel Loaders 


Buckets 


ATTACHMENTS 


Examining the materials handled will assist in determining necessary attachments. The following table 
indicates material characteristics. 


MATERIAL AND DENSITY (kg/m?) 


Type Materials Loose Density Bank Density 

Top soil 950 1370 
Clay - Riverbed 1660 2020 
Dry 1480 1840 
Wet 1660 2080 
Earth-Dry packed 1510 1900 
Wet excavated 1600 2020 
Loam 1250 1540 
Gravel-Unscreened 1930 2170 
Dry 1510 1690 

Soil, Sand, Gravel RN bate ie 
Wet 6-50mm 2020 2260 
Sand - Dry, Loose 1420 1600 
Moist 1690 1900 
Wet 1840 2080 
Clay & gravel Dry 1420 1660 
Wet 1540 1840 
Sand & clay - Loose 1600 2020 
Compacted 2400 _ 
Sand & gravel - Dry 1720 1930 
Wet 2020 2230 
Coal - Anthracite 1190 1600 
Washed 1100 = 
Ash, Bituminous 530-650 590-890 

r Bituminous - Raw 950 1280 
Washed 830 — 
Cinders 560 860 
Magnetite, iron ore 2790 3260 
Pyrite, iron ore 2580 3030 
Hematite, iron ore, high grade 1810-2450 2130-2900 

Meroe Carnotite, uranium ore 1630 2200 
Caliche 1250 2260 
Bauxite, Kaolin 1420 1900 
Ore - Crushed 1600 2670 
Slag - Broken 1750 2940 
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Attachments for Wheel Loaders 
ATTACHMENTS Buckets 
MATERIAL AND DENSITY (kg/m?) 
Type Materials Loose Density Bank Density 

Granite-Broken 1660 2730 
Basalt 1960 2970 
Sandstone 1510 2520 
Shale 1250 1660 

E. Taconite 1630-1900 2360-2700 
Trap rock-Broken 1750 2610 
Decomposed rock — — 
7596 Rock, 2596 Earth 1960 2790 
5096 Rock, 5096 Earth 1720 2280 
25% Rock, 75% Earth 1570 1960 
Limestone - Broken 1540 2610 
Crushed 1540 = 
Gypsum 1810 3170 
Crushed 1600 2790 
Snow- Dry 130 — 
Wet 520 — 
Dust 536.99 1100 

Others Wheat 634.64 1300 
Sawdust 268.5 550 
Trash (wet) 659.05 1350 
Stored forage 422.28 865 
Sugar (raw) , refined sugar 854.32 1750 
Wood chips - Dry 292.91 600 
Wood chips - Wet 439.36 900 
Coarse salt 659.05 1350 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 

Specifications of Buckets 

816C Luochai Engine* 

Linkage Standard Arm Long Super Super 
Reach Arm | Long Arm | Long Arm 
Bucket Type General Purpose, Pin-on | Change | Change B | Change C 
2300mm 2870mm 3530mm 

Edge type Unit Bolt-on teeth Bolt-on teeth / / / 
Bucket capacity m? 0.8 1.0 / / / 
Rated load kg 1600 1600 *0 -800 -950 
Operating weight kg 5502 5556 *20 *318 +438 
Dump clearance mm 2420 2370 +200 +1118 +1632 
Bucket breakout force kN 60 54 -2.2 -0.3 -0.2 
Tipping load - full turn kg 4152 4098 -306 -2143 -2900 
Tipping load - straight kg 4718 4656 -348 -2435 -3295 
Maximum hinge pin height mm 3048 3048 +200 +200 +1540 
Dump reach mm 791 840 -10 +190 +653 
Overall length mm 5563 5636 +174 +565 +1503 
Width mm 1982 2096 +0 +0 +0 
V OE DUEREI mm 4612 4681 +175 +563 +1832 
Long reach arm availability / YES YES / / / 
Length mm 903 973 +0 +0 +0 
Width mm 1982 2096 +0 +0 +0 
High mm 871 930 +0 +0 +0 
Weight kg 347 401 +0 +0 +0 


*816C Wheel Loader/Luochai Stage II Engine/Feicheng 
Axle/ShanTui 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
816C Luochai Engine (continued) 
Linkage Standard Arm Long Super Super 
ReachArm | Long Arm |Long Arm 
Bucket Type General Purpose, Pin-on Change | Change B | Change C 
2300mm 2870mm | 3530mm 
Bolt-on 
a Bolt-on Bolt-on : 
Edge type Unit cutting edge raei cutting / / / 
edge 
Bucket capacity m? 1.0 1.2 1.2 / / / 
Rated load kg 1600 1600 1600 +0 -800 -950 
Operating weight kg 5612 5595 5729 +20 +318 +438 
Dump clearance mm 2324 2297 2254 +200 +1118 +1632 
Bucket breakout kN 51 47 45 -2.2 -0.3 -0.2 
force 
Tipping load - full turn kg 4042 4059 3925 -306 -2143 -2900 
Tipping load - straight kg 4593 4612 4460 -348 -2435 -3295 
Maximum Ninge pin mm 3048 3048 3048 +200 +200 +1540 
height 
Dump reach mm 851 908 921 -10 +190 +653 
Overall length mm 5569 5736 5669 +174 +565 +1503 
Width mm 2096 2202 2202 +0 +0 +0 
Turning radius; mm 4615 4779 4712 +175 +563 +1832 
bucket carry 
Long teachiarm / YES YES YES / / / 
availability 
Length mm 905 1072 1005 +0 +0 +0 
Width mm 2096 2202 2202 +0 +0 +0 
High mm 931 942 910 +0 +0 +0 
Weight kg 457 440 574 +0 +0 +0 


*816C Wheel Loader /Luochai Stage Il Engine /Feicheng 


Axle /ShanTui 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
816C Luochai Engine (continued) 
Linkage Standard Arm Long Super Super 
l Ce Long Arm | Long Arm 
Bucket Type General Purpose, Quick dou Change B | Change C 
Coupler 9% | 2870mm | 3530mm 
2300mm 
Edge type Unit Miro sad / / / 
Bucket capacity m? 0.8 1.2 / / / 
Rated load kg 1600 1600 +0 -800 -950 
Operating weight kg 5730 5805 +20 +318 +438 
Dump clearance mm 2275 2131 +200 +1118 +1632 
Bucket breakout force kN 46 37 -2.2 -0.3 -0.2 
Tipping load - full turn kg 3924 3849 -306 -2143 -2900 
Tipping load - straight kg 4459 4373 -348 -2435 -3295 
Maximum hinge pin height mm 3048 3048 +200 +200 +1540 
Dump reach mm 923 1070 -10 +190 +653 
Overall length mm 5643 5849 +174 +565 +1503 
Width mm 1962 1982 +0 +0 +0 
Turning radius, bucket carry mm 4696 4898 +175 +563 +1832 
Long reach arm availability / NA NA / / / 
Length mm 997 1211 +0 +0 +0 
Width mm 1962 1982 +0 +0 +0 
High mm 849 1005 +0 +0 +0 
Weight kg 575 650 +0 +0 +0 


*816C Wheel Loader /Luochai Stage Il Engine /Feicheng 


Axle /ShanTui 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
816C Yunnei Engine* 
Linkage Standard Arm Super 
Long 
Long 
Reach 
Arm 
Arm Ch 
Bucket Type General Purpose, Pin-on Change a 
2870mm 
370 3530mm 
Bolt-on Bolt-on 
: Bolt-on Bolt-on : Bolt-on A 
Edge type Unit teeth teeth cutting teeth cutting / / 
edge edge 
Bucket capacity m? 0.8 1.0 1.0 1.2 1.2 / / 
Rated load kg 1600 1600 1600 1600 1600 -400 -950 
Operating weight kg 4956 5010 5066 5049 5183 +318 +418 
Dump clearance mm 2620 2570 2524 2497 2454 +918 +1419 
Bucket breakout force | kN 57 52 49 45 43 -0.2 *2.5 
Tipping load - full turn kg 4443 4504 4568 4548 4701 -2548 -2886 
Tipping load - straight | kg 3910 3964 4020 4003 4137 -2243 -2539 
ne hinge pin’ | mm | 3248 3248 3248 3248 3248 +847 +1340 
Dump reach mm 781 831 841 899 912 +206 +663 
Overall length mm 5738 5810 5743 5910 5843 +565 +1329 
Width mm 1982 2096 2096 2202 2202 +0 +0 
ae radius, bucket ml 4569 4746 4679 4846 4779 +324 +681 
Long teach / YES YES YES YES YES / / 
availability 
Length mm 903 973 905 1072 1005 +0 +0 
Width mm 1982 2096 2096 2202 2202 +0 +0 
High mm 871 930 931 942 910 +0 +0 
Weight kg 347 401 457 440 574 +0 +0 


*816C Wheel Loader /Yunnei Stage ll Engine /Kinlite Axle /Kinlite 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
816C Yanmar Engine* 
Linkage Standard Arm Long Super Super 
Reach Arm | Long Arm | Long Arm 
Bucket Type General Purpose, Pin-on | Change | Change B | Change C 
2300mm 2870mm 3530mm 
Edge type Unit Bolt-on teeth Bolt-on teeth / / / 
Bucket capacity m? 0.8 1.0 / / / 
Rated load kg 1600 1600 *0 -800 -950 
Operating weight kg 5502 5556 *20 +338 +438 
Dump clearance mm 2420 2370 +200 +1118 +1619 
Bucket breakout force kN 60 54 -2.3 -2.6 -0.25 
Tipping load - full turn kg 4152 4098 -306 -2448 -2899 
Tipping load - straight kg 4718 4656 -347 -2782 -3295 
Maximum hinge pin height mm 3048 3048 +200 +1047 +1540 
Dump reach mm 791 840 -10 +190 +653 
Overall length mm 5563 5636 +174 +739 +1502 
Width mm 1982 2096 +0 +0 +0 
Turning radius, bucket carry | mm 4612 4681 *175 *738 *1831 
Long reach arm availability / YES YES / / / 
Length mm 903 973 *0 *0 +0 
Width mm 1982 2096 +0 +0 +0 
High mm 871 930 +0 +0 +0 
Weight kg 347 401 +0 +0 +0 
*816C Wheel Loader /Yanmar Stage lll Engine /Feicheng 
Axle/Shantui 
816C Yanmar Engine (continued) 
Linkage Standard Arm Super 
Long Super Lon 
Reach 9 
Long Arm Arm 
B : Am Change B | Change 
ucket Type General Purpose, Pin-on Change 
2300mm 2870mm C 
3530mm 
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Attachments for Wheel Loaders 
ATTACHMENTS Buckets 


816C Yanmar Engine (continued) 


Edge type Unit ar Bolt-on teeth ae / / / 
Bucket capacity m? 1.0 1.2 1.2 / / / 
Rated load kg 1600 1600 1600 +0 -800 -950 
Operating weight kg 5612 5595 5729 +20 +338 +438 
Dump clearance mm 2324 2297 2254 +200 +1118 +1619 
Bucket breakout force kN 51 47 45 -2.3 -2.6 -0.25 
Tipping load - full turn kg 4042 4059 3925 -306 -2448 -2899 
Tipping load - straight kg 4593 4612 4460 -347 -2782 -3295 
Ne hinge pin mm 3048 3048 3048 +200 +1047 +1540 
Dump reach mm 851 908 921 -10 +190 +653 
Overall length mm 5569 5736 5669 +174 +739 +1502 
Width mm 2096 2202 2202 +0 +0 +0 
ern radius, DUCKS a 4615 4779 4712 +175 +738 +1831 
See ay / YES YES YES / / / 
Length mm 905 1072 1005 +0 +0 +0 
Width mm 2096 2202 2202 +0 +0 +0 
High mm 931 942 910 +0 +0 +0 
Weight kg 457 440 574 +0 +0 +0 
*816C Wheel Loader /Yanmar Stage III Engine /Feicheng 
Axle /Shantui 


816C Yanmar Engine (continued) 


Linkage Standard Arm Long Super Super 

Reach Arm | Long Arm | Long Arm 

General Purpose, Quick Change | Change B | Change C 
Coupler 2300mm | 2870mm | 3530mm 


Bucket Type 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
816C Yanmar Engine (continued) 

Edge type Unit oP iene eee / / / 
Bucket capacity m? 0.8 1.2 / / / 
Rated load kg 1600 1600 +0 -800 -950 
Operating weight kg 5730 5805 +20 +338 +438 
Dump clearance mm 2275 2131 +200 +1118 +1619 
Bucket breakout force kN 46 37 -2.3 -2.6 -0.25 
Tipping load - full turn kg 3924 3849 -306 -2448 -2899 
Tipping load - straight kg 4459 4373 -347 -2782 -3295 
Maximum hinge pin height mm 3048 3048 +200 +1047 +1540 
Dump reach mm 923 1070 -10 +190 +653 
Overall length mm 5643 5849 +174 +739 +1502 
Width mm 1962 1982 +0 +0 +0 
Turning radius, bucket carry | mm 4696 4898 +175 +738 +1831 
Long reach arm availability / NA NA / / / 
Length mm 997 1211 +0 +0 +0 
Width mm 1962 1982 +0 +0 +0 
High mm 849 1005 +0 +0 +0 
Weight kg 575 650 +0 +0 +0 


*816C Wheel Loader /Yanmar Stage III Engine /Feicheng 


Axle /Shantui 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
820C Yuchai Engine * 
Linkage Standard Arm Long Reach | Super Long 
Arm Arm 
Bucket Type General Purpose, Pin-on Change | Change B 
2730mm 2870mm 
Edge type Unit | Bolt-on teeth | Bolt-on teeth Tm / / 
Bucket capacity m? 0.8 1.0 1.0 / / 
Rated load kg 2000 2000 2000 *0 -500 
Operating weight kg 6330 6384 6440 50 +83 
Dump clearance mm 3017 2969 2927 +117 +529 
Bucket breakout force kN 72 64 61 -5.9 -1.9 
Tipping load - full turn kg 4152 4098 4042 +0 -983 
Tipping load - straight kg 4718 4656 4593 +0 -1117 
Maximum hinge pin height mm 3608 3608 3608 +117 +487 
Dump reach mm 705 756 773 +130 +180 
Overall length mm 6062 6132 6065 +202 +392 
Width mm 1982 2096 2096 +0 +0 
Turning radius, bucket carry mm 4809 4986 4919 +34 +91 
Long reach arm availability / YES YES YES / / 
Length mm 903 973 905 +0 +0 
Width mm 1982 2096 2096 +0 +0 
High mm 871 930 931 +0 +0 
Weight kg 347 401 457 +0 +0 


*820C Wheel Loader/Yuchai Stage ll Engine /Feicheng 


Axle /Shantui 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
820C Yuchai Engine (continued) 
Linkage Standard Arm Long Super 
Reach Long Arm 
B : Armi Change B 
ucket Type General Purpose, Pin-on Change OMA 
2730mm 
Edge type Unit pus Nisi Bolt-on teeth | Bolt-on teeth / / 
Bucket capacity m? 1.2 1.2 1.4 1.5 / / 
Rated load kg 2000 2000 2000 2000 +0 -500 
Operating weight kg 6423 6557 6465 6488 50 +83 
Dump clearance mm 2904 2862 2836 2804 +117 +529 
Bucket breakout force kN 56 54 50 48 -5.9 -1.9 
Tipping load - full turn kg 4059 3925 4017 3994 +0 -983 
Tipping load - straight kg 4612 4460 4564 4538 +0 -1117 
era hinge pin mm | 3608 3608 3068 3068 +117 +487 
Dump reach mm 832 850 904 842 +130 +180 
Overall length mm 6232 6165 6332 6354 +202 +392 
Width mm 2202 2202 2202 2202 +0 +0 
ee radius, bucket | mm 5o86 5019 5078 5236 +34 +91 
ie ae / YES YES YES YES / / 
Length mm 1072 1005 1172 1222 +0 +0 
Width mm 2202 2202 2202 2202 +0 +0 
High mm 942 910 990 1044 +0 +0 
Weight kg 440 574 482 505 +0 +0 


*820C Wheel Loader /Yuchai Stage II Engine /Feicheng 


Axle/Shantui 
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Attachments for Wheel Loaders 
ATTACHMENTS Buckets 


820C Yuchai Engine (continued) 


Linkage Standard Arm Long Reach Super Long 
General Purpose, Quick | Arm Change gt Ps 
Bucket Type i 2730mm 
Coupler 2870mm 

Edge type Unit Paros a / / 
Bucket capacity m? 0.8 1.2 / / 
Rated load kg 2000 2000 +0 -500 
Operating weight kg 6558 6633 50 +83 
Dump clearance mm 2873 2740 +117 +529 
Bucket breakout force kN 54 44 -5.9 -1.9 
Tipping load - full turn kg 3924 3849 +0 -983 
Tipping load - straight kg 4459 4373 +0 -1117 
Maximum hinge pin height mm 3608 3608 +117 +487 
Dump reach mm 836 993 +130 +180 
Overall length mm 6151 6357 +202 +392 
Width mm 1962 1982 +0 +0 
Turning radius, bucket carry mm 5002 5207 +34 +91 
Long reach arm availability / NA NA / / 
Length mm 997 1211 +0 +0 
Width mm 1962 1982 +0 +0 
High mm 849 1005 +0 +0 
Weight kg 575 650 +0 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
835H 
Linkage Standard Arm Long 
Reach 
Arm 
Bucket Type General Purpose, Pin-on Change 
2820mm 
Bolton teéth Bolt-on Bolt-on teeth 
o Bussa parre Bolt-on teeth and and cutting 
Edge type Unit bücke Bolt-on teeth | cutting cutting edge / 
with teeth edge edge Russia narrow 
with teeth bucke 

Bucket capacity m? 1.8 2.0 1.8 2.3 2.3 / 
Rated load kg 3000 3000 3000 3000 3000 +0 
Operating weight kg 10075 10154 10149 10352 10322 +221 
Dump clearance mm 2937 2855 2881 2781 2722 +260 
Bucket breakout force kN 99 87 92 85 74 -3 
Tipping load - full turn kg 6700 6640 6644 6470 6496 -615 
Tipping load - straight kg 7800 7721 7726 7523 7553 -715 
Maximum hinge pin height | mm 3738 3738 3738 3738 3738 +260 
Dump reach mm 1043 1109 1058 1141 1203 -18 
Overall length mm 7150 7172 7067 7283 7369 +221 
Width mm 2502 2460 2460 2742 2460 +0 
aa ad mm 5660 5700 5620 5720 5750 +90 
Sie am / YES YES YES YES YES / 
Length mm 1179 1277 1038 1309 1703 +0 
Width mm 2500 2460 2460 2700 2460 +0 
High mm 1172 1177 1147 1237 1185 +0 
Weight kg 761 832 827 1031 1000 +0 


*835H Wheel Loader/Weichai Stage Il Engine LiuGong 
Wet Brake Axle/BS205 


*835H Wheel Loader /205 Standard 1.8 m? Bucket; 835H 
Wheel Loader /305 Standard 2.0 m? Bucket 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
835H (continued) 
Linkage Standard Arm Long 
Reach 
f "m Rock Arm 
Bucket Type Light Material, Pin-on Bucket Change 
2820mm 
Bolt-on cutting 
Edge type Unit di uas e am Weld tẹsth ‘ 
bucket 
Bucket capacity m? 2.0 2.3 2.3 1.5 / 
Rated load kg 3000 3000 3000 3000 *0 
Operating weight kg 10154 10345 10318 10323 +221 
Dump clearance mm 2800 2780 2722 2881 +260 
Bucket breakout force kN 87 85 74 103 -3 
Tipping load - full turn kg 6640 6476 6499 6495 -615 
Tipping load - straight kg 7721 7530 7557 7552 -715 
Maximum hinge pin height mm 3738 3738 3738 3738 +260 
Dump reach mm 1125 1141 1203 1092 -18 
Overall length mm 7172 7147 7282 7225 +221 
Width mm 2460 2700 2460 2516 +0 
Turning radius, bucket carry mm 5700 5660 5710 5990 +90 
Long reach arm availability / YES YES YES YES / 
Length mm 1277 1205 1280 1362 +0 
Width mm 2460 2700 2460 2516 +0 
High mm 1177 1237 1185 1119 +0 
Weight kg 832 1023 996 1001 +0 


*835H Wheel Loader /Weichai Stage Il Engine /LiuGong 


Wet Brake Axle /BS205 
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Attachments for Wheel Loaders 
Buckets ATTACHMENTS 


835H (continued) 


Linkage Standard Arm Long 
Reach 
Arm 
Bucket Type General Purpose, Quick Coupler Change 
2820mm 
Edge type Unit pus iuc Bolt-on teeth ees parui / 
edge 
Bucket capacity m? 1.9 1.9 2.3 2.3 2.3 / 
Rated load kg 3000 3000 3000 3000 3000 +0 
Operating weight kg 10861 10861 11023 11023 11023 +221 
| Dump clearance [| mm | 2727 | 2727 | 2687 | 2637 | 2708 | +260 | 
Bucket breakout force kN 79 79 74 74 74 -3 
| Tipping load - fullturn | kg | 6293 | 6293 | 6149 | 6149 | 6149 | 615 | 
Tipping load - straight kg 7317 7317 7150 7150 7150 -715 
Maximum hinge pin height | mm 3738 3738 3738 3738 3738 +260 
Dump reach mm 1173 1173 1189 1189 1171 -18 
Overall length mm 7436 7436 7497 7497 7497 +221 
Width mm 2639 2570 2727 2727 2727 +0 
ae radius; bucket mm 5590 5590 5690 5690 5690 +90 
Long reach arm availability / NA NA NA NA NA / 
[Length | mm T 1364 | 1364 | 145 | 1425 | 1425 | +0 | 
Width mm 2566 2566 2727 2727 2727 +0 
[High T mm T 1222 | 1222 | 1252 | 12522 | 1252 | +0 | 
Weight kg 866 866 1028 1028 1028 +0 


*835H Wheel Loader /Weichai Stage Il Engine /LiuGong 
Wet Brake Axle /BS205 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
835H (continued) 
Linkage Weichai T2 LiuGong | DCEC T3 ZF158 Wet | DCEC T3 ZF158 Dry 
BS305 Brake Axle Brake Axle 
Bucket Type All Bucket All Bucket All Bucket 
Edge type Unit / / / 
Bucket capacity m? / / / 
Rated load kg *500(*0) +500(+0) +0(+0) 
Operating weight kg +721(+421) +925(+846) +625 
Dump clearance mm +0 +0 +0 
Bucket breakout force kN +12(+9) +0 +0 
Tipping load - full turn kg +660(+29) +500(+614) +100(+78) 
Tipping load - straight kg +779(+34) +700(+714) +300(+275) 
Maximum hinge pin height mm +0 +0 +0 
Dump reach mm +0 +0 +0 
Overall length mm +0 +0 +0 
Width mm +0 +0 +0 
Turning radius, bucket carry | mm +0 +0 +0 
Long reach arm availability / YES YES YES 
Length mm +0 +0 +0 
Width mm +0 +0 +0 
High mm +0 +0 +0 
Weight kg +0 +0 +0 


*Quick coupler data in brackets. 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
842H 
Linkage Standard Arm 
Super Long 
Standard General Arm Change 
Bucket Type Configurati | Light Material, Pin-on | Purpose, Quick 3450mm 
on Bucket Coupler 
Edge type Unit | Weld teeth Bra osas Weld teeth ld 
Bucket capacity m? 2.3 2.3 2.7 2.1 4.0 
Rated load kg 4000 4000 4000 4000 3000 
Operating weight kg 13090 13135 13235 13447 14675 
Dump clearance mm 2880 2880 2827 2765 3603 
Bucket breakout force kN 124 124 114 108 86 
Tipping load - full turn kg 8500 8398 8312 8696 5600 
Tipping load - straight kg 9900 9765 9665 10112 6512 
er hinge pin mm 3804 3804 3804 3809 4844 
| Dump reach [mm| 1108 | 1108 | nea | 11664 . | 144 | 
Overall length mm 7699 7528 7608 7887 8919 
[Width —  — |mm| 272 | 270 | 270 | 2512 | |  Á 3050 | 
paid radius, bucket | am 5951 5951 5970 6094 6808 
Se SI / YES YES YES NA / 
Length mm 1393 1105 1300 1324 1800 
Width mm 2762 2700 2700 2512 3050 
High mm 1261 1265 1292 1260 1461 
Weight kg 1137 1164 1226 1024 1726 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
848H 
Linkage Standard Arm Long Reach 
; Arm 
Bucket Type poii General Purpose, Quick Change 
Configuration Coupler 3100mm 
Edge type Unit Qro pr d Bolt-on teeth / 
Bucket capacity m? 2.5 2.7 2.5 / 
Rated load kg 4000 4000 4000 +0 
Operating weight kg 14790 15008 14660 +221 
Dump clearance mm 2752 2722 2798 +430 
Bucket breakout force kN 114 110 120 -11 
Tipping load - full turn kg 8500 8419 8557 -958 
Tipping load - straight kg 9600 9567 9724 -1030 
Maximum hinge pin height mm 3937 3937 3937 +0 
Dump reach mm 1125 1156 1080 +123 
Overall length mm 7987 8032 7987 +495 
Width mm 2767 2767 2767 +0 
Turning radius, bucket carry mm 6470 6470 6470 +0 
Long reach arm availability / YES YES YES / 
Length mm 1389 1434 1389 +0 
Width mm 2767 2767 2767 +0 
High mm 1255 1294 1258 +0 
Weight kg 1235 1268 1111 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
848H (continued) 
Linkage Standard Arm Long Reach 
Arm Change 
Bucket Type General Purpose, Quick Coupler 3100mm 
Edge type Unit Bolt-on teeth S S / 
Bucket capacity m? 2.7 25 2.7 / 
Rated load kg 4000 4000 4000 +0 
Operating weight kg 14874 14950 15008 +221 
Dump clearance mm 2767 2752 2722 +430 
Bucket breakout force kN 116 114 110 -11 
Tipping load - full turn kg 8528 8500 8419 -958 
Tipping load - straight kg 9691 9600 9567 -1030 
Maximum hinge pin height mm 3937 3937 3937 +0 
Dump reach mm 1110 1125 1156 +123 
Overall length mm 8032 7987 8032 +495 
Width mm 2767 2767 2767 +0 
Turning radius, bucket carry mm 6470 6470 6470 +0 
Long reach arm availability / YES YES YES / 
Length mm 1433 1389 1434 +0 
Width mm 2767 2767 2767 +0 
High mm 1296 1255 1294 +0 
Weight kg 1144 1235 1148 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
848H (continued) 
Linkage Standard Arm Long Reach 
Arm 
Bucket Type Light Material, Quick Coupler Change 
3100mm 
Edge type Unit BL a d / 
Bucket capacity m? 25 2.7 3.0 / 
Rated load kg 4000 4000 4000 +0 
Operating weight kg 14620 14997 15116 +221 
Dump clearance mm 2752 2722 2683 +430 
Bucket breakout force kN 114 110 105 -11 
Tipping load - full turn kg 8500 8471 8444 -958 
Tipping load - straight kg 9659 9626 9595 -1030 
Maximum hinge pin height mm 3937 3937 3937 +0 
Dump reach mm 1125 1156 1195 +123 
Overall length mm 7825 7870 7918 +495 
Width mm 2700 2700 2700 +0 
Turning radius, bucket carry mm 6290 6290 6290 +0 
Long reach arm availability / YES YES YES / 
Length mm 1225 1270 1318 +0 
Width mm 2700 2700 2700 +0 
High mm 1253 1292 1324 +0 
Weight kg 1176 1089 1239 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
855H 
Linkage Standard Arm Long Reach | Super Long 
Arm Arm 
Bucket Type General Purpose, Pin-on Change | Change B 
3150mm 3350mm 
Edge type Unit | Bolt-on teeth | Bolt-on teeth | Bolt-on teeth / / 
Bucket capacity m? 3.0 3.3 3.5 / / 
Rated load kg 5000 5000 5000 *0 -500 
Operating weight kg 16700 16777 16823 +394 +914 
Dump clearance mm 3056 3015 2972 +399 +641 
Bucket breakout force kN 165 157 150 -1 -13 
Tipping load - full turn kg 11100 11023 10977 -1600 -2202 
Tipping load - straight kg 13000 12923 12877 -2200 -2802 
Maximum hinge pin height mm 4114 4114 4114 +399 +641 
Dump reach mm 1147 1189 1232 -45 -25 
Overall length mm 8071 8130 8191 +313 +628 
Width mm 2976 2976 2976 +0 +0 
Turning radius, bucket carry mm 6783 6798 6815 +121 +224 
Long reach arm availability / YES YES YES / / 
Length mm 1558 1617 1680 +0 +0 
Width mm 2976 2976 2976 +0 +0 
High mm 1356 1416 1450 +0 +0 
Weight kg 1449 1539 1587 +0 +0 


*855H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL500-X /BS306 Standard 3.0 m? Bucket 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
855H (continued) 
Linkage Standard Arm Long Super 
Reach L 
ong Arm 
: Arm Change B 
Bucket Type General Purpose, Pin-on Change m 
3150mm mm 
Bolt-on Balan Bolt-on teeth | Bolt-on teeth 
Edge type Unit teeth teeth and cutting | and cutting / / 
edge edge 
Bucket capacity m? 4.0 4.5 3.0 3.5 / / 
Rated load kg 5000 5000 5000 5000 +0 -500 
Operating weight kg 16990 17022 16829 16910 +394 +914 
Dump clearance mm 2957 2837 3056 3015 +399 +641 
Bucket breakout force kN 147 130 157 150 -1 -13 
Tipping load - full turn kg 10810 10778 10971 10890 -1600 -2202 
Tipping load - straight kg 12710 12678 12871 12790 -2200 -2802 
Maximum Minge pin mm 4114 4114 4114 4114 +399 +641 
height 
Dump reach mm 1247 1366 1147 1189 -45 -25 
Overall length mm 8212 8381 8071 8130 +313 +628 
Width mm 3216 3216 2976 2976 +0 +0 
Turning radius, bucket | am 6930 6978 6786 6808 +121 +224 
carry 
Long resta / YES YES YES YES / / 
availability 
Length mm 1704 1873 1574 1617 +0 +0 
Width mm 3216 3216 2976 2976 +0 +0 
High mm 1432 1554 1357 1416 +0 +0 
Weight kg 1755 1791 1559 1673 +0 +0 


*855H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL500-X /BS306 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
855H (continued) 
Linkage Standard Arm Long Reach Super 
Arm Long Arm 
Bucket Type Light Material, Pin-on Change | Change B 
3150mm 3350mm 

Edge type Unit pa: ol ja ie SE ete / / 
Bucket capacity m? 3.0 3.5 3.7 / / 
Rated load kg 5000 5000 5000 +0 -500 
Operating weight kg 16812 16895 16938 +394 +914 
Dump clearance mm 2998 2957 2914 +399 +641 
Bucket breakout force kN 157 150 143 -1 -13 
Tipping load - full turn kg 10988 10905 10862 -1600 -2202 
Tipping load - straight kg 12888 12805 12762 -2200 -2802 
Maximum hinge pin height mm 4114 4114 4114 +399 +641 
Dump reach mm 1160 1201 1244 -45 -25 
Overall length mm 7929 7988 8049 +313 +628 
Width mm 2920 2920 2920 +0 +0 
Turning radius, bucket carry mm 6732 6748 6765 +121 +224 
Long reach arm availability / YES YES YES / / 
Length mm 1420 1479 1540 +0 +0 
Width mm 2920 2920 2920 +0 +0 
High mm 1352 1415 1449 +0 +0 
Weight kg 1542 1657 1702 +0 +0 


*855H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL500-X/BS306 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
855H (continued) 
Linkage Standard Arm Long Reach | Super Long 
Arm Arm 
Bucket Type Light Material, Pin-on Change | Change B 
3150mm 3350mm 
Edge type Unit Ean RO SE R I / 
Bucket capacity m? 4.2 4.2 47 / / 
Rated load kg 5000 5000 5000 +0 -500 
Operating weight kg 17126 17230 17185 +394 +914 
Dump clearance mm 2899 2853 2779 +399 +641 
Bucket breakout force kN 141 134 126 -1 -13 
Tipping load - full turn kg 10674 10778 10615 -1600 -2202 
Tipping load - straight kg 12574 12678 12515 -2200 -2802 
Maximum hinge pin height mm 4114 4114 4114 +399 +641 
Dump reach mm 1259 1305 1379 -45 -25 
Overall length mm 8070 8135 8239 +313 +628 
Width mm 3160 3160 3160 +0 +0 
Turning radius, bucket carry | mm 6879 6879 6925 +121 +224 
Long reach arm availability / YES YES YES / / 
Length mm 1561 1626 1730 +0 +0 
Width mm 3160 3160 3160 +0 +0 
High mm 1431 1421 1553 +0 +0 
Weight kg 1891 1960 1955 +0 +0 


*855H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL500-X/BS306 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
855H (continued) 
Linkage Standard Arm Long Reach Super 
Arm Long Arm 
Bucket Type General Purpose, Quick Coupler Change | Change B 
3150mm 3350mm 

Edge type Unit | Bolt-on teeth TES S Bolt-on teeth / / 
Bucket capacity m? 2.7 2.7 3.0 / / 
Rated load kg 5000 5000 5000 *0 -500 
Operating weight kg 17153 17153 17213 +394 +914 
Dump clearance mm 2854 2854 2854 +399 +641 
Bucket breakout force kN 150 150 136 -1 -13 
Tipping load - full turn kg 10647 10647 10587 -1600 -2202 
Tipping load - straight kg 12547 12547 12487 -2200 -2802 
Maximum hinge pin height mm 4114 4114 4114 +399 +641 
Dump reach mm 1160 1160 1160 -45 -25 
Overall length mm 8223 8031 8223 +313 +628 
Width mm 2999 2930 2993 +0 +0 
Turning radius, bucket carry | mm 6859 6859 6902 +121 +224 
Long reach arm availability / YES YES YES / / 
Length mm 1406 1231 1543 +0 +0 
Width mm 2999 2930 2993 +0 +0 
High mm 1282 1282 1282 +0 +0 
Weight kg 1492 1500 1544 +0 +0 


*855H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL500-X/BS306 


LiuGong Attachments Application Manual - November 2020 


37 


Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
855H (continued) 
Linkage Standard Arm Long Super 
Reach Arm | Long Arm 
Bucket Type General Purpose, Quick Coupler Change | Change B 
3150mm 3350mm 

Edge type Unit pere Bolt-on teeth ST / / 
Bucket capacity m? 3.0 3.5 3.5 / / 
Rated load kg 5000 5000 5000 +0 -500 
Operating weight kg 17213 17279 17353 +394 +914 
Dump clearance mm 2854 2818 2833 +399 +641 
Bucket breakout force kN 136 135 135 -1 -13 
Tipping load - full turn kg 10587 10521 10595 -1600 -2202 
Tipping load - straight kg 12487 12421 12495 -2200 -2802 
Maximum hinge pin height mm 4114 4114 4114 +399 +641 
Dump reach mm 1160 1238 1225 -45 -25 
Overall length mm 8031 8304 8092 +313 +628 
Width mm 2930 2993 3016 +0 +0 
Turning radius, bucket carry | mm 6902 6903 6903 +121 +224 
Long reach arm availability / YES YES YES / / 
Length mm 1368 1571 1426 +0 +0 
Width mm 2930 2993 3016 +0 +0 
High mm 1282 1407 1455 +0 +0 
Weight kg 1560 1606 1680 +0 +0 


*855H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL500-X/BS306 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
855H (continued) 
Linka andard Arm rLon 
ge i Long Reach Supe: Long 
Arm 
Arm Change Ch B 
Bucket Type General Purpose, Quick Coupler 3150mm ange 
3350mm 
Bolt-on teeth Bolton 
Edge type Unit and cutting Bolt-on teeth : / / 
cutting edge 
edge 

Bucket capacity m? 3.5 4.0 4.0 / / 
Rated load kg 5000 5000 5000 *0 -500 
Operating weight kg 17279 17284 17284 *394 *914 
Dump clearance mm 2747 2603 2603 +399 +641 
Bucket breakout force kN 135 120 120 -1 -13 
Tipping load - full turn kg 10521 10516 10516 -1600 -2202 
Tipping load - straight kg 12421 12416 12416 -2200 -2802 
Maximum hinge pin height mm 4114 4114 4114 +399 +641 
Dump reach mm 1252 1354 1354 -45 -25 
Overall length mm 8364 8538 8346 +313 +628 
Width mm 2993 3001 2930 +0 +0 
Turning radius, bucket carry mm 6903 6968 6968 +121 +224 
Long reach arm availability / YES YES YES / / 
Length mm 1571 1773 1547 +0 +0 
Width mm 2993 3001 2930 +0 +0 
High mm 1407 1438 1438 +0 +0 
Weight kg 1772 1619 1626 +0 +0 


*855H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL500-X/BS306 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
855H (continued) 
Linkage Standard Arm Long Reach | Super Long 
Arm Arm 
Bucket Type General Purpose, Quick Coupler Change | Change B 
3150mm 3350mm 
à Bolt-on cutting Bolt-on teeth 
Edge type Unit | Bolt-on teeth edge and cutting / / 
edge 
Bucket capacity m? 4.5 4.5 4.5 / / 
Rated load kg 5000 5000 5000 *0 -500 
Operating weight kg 17424 17424 17424 *394 *914 
Dump clearance mm 2643 2579 2600 +399 +641 
Bucket breakout force kN 117 117 117 -1 -13 
Tipping load - full turn kg 10376 10376 10376 -1600 -2202 
Tipping load - straight kg 12276 12276 12276 -2200 -2802 
Maximum hinge pin height mm 4114 4114 4114 +399 +641 
Dump reach mm 1363 1384 1405 -45 -25 
Overall length mm 8516 8384 8576 +313 +628 
Width mm 3239 3168 3239 +0 +0 
Turning radius, bucket carry mm 7083 7083 7083 +121 +224 
Long reach arm availability / YES YES YES / / 
Length mm 1786 1585 1786 +0 +0 
Width mm 3239 3168 3239 +0 +0 
High mm 1489 1489 1489 +0 +0 
Weight kg 1751 1782 1931 +0 +0 


*855H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL500-X/BS306 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
50CN 
Linkage Standard Arm Long Reach Super Long Super Long 
Arm Change |Arm Change B | Arm Change C 
Bucket Type General Bucket 3170mm 3430mm 4040mm 

Edge type Unit Weld teeth / / / 
Bucket capacity m? 3.0 / / / 

Rated load kg 5000 *0 -1000 -3000 
Operating weight kg 16700 +690 +1240 +2160 
Dump clearance mm 2970 +390 +760 +1445 
Bucket breakout force kN 167 -3 -14 -27 
Tipping load - full turn kg 11000 -300 -500 -2300 
Tipping load - straight kg 13000 -500 -800 -4000 
Maximum hinge pin height mm 4020 +390 +760 +1445 
Dump reach mm 1200 +20 +0 250 
Overall length mm 8000 +365 +680 +1385 
Width mm 2976 +0 +0 +0 
Turning radius, bucket carry mm 7579 +140 +270 +610 
Long reach arm availability / YES I / / 
Length mm 1627 +0 +0 +0 
Width mm 2976 +0 +0 +0 

High mm 1395 +0 +0 +0 
Weight kg 1453 +0 +0 +0 


*50CN Wheel Loader Standard 3.0 m? Weld teeth Bucket 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
50CN (continued) 
Linkage Standard Arm Long Reach Super Long | Super Long 
Arm Change Arm UE Arm oe 
Bucket Type General Purpose, Pin-on 3170mm Shia nani 
Bolt-on teeth 
Edge type Unit | Bolt-on teeth and cutting / / / 
edge 

Bucket capacity m? 3.0 3.0 / / / 
Rated load kg 5000 5000 +0 -1000 -3000 
Operating weight kg 16870 17060 +690 +1240 +2160 
Dump clearance mm 2970 2880 +390 +760 +1445 
Bucket breakout force kN 167 167 -3 -14 -27 
Tipping load - full turn kg 10830 10637 -300 -500 -2300 
Tipping load - straight kg 12830 12637 -500 -800 -4000 
ane hinge pin mm 4020 4020 +390 +760 +1445 
Dump reach mm 1200 1280 +20 +0 250 

| Overall length [mm | 8010 | 8030 | +365 | +680 |  +1388 | 
Width mm 2994 2976 +0 +0 +0 
ui radius, bucket | arm 7591 7595 +140 +270 +610 
see arm / YES YES / / / 
Length mm 1635 1648 +0 +0 +0 
Width mm 2994 2976 +0 +0 +0 
High mm 1393 1392 +0 +0 +0 
Weight kg 1623 1816 +0 +0 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
50CN (continued) 
Linkage Standard Arm Long Reach Super Long | Super Long 
Arm Change Arm oe Arm Ea 
Bucket Type General Purpose, Pin-on 3170mm SAOR Adanim 

Edge type Unit Weld teeth Weld teeth / / / 
Bucket capacity m? 3.3 3.6 / / / 

Rated load kg 5000 5000 +0 -1000 -3000 
Operating weight kg 17060 16870 +690 +1240 +2160 
Dump clearance mm 2920 2850 +390 +760 +1445 
Bucket breakout force kN 158 146 -3 -14 -27 
Tipping load - full turn kg 10634 10832 -300 -500 -2300 
Tipping load - straight kg 12634 12832 -500 -800 -4000 
ue hinge pin mm 4020 4020 +390 +760 +1445 
Dump reach mm 1250 1320 +20 +0 250 
Overall length mm 8070 8170 +365 +680 +1385 
Width mm 3082 3088 +0 +0 +0 
oy e ia 7647 7675 +140 +270 +610 
EI. un / YES YES / / / 
Length mm 1691 1791 +0 +0 +0 
Width mm 3082 3088 +0 +0 +0 

High mm 1432 1421 +0 +0 +0 
Weight kg 1819 1621 +0 +0 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
50CN (continued) 
Linkage Standard Arm Long Super Super 
Hosen Long Arm | Long Arm 
B : : : Arm Change B | Change C 
ucket Type Light Material, Pin-on Change om dodo 
3170mm 
Edge type Unit | sina edge | catinaredoe etang case | - - ^ | 
Bucket capacity m? 3.0 3.3 4.0 / / i 
Rated load kg 5000 5000 5000 +0 -1000 -3000 
Operating weight kg 16870 17160 17050 +690 +1240 +2160 
Dump clearance mm 2910 2850 2760 +390 +760 +1445 
Bucket breakout force kN 167 158 141 -3 -14 -27 
Tipping load - full turn kg 10815 10539 10653 -300 -500 -2300 
Tipping load - straight kg 12815 12539 12653 -500 -800 -4000 
Rone hinge pin mm 4020 4020 4020 +390 +760 +1445 
Dump reach mm 1250 1320 1380 +20 +0 250 
Overall length mm 7820 7900 8040 +365 +680 +1385 
Width mm 2928 3010 3048 +0 +0 +0 
Van radius; bucket l rpa 7518 7576 7628 +140 +270 +610 
y S / YES YES YES / / / 
Length mm 1447 1517 1658 +0 +0 +0 
Width mm 2928 3010 3048 +0 +0 +0 
High mm 1383 1418 1432 +0 +0 +0 
Weight kg 1638 1914 1800 +0 +0 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
50CN (continued) 
Linkage Standard Arm| Long Reach Super Long Super Long 
Arm Change | Arm Change B | Arm Change C 
Bucket Type Rock Bucket 3170mm 3430mm 4040mm 

Edge type Unit eae / / / 
Bucket capacity m? 2.7 / / / 

Rated load kg 5000 +0 -1000 -3000 
Operating weight kg 17340 +690 +1240 +2160 
Dump clearance mm 2800 +390 +760 +1445 
Bucket breakout force kN 154 -3 -14 -27 
Tipping load - full turn kg 10363 -300 -500 -2300 
Tipping load - straight kg 12363 -500 -800 -4000 
Maximum hinge pin height mm 4020 +390 +760 +1445 
Dump reach mm 1360 +20 +0 250 
Overall length mm 8140 +365 +680 +1385 
Width mm 2890 +0 +0 +0 
Turning radius, bucket carry | mm 7588 +140 +270 +610 
Long reach arm availability / YES i / / 
Length mm 1763 +0 +0 +0 
Width mm 2890 +0 +0 +0 

High mm 1427 +0 +0 +0 
Weight kg 2090 +0 +0 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
856H New Platform 
Linkage Standard Arm Super 
Long 
Reach Long Super 
Arm Arm Long Arm 
Bucket Type General Purpose Change Change | Change C 
3150mm B 3470mm 
3350mm 

Edge type Unit Bolt-on teeth Bolt-on teeth / / / 
Bucket capacity m? 3.3 3.5 / / / 
Rated load kg 5000 5000 *0 -500 -1000 
Operating weight kg 17177 17223 +700 +1112 +1680 
Dump clearance mm 3057 3014 +402 +644 +860 
Bucket breakout force kN 181 172 -2 -7 -2 
Tipping load - full turn kg 11760 11714 -571 -1224 -1376 
Tipping load - straight kg 13494 13448 -714 -1633 -1857 
Maximum hinge pin height mm 4156 4156 +402 +644 +841 
Dump reach mm 1153 1196 -57 -43 -70 
Overall length mm 8274 8335 +323 +564 +714 
Width mm 2976 2976 +0 +0 +0 
Turning radius, bucket carry mm 6836 6860 +132 +235 +310 
Long reach arm availability / YES YES / / / 
Length mm 1617 1680 +0 +0 +0 
Width mm 2970 2970 +0 +0 +0 
High mm 1416 1430 +0 +0 +0 
Weight kg 1507 1553 +0 +0 +0 


*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E Standard 3.3 m? Bolt-on Teeth 
Bucket 


*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A Standard 3.5 m? Bolt-on 
Teeth Bucket 
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Attachments for Wheel Loaders 
Buckets ATTACHMENTS 


856H New Platform (continued) 


Linkage Standard Arm Long Super Super 
Reach Long Long 
Anm Arm Arm 
Bucket Type General Purpose, Pin-on Change vU ER 
3150mm | 3350mm | 3470mm 
Edge type Unit pasa Bolt-on teeth pad / / / 
Bucket capacity m? 3.0 4.0 4.5 / / / 
Rated load kg 5000 5000 5000 +0 -500 -1000 
Operating weight kg 17100 17390 17422 +700 +1112 +1680 
Dump clearance mm 3098 2999 2879 +402 +644 +860 
Bucket breakout force kN 191 169 148 -2 -7 -2 
Tipping load - full turn kg 11837 11547 11515 -571 -1224 -1376 
Tipping load - straight kg 13571 13281 13249 -714 -1633 -1857 
Maximum hinge pin height mm 4156 4156 4156 +402 +644 +841 
|Dumpreach = | mm | 1111 | 1211 | 133 | -57 | -43 |  -70 | 
Overall length mm 8215 8356 8525 +323 +564 +714 
[Width T mm 27% | 3216 | 3218 | +0 | +0 | +0 | 
Turning radius, bucket carry mm 6814 6979 7047 +132 +235 +310 
| Long reach arm availability | / | YES | YES | YES | / | 1! | 7 | 
Length mm 1562 1700 1873 +0 +0 +0 
[Width ~~ | mm | 2970 | 3210 | 3210 | +0 | +0 | +0 | 
High mm 1334 1412 1554 +0 +0 +0 
[Weight — | kg | 1430 | 1720 | 17552 | +0 | +0 | +0 | 


*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
856H New Platform (continued) 
Linkage Standard Arm Long Super Super 
. post Long Arm | Long Arm 
Bucket Type General Purpose, Pin- Change Change B | Change C 
on 3150mm 3350mm | 3470mm 
Bolt-on teeth | Bolt-on teeth 
Edge type Unit and cutting and cutting / / / 
edge edge 
Bucket capacity m? 3.0 3.5 / / / 
Rated load kg 5000 5000 *0 -500 -1000 
Operating weight kg 17228 17310 *700 *1112 *1680 
Dump clearance mm 3098 3057 *402 *644 +860 
Bucket breakout force kN 181 172 -2 -7 -2 
Tipping load - full turn kg 11709 11627 -571 -1224 -1376 
Tipping load - straight kg 13443 13361 -714 -1633 -1857 
Maximum hinge pin height mm 4156 4156 +402 +644 +841 
Dump reach mm 1111 1153 -57 -43 -70 
Overall length mm 8215 8274 +323 +564 +714 
Width mm 2976 2976 +0 +0 +0 
Turning radius, bucket carry mm 6833 6856 +132 +235 +310 
Long reach arm availability / YES YES / / / 
Length mm 1558 1617 +0 +0 +0 
Width mm 2970 2970 +0 +0 +0 
High mm 1353 1416 +0 +0 +0 
Weight kg 1558 1640 +0 +0 +0 


*856H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 
Buckets ATTACHMENTS 


856H New Platform (continued) 


Linkage Standard Arm Super 
Long 
Long Super 
Reach 
Arm Long Arm 
¡ ¡ ¡ 2m Change | Change C 
Bucket Type Light Material, Pin-on Change 9 g 
3150mm B 3470mm 
3350mm 
: Bolt-on Bolt-on cutting 

Edge type Unit cutting edge edge / / / 
Bucket capacity m? 3.0 3.5 / / / 
Rated load kg 5000 5000 *0 -500 -1000 
Operating weight kg 17212 17295 *700 *1112 *1680 
Dump clearance mm 3040 2999 *402 +644 +860 
Bucket breakout force kN 181 172 -2 -7 -2 
Tipping load - full turn kg 11725 11642 -571 -1224 -1376 
Tipping load - straight kg 13459 13376 -714 -1633 -1857 
Maximum hinge pin height mm 4156 4156 +402 +644 +841 
Dump reach mm 1124 1165 -57 -43 -70 
Overall length mm 8073 8132 +323 +564 +714 
Width mm 2920 2920 +0 +0 +0 
Turning radius, bucket carry mm 6810 6833 +132 +235 +310 
Long reach arm availability i YES YES / / / 
Length mm 1420 1481 +0 +0 +0 
Width mm 2920 2920 +0 +0 +0 
High mm 1352 1415 +0 +0 +0 
Weight kg 1542 1625 +0 +0 +0 


*856H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 
ATTACHMENTS Buckets 


856H New Platform (continued) 


Linkage Standard Arm Long Super Super 
Reach Long Long Arm 
E f f Ñ Arm Arm Change C 
ucket Type Light Material, Pin-on Change |Change B SATORT 
3150mm | 3350mm 
Edge type Unit Eaa pto: / / / 
Bucket capacity m? 3.7 4.2 / / / 
Rated load kg 5000 5000 +0 -500 -1000 
Operating weight kg 17339 17526 +700 +1112 +1680 
Dump clearance mm 2956 2941 +402 +644 +860 
Bucket breakout force kN 164 153 -2 -7 -2 
Tipping load - full turn kg 11598 11411 -571 -1224 -1376 
| Tipping load - straight = | kg | 13332 | 13145 | -714 | -1633 | -1857 | 
Maximum hinge pin height mm 4156 4156 +402 +644 +841 
Dump reach mm 1208 1223 -57 -43 -70 
Overall length mm 8193 8214 +323 +564 +714 
Width mm 2920 3160 +0 +0 +0 
Turning radius, bucket carry mm 6857 6975 +132 +235 +310 
Long reach arm availability / YES YES / / / 
Length mm 1540 1561 +0 +0 +0 
Width mm 2920 3160 +0 +0 +0 
High mm 1449 1431 +0 +0 +0 
Weight kg 1669 1856 +0 +0 +0 


*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
856H New Platform (continued) 
Linkage Standard Arm Lon Super Super 
9 Long Long 
Reach 
Arm Arm 
; : ; Arm Change | Change 
Bucket Type Light Material, Pin-on Change B 9 Ç 9 
3150mm | 3350mm | 3470mm 
Bolt-on Bolt-on Bolt-on Bolt-on 
Edge type Unit cutting cutting cutting cutting / / / 
edge edge edge edge 
Bucket capacity m? 4.2 4.7 5.2 5.6 / / / 
Rated load kg 5000 5000 5000 5000 +0 -500 -1000 
Operating weight kg 17626 17585 17667 17556 +700 +1112 +1680 
Dump clearance mm 2895 2821 2786 2804 +402 +644 +860 
Bucket breakout force kN 152 142 141 140 -2 -7 -2 
Tipping load - full turn kg 11326 11352 11270 11381 -571 -1224 -1376 
Tipping load - straight kg 13045 13086 13004 13115 -714 -1633 -1857 
Maximum hinds pin mm | 4156 4156 4156 4156 +402 +644 +841 
height 
Dump reach mm 1269 1343 1378 1358 -57 -43 -70 
Overall length mm 8279 8383 8433 8406 +323 +564 +714 
Width mm 3160 3160 3160 3160 +0 +0 +0 
ud radius, bucket | anm 6995 7045 7066 7054 +132 +235 +310 
Long Teoria / YES YES YES YES / / / 
availability 
Length mm 1626 1730 1780 1765 +0 +0 +0 
Width mm 3160 3160 3160 3160 +0 +0 +0 
High mm 1394 1553 1534 1584 +0 +0 +0 
Weight kg 1960 1915 1997 1886 +0 +0 +0 


*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
856H New Platform (continued) 
Linkage Standard Arm Long Super Super 
Reach Long Arm | Long Arm 
B Arm Change B| Change C 
ucket Type Rock Bucket Change o An 
3150mm 

Edge type Unit Weld teeth Weld teeth / / / 
Bucket capacity m? 2.5 2.7 / / / 
Rated load kg 5000 5000 +0 -500 -1000 
Operating weight kg 17385 17577 +700 +1112 +1680 
Dump clearance mm 3089 3121 +402 +644 +860 
Bucket breakout force kN 197 181 -2 -7 -2 
Tipping load - full turn kg 11552 11360 -571 -1224 -1376 
Tipping load - straight kg 13286 13094 -714 -1633 -1857 
Maximum hinge pin height mm 4156 4156 +402 +644 +841 
Dump reach mm 1109 1077 -57 -43 -70 
Overall length mm 8028 7983 +323 +564 +714 
Width mm 2891 2888 +0 +0 +0 
Turning radius, bucket carry mm 6762 6760 +132 +235 +310 
Long reach arm availability / YES YES / / / 
Length mm 1590 1590 +0 +0 +0 
Width mm 2890 2886 +0 +0 +0 
High mm 1375 1405 +0 +0 +0 
Weight kg 1715 1907 +0 +0 +0 


*856H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 
Buckets ATTACHMENTS 


856H New Platform (continued) 


Linkage Standard Arm Super 
Long 
Long Super 
Reach 
Arm Long Arm 
¡ Arm Change | Change C 
Bucket Type General Purpose, Quick Coupler | Change g g 
3150mm B 3470mm 
3350mm 
; Bolt-on Bolt-on 
Edge type Unit teeth cutting edge Bolt-on teeth / / / 
Bucket capacity m? 2.7 2.7 3.0 / / / 
Rated load kg 5000 5000 5000 +0 -500 -1000 
Operating weight kg 17553 17553 17613 +700 +1112 +1680 
Dump clearance mm 2896 2896 2896 +402 +644 +860 
Bucket breakout force kN 176 176 158 -2 -7 -2 
Tipping load - full turn kg 11384 11384 11324 -571 -1224 -1376 
Tipping load - straight kg 13118 13118 13058 -714 -1633 -1857 
Maximum hinge pin height mm 4156 4156 4156 +402 +644 +841 
Dump reach mm 1124 1124 1124 -57 -43 -70 
Overall length mm 8175 8175 8175 +323 +564 +714 
Width mm 2999 2930 2993 +0 +0 +0 
Turning radius, bucket carry | mm 6856 6856 6910 +132 +235 +310 
Long reach arm availability / YES YES YES / / / 
Length mm 1406 1231 1543 +0 +0 +0 
Width mm 2984 2984 2984 +0 +0 +0 
High mm 1282 1282 1282 +0 +0 +0 
Weight kg 1492 1500 1544 +0 +0 +0 


*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/A DL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 
ATTACHMENTS Buckets 


856H New Platform (continued) 


Linkage Standard Arm Long Super Super 
Reach Long Long 
Aim Arm Arm 
Bucket Type General Purpose, Quick Coupler | Change ie xi 
3150mm | 3350mm | 3470mm 
Edge type Unit Sd d Bolt-on teeth T UNE / / / 
Bucket capacity m? 3.0 3.5 3.5 / / / 
Rated load kg 5000 5000 5000 *0 -500 -1000 
Operating weight kg 17613 17679 17751 +700 +1112 +1680 
Dump clearance mm 2896 2860 2875 +402 +644 +860 
Bucket breakout force kN 158 158 156 -2 -7 -2 
Tipping load - full turn kg 11324 11258 11173 -571 -1224 -1376 
Tipping load - straight kg 13058 12992 12892 -714 -1633 -1857 
Maximum hinge pin height mm 4156 4156 4156 +402 +644 +841 
| Dump reach = | mm | 1124 | 1202 | 1189 | -5 | 43 | 70 | 
Overall length mm 8175 8256 8236 +323 +564 +714 
[Width | mm | 2930 | 293 | 3016 | +0 | +0 | +0 | 
Turning radius, bucket carry | mm 6910 6912 6912 +132 +235 +310 
Long reach arm availability / YES YES YES / / / 
Length mm 1368 1571 1621 +0 +0 +0 
[Width ~~ | mm | 2984 | 2984 | 2984 | +0 | +0 | +0 | 
High mm 1282 1407 1407 +0 +0 +0 
[Weight | kg | 1560 | 1606 | 1678 | +0 | + | +0 | 


*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 
Buckets ATTACHMENTS 


856H New Platform (continued) 


Linkage Standard Arm Super 
Long 
Long Super 
Reach 
Arm LongArm 
¡ aoe Change | Change C 
Bucket Type General Purpose, Quick Coupler| Change g g 
3150mm B 3470mm 
3350mm 
Bolt-on teeth 
Edge type Unit | and cutting Bolton Bolton / / | 
teeth cutting edge 
edge 
Bucket capacity m? 3.5 4.0 4.0 / / / 
Rated load kg 5000 5000 5000 *0 -500 -1000 
Operating weight kg 17679 17684 17684 *700 *1112 *1680 
Dump clearance mm 2789 2645 2645 *402 *644 +860 
Bucket breakout force kN 158 140 140 -2 -7 -2 
Tipping load - full turn kg 11258 11253 11253 -571 -1224 -1376 
Tipping load - straight kg 12992 12987 12987 -714 -1633 -1857 
Maximum hinge pin height mm 4156 4156 4156 +402 +644 +841 
Dump reach mm 1216 1318 1318 -57 -43 -70 
Overall length mm 8316 8490 8490 +323 +564 +714 
Width mm 2993 3001 2930 +0 +0 +0 
Turning radius, bucket carry | mm 6912 6985 6985 *132 *235 *310 
Long reach arm availability / YES YES YES / / / 
Length mm 1571 1773 1547 +0 +0 +0 
Width mm 2984 2984 2984 +0 +0 +0 
High mm 1407 1438 1438 +0 +0 +0 
Weight kg 1772 1619 1626 +0 +0 +0 


*856H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage II Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
856H New Platform (continued) 
Linkage Standard Arm Lón Super | Super 
9 Long Long 
Reach 
Arm Arm 
: cun Change | Change 
Bucket Type General Purpose, Quick Coupler Change ^ g G g 
3150mm | 3350mm 3470mm 
Bolt-on 
. Bolt-on Bolton: teeth | Rp TOH 
Edge type Unit cutting : cutting / / / 
teeth cutting 
edge edge 
edge 
Bucket capacity m? 4.5 4.5 4.5 5.0 / / / 
Rated load kg 5000 5000 5000 5000 +0 -500 -1000 
Operating weight kg 17824 17824 17824 17737 +700 +1112 +1680 
Dump clearance mm 2685 2621 2642 2580 +402 +644 +860 
Bucket breakout force kN 136 136 136 117 -2 -7 -2 
Tipping load - full turn kg 11113 11113 11113 11200 -571 -1224 -1376 
Tipping load - straight kg 12847 12847 12847 12934 -714 -1633 -1857 
Malala pin mm | 4156 4156 4156 4156 +402 +644 +841 
height 
Dump reach mm 1327 1348 1369 1362 -57 -43 -70 
Overall length mm 8468 8528 8528 8567 +323 +564 +714 
Width mm 3239 3168 3239 3166 +0 +0 +0 
Turning radius, bucket | am 7109 7108 7108 7194 +132 +235 +310 
carry 
Longreach arm / YES YES YES YES / / / 
availability 
Length mm 1786 1585 1786 1624 +0 +0 +0 
Width mm 3222 3222 3222 3166 +0 +0 +0 
High mm 1489 1489 1489 1530 +0 +0 +0 
Weight kg 1751 1782 1931 1664 +0 +0 +0 


*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/BS307E 
*856H Wheel Loader/GCIC Stage Il Engine/LiuGong Split-clamp Axle/ADL550-X/ZF4BP210 A 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
856H New Platform (continued) 
T2 Split- | T2 Wet Long. | SuPer | Super 
clamp Brake T3 Reach Long kong 
Linkage Axle Axle Hydrauli Arm Amm AI 
ZF4BP210 | ZF4BP210 | c Drive | Change Change | Change 
A A 3150mm B E 
3350mm | 3470mm 
Bucket Type All Bucket 
Edge type Unit / / / / / / 
Bucket capacity m? / / / / / / 
Rated load kg +500 +500 +500 +0 -500 -1000 
Operating weight kg +50 +500 +727 +700 +1112 +1680 
Dump clearance mm +0 +0 +0 +402 +644 +860 
Bucket breakout force kN +0 +0 +0 -2 -7 -2 
Tipping load - full turn kg +163 +433 +429 -571 -1224 -1376 
Tipping load - straight kg +129 +324 +429 -714 -1633 -1857 
Maximum hinge pin height mm +0 +0 +0 +402 +644 +841 
Dump reach mm +0 +0 +0 -57 -43 -70 
Overall length mm +0 +0 +0 +323 +564 +714 
Width mm +0 +0 +0 +0 +0 +0 
Turning radius, bucket carry | mm +0 +0 +0 +132 +235 +310 
Long reach arm availability / / / / / / / 
Length mm +0 +0 +0 +0 +0 +0 
Width mm +0 +0 +0 +0 +0 +0 
High mm +0 +0 +0 +0 +0 +0 
Weight kg +0 +0 +0 +0 +0 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
856H* 
Linkage Standard Arm Long ee 4F 
ada Reach Pee Emission 
Bucket Type Configura BREA a eines ur pou 
tion 3190mm | 4040mm Arm 
Edge type Unit | Bolt-on teeth | Bolt-on teeth pau / / / 
Bucket capacity m? 3.0 3.3 3.5 / / / 
Rated load kg 5000 5000 5000 *0 -500 *0 
Operating weight kg 17000 17045 17094 *1020 *1169 +782 
Dump clearance mm 3102 3060 3017 +406 +845 -131 
Bucket breakout force kN 172 164 156 -7 -10 +5 
Tipping load - full turn kg 10800 10303 10600 +0 -500 +700 
Tipping load - straight kg 12400 11919 12300 +0 -500 +900 
Maximum hinge pin height | mm 4159 4159 4159 +406 +628 -131 
Dump reach mm 1127 1168 1212 -47 +26 -12 
Overall length mm 8340 8399 8460 +315 +761 -93 
Width mm 2976 2976 2976 +0 +0 +0 
Eu S paene mm 6896 6912 6928 +135 +251 +52 
Sai S / YES YES YES / / / 
Length mm 1605 1662 1724 +0 +0 +0 
Width mm 2976 2976 2976 +0 +0 +0 
High mm 1365 1428 1462 +0 +0 +0 
Weight kg 1460 1541 1588 +0 +0 +0 


*856H Wheel Loader/GCIC Stage Il Engine/ZF Wet Brake Axle/ZF200 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
856H* 
Linkage Standard Arm bah Super AF 
9 Long | Emission 
Reach : 
Arm Arm Regulatio 
Bucket Type General Purpose, Pin-on Change Change n 
3190mm C Standard 
4040mm Arm 
Bolt-on Bolt-on 
; Bolt-on Bolt-on | teeth and | teeth and 
Edge type Pint teeth teeth cutting cutting : : A 
edge edge 
Bucket capacity m? 4 4.5 3 3.5 / / / 
Rated load kg 5000 5000 5000 5000 +0 -500 +0 
Operating weight kg 17297 17292 17172 17309 +1020 +1169 +782 
Dump clearance mm 3002 2882 3044 3002 +406 +845 -131 
Bucket breakout force kN 153 153 174 152 -7 -10 +5 
Tipping load - full turn kg 10400 10508 10300 10000 +0 -500 +700 
Tipping load - straight kg 12100 12108 11900 11600 +0 -500 +900 
Mea hinge pin mm | 4159 4159 4159 4159 +406 +628 -131 
height 
Dump reach mm 1226 1346 1140 1181 -47 +26 -12 
Overall length mm 8481 8650 8390 8449 +315 +761 -93 
Width mm 3216 3216 2976 2976 +0 +0 +0 
a radius, bucket | am | 7043 7047 6892 6931 +135 +251 +52 
Long Traen e | | YES YES YES YES / / / 
availability 
Length mm 1730 1700 1565 1717 +0 +0 +0 
Width mm 3216 3216 2976 2976 +0 +0 +0 
High mm 1444 1412 1375 1418 +0 +0 +0 
Weight kg 1720 1752 1649 1804 +0 +0 +0 


*856H Wheel Loader/GCIC Stage Il Engine/ZF Wet 


Brake Axle/ZF200 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
856H* 
Linkage Standard Arm Long ae 4F 
Reach Emission 
Arm am Regulation 
Bucket Type Light Material, Pin-on Change pear Standard 
3190mm 4040mm Arm 
Bolt-on Bolt-on Bolt-on Bolt-on 
Edge type Unit cutting cutting cutting cutting / / / 
edge edge edge edge 
Bucket capacity m? 3.0 3.5 3.7 4.2 / / / 
Rated load kg 5000 5000 5000 5000 +0 -500 +0 
Operating weight kg 17092 17160 17193 17419 +1020 +1169 +782 
Dump clearance mm 3044 3002 2959 2944 +406 +845 -131 
Bucket breakout force kN 162 153 147 143 -7 -10 +5 
Tipping load - full turn kg 10585 10101 10389 9899 +0 -500 +700 
Tipping load - straight kg 12251 11717 12055 11515 +0 -500 +900 
one hinge Pin — «m | 4159 4159 4159 4159 +406 +628 -131 
Dump reach mm 1140 1181 1225 1239 -47 +26 -12 
Overall length mm 8390 8449 8510 8531 +315 +761 -93 
Width mm 2920 2920 2920 3160 +0 +0 +0 
uta radius, bucket | am | 6833 6851 6865 6982 +135 +251 +52 
Ee S / YES YES YES YES / / / 
Length mm 1442 1512 1512 1594 +0 +0 +0 
Width mm 2920 2920 2920 3160 +0 +0 +0 
High mm 1352 1412 1449 1425 +0 +0 +0 
Weight kg 1561 1655 1690 1893 +0 +0 +0 


*856H Wheel Loader/GCIC Stage II Engine/ZF Wet 


Brake Axle/ZF200 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
856H* 
Linkage Standard Arm Long Super 4F 
Reach Long Emission 
Arm Arm Regulation 
Bucket Type Light Material, Pin-on Change ae Standard 
3190mm 4040mm Arm 
Bolt-on Bolt-on Bolt-on Bolt-on 
Edge type Unit cutting cutting cutting cutting / / / 
edge edge edge edge 
Bucket capacity m? 4.2 4.7 5.2 5.6 / / / 
Rated load kg 5000 5000 5000 4000 +0 -500 +0 
Operating weight kg 17500 17455 17516 19332 +1020 +1169 +782 
Dump clearance mm 2898 2824 2789 4030 +406 +845 -131 
Bucket breakout force kN 140 130 126 124 -7 -10 +5 
Tipping load - full turn kg 10300 8885 9700 8600 +0 -500 +700 
Tipping load - straight kg 11900 10485 11400 10000 +0 -500 +900 
ae hinge pin mm | 4159 4159 4159 5382 +406 +628 -131 
Dump reach mm 1286 1359 1394 1374 -47 +26 -12 
Overall length mm 8596 8700 8750 8723 +315 +761 -93 
Width mm 3160 3160 3160 3160 +0 +0 +0 
ae radius, bucket | m | 6995 7045 7020 7623 +135 +251 +52 
Ee SR / YES YES YES NA / / / 
Length mm 1626 1730 1780 1730 +0 +0 +0 
Width mm 3160 3160 3160 3160 +0 +0 +0 
High mm 1394 1553 1534 1576 +0 +0 +0 
Weight kg 1960 1915 2012 1787 +0 +0 +0 


*856H Wheel Loader/GCIC Stage II Engine/ZF Wet Brake Axle/ZF200 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
856H* 
Linkage Standard Arm Standard Arm Long Super 4F. 
Emission 
Reach Long R lati 
General Arm Arm egu!atio 
Bucket Type Rock Bucket Purpose, Quick | Change |Change C Si d d 
Coupler 3190mm | 4040mm | "Anar 
Arm 
Weld Weld | Bolton 
, | Teeth bolt- | Teeth bolt- : Bolt-on 
Edge type Unit : l cutting / / / 
on cutting | on cutting teeth 
edge 
edge edge 
Bucket capacity m? 2.7 2.5 3.2 3.0 / / / 
Rated load kg 5000 5000 5000 5000 +0 -500 +0 
Operating weight kg 17401 17551 17945 17945 +1020 +1169 +782 
Dump clearance mm 3038 3092 2867 2867 +406 +845 -131 
Bucket breakout force kN 164 162 136 136 -7 -10 +5 
Tipping load - full turn kg 10000 9800 9800 9800 +0 -500 +700 
Tipping load - straight kg 11600 11400 11400 11400 +0 -500 +900 
Maximum hinge pin mm | 4159 4159 4159 4159 +406 +628 -131 
height 
Dump reach mm 1123 1125 1215 1215 -47 +26 -12 
Overall length mm 8382 8345 8568 8568 +315 +761 -93 
Width mm 2890 2891 3001 3001 +0 +0 +0 
a radius, bucket | anm) 26776 6796 6923 6923 +135 +251 +52 
Long reach am / YES YES YES YES / / / 
availability 
Length mm 1588 1588 1368 1544 +0 +0 +0 
Width mm 2890 2891 3001 3001 +0 +0 +0 
High mm 1405 1405 1312 1312 +0 +0 +0 
Weight kg 1907 1707 1559 1760 +0 +0 +0 


*856H Wheel Loader/GCIC Stage Il Engine/ZF Wet Brake Axle/ZF200 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
862H 
Linkage Standard Arm Long Super Super 
Reach L 
ong Arm | Long Arm 
Standard | General Purpose, Pin- | _ Arm 
Bucket Type Configura Ri : Change E B E C 
tion 3330mm vm i 
Balan Bolt-on teeth 
Edge type Unit | Bolt-on teeth and cutting / / / 
teeth 
edge 
Bucket capacity m? 4.0 3.5 3.5 / / / 
Rated load kg 6000 6000 6000 +0 -500 -1500 
Operating weight kg 20307 19850 19815 +880 +1480 +2000 
Dump clearance mm 2985 3100 3057 +552 +864 +1290 
Bucket breakout force kN 172 195 194 / / / 
Tipping load - full turn kg 13643 14100 14135 -650 -900 -1700 
Tipping load - straight kg 16143 16600 16635 -1200 -1200 -2000 
Maximum hinge pin mm 4212 4212 4212 +552 +864 +1290 
height 
Dump reach mm 1310 1195 1227 -89 -49 -140 
Overall length mm 8763 8628 8443 +426 +750 +900 
Width mm 3232 3046 2968 +0 +0 +0 
Turning radius, bucket mm 7253 7114 7114 +139 +259 +350 
carry 
Long react ali / YES YES YES / / / 
availability 
Length mm 1803 1568 1508 +0 +0 +0 
Width mm 3210 3010 3410 +0 +0 +0 
High mm 1590 1493 1453 +0 +0 +0 
Weight kg 2208 1712 2010 +0 +0 +0 


LiuGong Attachments Application Manual - November 2020 


63 


Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
862H (continued) 
Linkage Standard Arm Long Super Long Super 
as Arm Change | Long Arm 
Bucket Type General Purpose, Pin-on | Change E pid. 
3330mm 
Edge type Unit pn renee / / / 
edge 

Bucket capacity m? 4.2 4.2 / / / 
Rated load kg 6000 6000 *0 -500 -1500 
Operating weight kg 20443 20383 +880 +1480 +2000 
Dump clearance mm 2963 2907 +552 +864 +1290 
Bucket breakout force kN 175 160 / / / 
Tipping load - full turn kg 13507 13567 -650 -900 -1700 
Tipping load - straight kg 16007 16067 -1200 -1200 -2000 
Maximum hinge pin height mm 4212 4212 +552 +864 +1290 
Dump reach mm 1331 1388 -89 -49 -140 
Overall length mm 8583 8873 +426 +750 +900 
Width mm 3140 3232 +0 +0 +0 
Turning radius, bucket carry mm 7211 7231 +139 +259 +350 
Long reach arm availability / YES YES / / / 
Length mm 1803 1913 +0 +0 +0 
Width mm 3210 3210 +0 +0 +0 
High mm 1590 1591 +0 +0 +0 
Weight kg 2374 2394 +0 +0 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
862H (continued) 
Linkage Standard Arm Long Super Super 
Reach L 
ong Arm | Long Arm 
: Am Change B | Change C 
Bucket Type General Purpose, Pin-on Change Aims Tele 
3330mm m m 
Bolt-on teeth 
> Bolt-on Bolt-on Ñ 
Edge type Unit teeth teeth and cutting / / / 
edge 
Bucket capacity m? 4.5 5.0 5.2 / / / 
Rated load kg 6000 6000 6000 +0 -500 -1500 
Operating weight kg 20427 20567 20781 +880 +1480 +2000 
Dump clearance mm 2907 2907 2907 +552 +864 +1290 
Bucket breakout force kN 160 160 156 / / / 
Tipping load - full turn kg 13523 13383 13169 -650 -900 -1700 
Tipping load - straight kg 16023 15883 15669 -1200 -1200 -2000 
Maximum Ninge pin mm | 4212 4212 4212 +552 +864 +1290 
height 
Dump reach mm 1388 1388 1388 -89 -49 -140 
Overall length mm 8873 8873 8873 +426 +750 +900 
Width mm 3232 3432 3432 +0 +0 +0 
Turning radius, bucket | mm | osi 7385 7385 +139 +259 +350 
carry 
Long reacharm / YES YES YES / / / 
availability 
Length mm 1913 1913 1913 +0 +0 +0 
Width mm 3160 3410 3410 +0 +0 +0 
High mm 1644 1691 1698 +0 +0 +0 
Weight kg 2341 2467 2649 +0 +0 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
862H (continued) 
Linkage Standard Arm Super 
Long 
Super Long 
Reach 
Long Arm Arm 
: : : Arm Change B| Change 
Bucket Type Light Material, Pin-on Change g g 
3330mm 3600mm C 
3900mm 
Bolt-on Bolt-on Bolt-on Bolt-on 
Edge type Unit | cutting cutting cutting cutting / / / 
edge edge edge edge 
Bucket capacity m? 3.7 4.2 4.7 5.2 / / / 
Rated load kg 6000 6000 6000 6000 +0 -500 -1500 
Operating weight kg 19815 20443 20567 20775 +880 +1480 +2000 
Dump clearance mm 3057 2963 2854 2838 +552 +864 +1290 
Bucket breakout force kN 194 175 160 160 / / / 
Tipping load - full turn kg 14135 13507 13383 13175 -650 -900 -1700 
Tipping load - straight kg 16635 16007 15883 15675 -1200 -1200 -2000 
Maximum hinge pin T m || 4212 4212 4212 4212 +552 +864 +1290 
height 
Dump reach mm 1227 1331 1441 1456 -89 -49 -140 
Overall length mm 8443 8583 8738 8760 +426 +750 +900 
Width mm 2968 3140 3168 3370 +0 +0 +0 
Turning radius, bucket | wm | 7114 7211 7215 7315 +139 +259 +350 
carry 
Long Tee tram / YES YES YES YES / / / 
availability 
Length mm 1495 1660 1770 1770 +0 +0 +0 
Width mm 2960 3160 3160 3360 +0 +0 +0 
High mm 1500 1598 1651 1698 +0 +0 +0 
Weight kg 1874 2386 2519 2661 +0 +0 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
862H (continued) 
Linkage Standard Super Long Arm Long Super 
Arm Change Super Long 
Reach 
Long Arm Arm 
Arm 
Ch Change B | Change 
Bucket Type Light Material, Pin-on ange | 3600mm C 
3330mm 
3900mm 
: Bolt-on Bolt-on Grain 
Edge type Unit cutting edge | cutting edge Bucket i h , 
Bucket capacity m? 5.8 7.0 9.0 / / / 
Rated load kg 6000 6000 6000 +0 -500 -1500 
Operating weight kg 20350 22765 22837 +880 +1480 +2000 
Dump clearance mm 2836 4147 3455 +552 +864 +1290 
Bucket breakout force kN 159 131 117 / / / 
Tipping load - full turn kg 13600 12090 12840 -650 -900 -1700 
Tipping load - straight kg 16100 14600 15351 -1200 -1200 -2000 
Maximum hinge pin height | mm 4212 5502 5074 +552 +864 +1290 
Dump reach mm 1447 1517 1656 -89 -49 -140 
Overall length mm 8755 9633 9860 +426 +750 +900 
Width mm 3340 3600 3600 +0 +0 +0 
e BURKE! mm 7320 7562 7550 +139 +259 +350 
carry 
Long reachianmn / YES NA NA / / / 
availability 
Length mm 1780 1920 2300 +0 +0 +0 
Width mm 3360 3600 3600 +0 +0 +0 
High mm 1602 1639 1713 +0 +0 +0 
Weight kg 2350 3120 2265 +0 +0 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
862H (continued) 
Linkage Standard Arm Super 
Long 
Long Super 
Reach 
Arm Arm Long Arm 
Bucket Type Rock Bucket | General Purpose, Change Change | Change C 
Quick Coupler 3330 B 3900mm 
mm 
3600mm 
Weld Weld 
Teeth Teeth 
Edge type Unit | bolt-on bolt-on BOLON tE ang / / / 
: : cutting edge 
cutting cutting 
edge edge 
Bucket capacity m? 3.3 4.0 3.5 / / / 
Rated load kg 6000 6000 6000 +0 -500 -1500 
Operating weight kg 21156 21278 21245 +880 +1480 +2000 
Dump clearance mm 2711 2982 2944 +552 +864 +1290 
Bucket breakout force kN 166 173 166 / / / 
Tipping load - full turn kg 13594 13472 13300 -650 -900 -1700 
Tipping load - straight kg 16094 15972 15600 -1200 -1200 -2000 
Maximum hinge Din) anm | 4212 4212 4211 +552 +864 +1290 
height 
Dump reach mm 818 1299 1351 -89 -49 -140 
Overall length mm 8658 8807 8628 +426 +750 +900 
Width mm 3029 3030 2987 +0 +0 +0 
Turning radius, bucket | mm | 71710 7110 7114 +139 +259 +350 
carry 
Long egeta / NA NA NA / / / 
availability 
Length mm 1753 1811 1486 +0 +0 +0 
Width mm 3330 3330 2987 +0 +0 +0 
High mm 1515 1598 1455 +0 +0 +0 
Weight kg 2264 2397 1679 +0 +0 +0 


LiuGong Attachments Application Manual - November 2020 


68 


Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
870H 
Linkage Standard Arm con Super Super 
9 Long Long 
Reach A A 
Standard Arm m rm 
Bucket Type Configur | General Purpose, Pin-on | Change Change | Change 
ation 3330mm | ,,,P G 
3600mm | 3900mm 
Bolt-on Bolt-on 
4, teeth and Bolt-on | teeth and | Bolt-on 
Edge type Unit cutting teeth cutting teeth l : í 
edge edge 
Bucket capacity m? 4.2 3.5 3.5 4.0 / / / 
Rated load kg 7000 7000 7000 7000 +0 -500 -1500 
Operating weight kg 22252 21582 21582 22074 +680 +1580 +2000 
Dump clearance mm 2848 2965 3057 2848 +552 +864 +1290 
Bucket breakout force kN 196 220 220 196 / / / 
Tipping load - full turn kg 16498 17133 17168 16676 -650 -900 -1700 
Tipping load - straight kg 19198 19833 19868 19376 -1200 -1200 -2000 
Maen hinge pin mm | 4212 4212 4212 4212 +552 +864 +1290 
Dump reach mm 1447 1330 1227 1447 -89 -49 -140 
Overall length mm 8763 8628 8443 8763 +426 +750 +900 
Width mm 3232 3040 2968 3232 +0 +0 +0 
aa radius, bucket | an | 7231 7114 7114 7253 +139 +259 +350 
Long reachamn / YES YES YES YES / / / 
availability 
Length mm 1803 1568 1508 1803 +0 +0 +0 
Width mm 3210 3010 3410 3210 +0 +0 +0 
High mm 1590 1493 1453 1590 +0 +0 +0 
Weight kg 2374 1712 2010 2208 +0 +0 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
870H (continued) 
Linkage Standard Arm Long Super 
Reach Long Super 
Arm Arm Long Arm 
Bucket Type General Purpose, Pin-on Change |Change B psi 
3330mm | 3600mm 
Bolt-on 
tee [uu Bator | Baton [mn Jem, D, [y 
edge 

Bucket capacity m? 4.2 4.5 5 5.2 / / / 
Rated load kg 7000 7000 7000 7000 +0 -500 -1500 
Operating weight kg | 22150 22194 | 22334 | 22548 +680 +1580 +2000 
Dump clearance mm 2770 2770 2770 2770 +552 +864 +1290 
Bucket breakout force | kN 182 182 182 182 / / / 
Tipping load - full turn | kg | 16600 16556 | 16416 16202 -650 -900 -1700 
Tipping load - straight | kg | 19300 19256 | 19116 18902 -1200 -1200 -2000 
ierat hingepin em | 4212 4212 4212 4212 +552 +864 +1290 
Dump reach mm | 1524 1524 1524 1524 -89 -49 -140 
Overall length mm | 8873 8873 8873 8873 +426 +750 +900 
Width mm | 3232 3232 3432 3432 +0 +0 +0 
do radius, bucket | hm | 7284 7231 7385 7385 +139 +259 +350 
Ee SUR / YES YES YES YES / / / 
Length mm | 1913 1913 1913 1913 +0 +0 +0 
Width mm | 3210 3160 3410 3410 +0 +0 +0 
High mm | 1591 1644 1691 1698 +0 +0 +0 
Weight kg 2394 2341 2467 2649 +0 +0 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
870H (continued) 
Linkage Standard Arm Long Super Super 
Reach L 
ongArm | Long Arm 
: : : ATM Change B| Change C 
Bucket Type Light Material, Pin-on Change bhe Sache 
3330mm Lu N 
Bolt-on Bolt-on Bolt-on Bolt-on 
Edge type Unit | cutting cutting cutting cutting / / / 
edge edge edge edge 
Bucket capacity m? 3.7 4.2 4.7 5.2 / / / 
Rated load kg 7000 7000 7000 7000 +0 -500 -1500 
Operating weight kg 21630 22210 22334 22542 +680 +1580 +2000 
Dump clearance mm 3066 2949 2871 2871 +552 +864 +1290 
Bucket breakout force | kN 220 198 182 182 / / / 
Tipping load - full turn kg 17168 16540 16416 16208 -650 -900 -1700 
Tipping load - straight kg 19868 19240 19116 18908 -1200 -1200 -2000 
Maximum hinge pin | amn | 4212 4212 4212 4212 +552 +864 +1290 
height 
Dump reach mm 1229 1345 1423 1423 -89 -49 -140 
Overall length mm 8443 8583 8738 8760 +426 +750 +900 
Width mm 2968 3140 3168 3370 +0 +0 +0 
Turing radius, bucket | am | 7114 7211 7215 7315 +139 +259 +350 
carry 
Long reach:amn / YES YES YES YES / / / 
availability 
Length mm 1495 1660 1770 1770 +0 +0 +0 
Width mm 2960 3160 3160 3360 +0 +0 +0 
High mm 1500 1598 1651 1698 +0 +0 +0 
Weight kg 1874 2386 2519 2661 +0 +0 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
870H (continued) 
Linkage Standard Super Long Arm Long Super Super 
Arm Change Reach 
Long Arm | Long Arm 
Arm 
Change Change B | Change C 
Bucket Type Light Material, Pin-on 
, 3330mm 3600mm | 3900mm 
l Bolt-on Bolt-on z 
Edge type Unit cutting edge | cutting edge Grain bucket / / / 
Bucket capacity m? 5.8 7.0 9.0 / / / 
Rated load kg 7000 7000 7000 +0 -500 -1500 
Operating weight kg 22117 22755 22804 +680 +1580 +2000 
Dump clearance mm 2860 3407 3143 +552 +864 +1290 
Bucket breakout force kN 181 168 136 / / / 
Tipping load - full turn kg 16633 15340 15291 -650 -900 -1700 
Tipping load - straight kg 19333 17700 17600 -1200 -1200 -2000 
ages Le 4212 4763 4763 +552 +864 +1290 
height 
Dump reach mm 1426 1350 1615 -89 -49 -140 
Overall length mm 8755 9159 9534 +426 +750 +900 
Width mm 3340 3440 3600 +0 +0 +0 
Turing radius, bucket. | im 7320 7351 7430 +139 +259 +350 
carry 
Eong reach ami / YES NA NA / / / 
availability 
Length mm 1780 1920 2300 +0 +0 +0 
Width mm 3360 3600 3600 +0 +0 +0 
High mm 1602 1639 1713 +0 +0 +0 
Weight kg 2350 3120 2265 +0 +0 +0 
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Attachments for Wheel Loaders 


Buckets ATTACHMENTS 
870H (continued) 
Linkage Standard Arm Long Reach | Super Long | Super Long 
Arm Arm Change Arm 
Bucket Type Rock Bucket Change B Change C 
3330mm 3600mm 3900mm 
Edge type Unit se iting E / / / 
edge 
Bucket capacity m? 3.3 4.0 / / / 
Rated load kg 7000 7000 +0 -500 -1500 
Operating weight kg 22723 22845 +680 +1580 +2000 
Dump clearance mm 2876 2811 +552 +864 +1290 
Bucket breakout force kN 208 193 / / / 
Tipping load - full turn kg 16627 16505 -650 -900 -1700 
Tipping load - straight kg 19327 19205 -1200 -1200 -2000 
Maximum hinge pin height | mm 4212 4212 +552 +864 +1290 
Dump reach mm 1404 1470 -89 -49 -140 
Overall length mm 8658 8807 +426 +750 +900 
Width mm 3330 3030 +0 +0 +0 
ae adits, bucket mm 7110 7110 +139 +259 +350 
SIN. dM / NA NA / / / 
Length mm 1753 1811 +0 +0 +0 
Width mm 3330 3330 +0 +0 +0 
High mm 1515 1598 +0 +0 +0 
Weight kg 2264 2397 +0 +0 +0 
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Attachments for Wheel Loaders 


ATTACHMENTS Buckets 
877H 
Linkage Standard Arm Long 
Reac 
h 
Bucket Type General Purpose, Pin-on Arm 
Chan 
ge 
Bolt-on Bolt-on Bolt-on Bolt-on 
. Bolt-on | teeth and | Bolt-on [teeth and | teeth and | Bolt-on |teeth and 
Edge type Unit teeth Bolt-on teeth Bolt-on Bolt-on teeth Bolt-on 3020 
pads pads pads pads 
Bucket capacity m? 4.2 4.2 4.5 4.5 4.7 5.0 5.2 / 
Rated load kg 7000 7000 7000 7000 7000 7000 7000 +0 
Operating weight kg 23950 24060 24000 24060 24067 24101 24298 +50 
Dump clearance mm 3150 3175 3107 3102 3090 3139 3090 +617 
Bucket breakout force | kN 200 207 194 207 190 200 190 +8 
Tipping load - full turn kg 16020 16061 15980 16061 16054 16023 15802 | -2331 
Tipping load - straight kg 18806 19022 18909 19022 19015 18991 18794 | -2652 
a hinge Pin | mm | 4355 4355 4355 4355 4355 4355 4355 | +617 
Dump reach mm 1309 1285 1352 1357 1369 1320 1369 +22 
Overall length mm 9100 8986 9150 9100 8908 9106 8908 +530 
Width mm 3150 3150 3150 3150 3150 3425 3425 +0 
G radius, bucket | arn) 7400 7375 7430 7375 7410 7550 7550 | +180 
Long'reacharm / YES YES YES YES YES YES YES / 
availability 
Length mm 1843 1552 1915 1853 1860 1870 1870 +0 
Width mm 3150 3150 3150 3150 3150 3425 3425 +0 
High mm 1561 1586 1596 1575 1637 1635 1635 +0 
Weight kg 2120 2230 2170 2292 2237 2490 2460 +0 


*877H Wheel Loader Standard 4.2 m? Bolt-on Teeth 


Bucket 
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877H (continued) 


Linkage Standard Arm Long 


Bucket Type Light Material, Pin-on Rock Bucket | Arm 


Weld Weld 


Bolt-on Bolt-on Bolt-on Bolt-on Bolt-on Teeth Teeth 


Edge type Unit | cutting cutting cutting cutting cutting and Bolt- | and Bolt- 3620 
edge edge edge edge edge on pads: | -on pads 

Bucket capacity m? 4.2 4.5 5.2 6.0 7.0 3.5 4.0 / 

Rated load kg 7000 7000 7000 7000 7000 7000 7000 *0 

Operating weight kg 23950 24130 24202 24354 25005 24268 24391 +50 

Dump clearance mm 3175 3053 3090 3005 3108 3093 3036 +617 

Bucket breakout force | kN 207 183 190 171 186 189 176 +8 


Tipping load - full turn kg 16185 15826 15910 15739 15008 15820 15682 -2331 
Tipping load - straight kg 19132 18770 18890 18738 18087 18805 18682 -2652 


Maximum hinge pin 


height mm | 4355 4355 4355 4355 4355 4355 4355 | 4617 
Dump reach mm | 1285 1406 1369 1454 1352 1366 1423 +22 
Overall length mm | 8788 8960 8908 9160 9010 9090 9170 | +530 
Width mm | 3090 3090 3370 3530 3530 3115 3106 +0 
el radius, bucket | am | 7375 7460 7550 7563 7520 7300 7330 +180 
Long reach arm / YES YES YES YES YES YES YES / 
availability 

Length mm | 1552 1735 1672 1795 1760 1851 1935 +0 
Width mm | 3090 3090 3425 3530 3530 3115 3106 +0 
High mm | 1586 1648 1620 1646 2032 1461 1505 +0 
Weight kg | 2120 2300 2362 2524 3175 2438 2561 +0 
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886H 
Linkage Standard Arm 
Bucket Type General Purpose, Pin-on 
Bolt-on teeth Bolt-on teeth 
Edge type Unit | Bolt-on teeth | Bolt-on teeth and cutting Bolt-on teeth and cutting 
edge edge 

Bucket capacity m? 4.5 4.2 45 5.0 5.2 
Rated load kg 8000 8000 8000 8000 8000 
Operating weight kg 25300 25250 25360 25401 25598 
Dump clearance mm 3305 3348 3300 3336 3288 
Bucket breakout force kN 220 230 236 227 217 
Tipping load - full turn kg 17560 17557 17589 17552 17332 
Tipping load - straight kg 20378 20395 20462 20430 20233 
Maximum hinge pin height mm 4552 4552 4552 4552 4552 
Dump reach mm 1314 1270 1319 1282 1330 
Overall length mm 9300 9240 9240 9255 9255 
Width mm 3150 3150 3150 3425 3425 
Turning radius, bucket carry | mm 7480 7456 7427 7587 7587 
Long reach arm availability / / / / / / 
Length mm 1915 1843 1853 1870 1870 
Width mm 3150 3150 3150 3425 3425 
High mm 2032 1561 1575 1635 1635 
Weight kg 2170 2120 2292 2490 2460 

*886H Wheel Loader Standard 4.5 m? Bolt-on Teeth 

Bucket 
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Buckets ATTACHMENTS 
886H (continued) 
Linkage Standard Arm 
Bucket Type Light Material, Pin-on Rock Bucket 
Edge type unt | Bolton | Boton sting | Boton outing | a cating | botton outing 
edge edge 
Bucket capacity m? 5.2 6.0 7.0 3.5 4.0 
Rated load kg 8000 8000 8000 8000 8000 
Operating weight kg 25502 25654 26305 25568 25690 
Dump clearance mm 3288 3203 3284 3291 3233 
Bucket breakout force kN 217 197 215 217 217 
Tipping load - full turn kg 17439 15739 15008 17349 17146 
Tipping load - straight kg 20329 18738 18087 20244 20071 
Maximum hinge pin height mm 4552 4552 4552 4552 4552 
Dump reach mm 1330 1416 1374 1328 1385 
Overall length mm 9060 9300 9150 9240 9320 
Width mm 3370 3530 3530 3115 3106 
Turning radius, bucket carry | mm 7507 7615 7575 7343 7363 
Long reach arm availability / I / / / / 
Length mm 1672 1795 1760 1851 1935 
Width mm 3425 3530 3530 3115 3106 
High mm 1620 1650 1556 1461 1505 
Weight kg 2362 2524 3175 2438 2561 
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ATTACHMENTS Buckets 
890H 
Linkage Standard Arm 
Bucket Type General Purpose, Pin-on General Purpose; HU 
Coupler 

Bolt-on teeth | Bolt-on teeth | Bolt-on teeth | Bolt-on teeth Bolt-on 

Edge type Unit | and Bolt-on | and Bolt-on | and Bolt-on | and Bolt-on cutting edge 
pads pads pads pads 

Bucket capacity m? 5.4 5.7 6.2 5.4 5.4 
Rated load kg 9000 9000 9000 9000 9000 
Operating weight kg 30600 30640 30700 31054 30904 
Dump clearance mm 3330 3308 3176 3220 3220 
Bucket breakout force kN 245 239 211 220 220 
Tipping load - full turn kg 20600 20236 20169 19971 19971 
Tipping load - straight kg 23622 23204 23143 22765 22765 
Maximum hinge pin height mm 4572 4572 4572 4572 4572 
Dump reach mm 1479 1500 1632 1588 1588 
Overall length mm 9400 9430 9550 9554 9321 
Width mm 3532 3532 3500 3532 3440 
Turning radius, bucket carry mm 7850 7874 7920 7916 7788 
Long reach arm availability / / / / / / 
Length mm 1916 1944 2084 2070 1837 
Width mm 3532 3532 3500 3532 3440 
High mm 1831 1838 1837 1831 1831 
Weight kg 2943 2984 3045 2686 2535 


*890H Wheel Loader Standard 5.4 m? Bolt-on Teeth 


Bucket 
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Buckets ATTACHMENTS 
890H (continued) 
Linkage Standard Arm 
Bucket Type Light Material, Pin-on 
Edge type Unit NU S Ea g Bls ae ded E 
Bucket capacity m? 6.2 6.7 7.2 8 9 
Rated load kg 9000 9000 9000 9000 9000 
Operating weight kg 30630 30800 31030 31150 31330 
Dump clearance mm 3176 3075 3026 3145 3044 
Bucket breakout force kN 211 196 188 205 190 
Tipping load - full turn kg 20251 20048 19813 19676 19485 
Tipping load - straight kg 23218 23032 22818 22693 22518 
Maximum hinge pin height mm 4572 4572 4572 4572 4572 
Dump reach mm 1632 1733 1782 1663 1764 
Overall length mm 9384 9526 9596 9428 9569 
Width mm 3440 3530 3530 3530 3530 
Turning radius, bucket carry mm 7814 7915 7946 7873 7912 
Long reach arm availability / / / / / / 
Length mm 1900 2041 2112 1943 2033 
Width mm 3440 3530 3530 3530 3530 
High mm 1837 1837 1878 1915 2011 
Weight kg 2970 3156 3370 3495 3669 
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ATTACHMENTS Buckets 
890H (continued) 
Linkage Standard Arm 
Bucket Type Rock Bucket 
: Weld Teeth and | Weld Teeth and Bolt- Weld Teeth and 
Edge type Unit Bolt-on pads on pads M TERI Bolt-on pads 
Bucket capacity m? 4.0 45 5.2 6.2 
Rated load kg 9000 9000 9000 9000 
Operating weight kg 30600 30745 30605 31343 
Dump clearance mm 3235 3171 3212 3004 
Bucket breakout force kN 224 210 219 183 
Tipping load - full turn kg 20295 20122 20418 19466 
Tipping load - straight kg 23257 23100 23212 22502 
Maximum hinge-pin mm 4572 4572 4572 4572 
height 
Dump reach mm 1573 1637 1596 1803 
Overall length mm 9553 9642 9556 9887 
Width mm 3460 3460 3480 3460 
rurning radius; bucket mm 7896 7935 7906 8029 
carry 
Long reach arm / / / / I 
availability 
Length mm 2069 2158 2072 2346 
Width mm 3460 3460 3480 3460 
High mm 1539 1658 1815 1838 
Weight kg 2930 3088 2986 3686 
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ATTACHMENTS 


8128H 
Linkage Standard Arm 

Bucket Type Rock Bucket Light Material, Pin-on 
Edge type Unit Weld teeth Rock Bucket S SS 
Bucket capacity m? 6.0 7.0 11.0 12.0 
Rated load kg 12000 12000 12000 12000 
Operating weight kg 52000 52100 52500 52600 
Dump clearance mm 3910 3910 4120 4120 
Bucket breakout force kN 395 395 425 425 
Tipping load - full turn kg 31200 31200 32000 32000 
Tipping load - straight kg 38700 38700 38200 38200 
Maximum hinge pin height mm 5649 5649 5649 5649 
Dump reach mm 2050 2050 1814 1814 
Overall length mm 11847 11847 11560 11560 
Width mm 3810 3810 4300 4300 
Turning radius, bucket carry mm 8530 8530 8842 8842 
Long reach arm availability / / / I / 
Length mm 2332 2420 2236 2236 
Width mm 3830 3830 4300 4300 
High mm 1810 2181 2066 2209 
Weight kg 4683 5064 5200 5570 
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Grapples 


Grapples 


Grapple Type 


Lumber Grapple 


The lumber grapples come in many sizes and 
shapes adapted to various log and tree length 
handling situations, sorting, loading, unloading, 
etc. They are designed to be installed on wheel 
loaders converted for logging. 


For wheel loaders logging applications, LiuGong 
offers you three types of grapples: 


Olecranon Grapple 


Item: Mixed and disorderly piled lumber and logs 
of larger diameter and shorter length. 


Feature: The all-around fork can pick up selected 
logs with its tip. When picking up a log with fork 
tips, adjust the tips so they grab the log tightly to 
prevent slippage. 


Grapple with Aligned Teeth 


Item: Large log, steel pipe or bundled steel pipe. 


Feature: It is used for handling neatly placed oil 
pipes. However, minimum clamping diameter 


between upper and lower forks of the grapple is 
fixed. 


Grapple with Crossed Teeth 


Item: lumber and logs of smaller diameter and 
longer length. 


Feature: Clamping diameter between upper and 
lower forks is adjustable according to the 
materials being handled so they grab the log 
tightly. This enables the machine to maintain its 
stability when loading and hauling. 
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Haystack Grapple 


Item: Grass, straw, branches, chips. 


Feature: Hay Grapple is an excellent attachment 
for handing brush and other bulky materials. 
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ATTACHMENTS Grapples 
Specifications of Grapples 
835H 
Item 835H Weichai T2+BS205 Grapple 
. Olecranon Grapple with Lumber Ggrapple with 
Model Unit Grapple Aligned Teeth Haystack Grapple Standard Arm 
Operating weight kg 10556 10380 10871 10950 
Overall length mm 7582 7421 7425 7906 
Overall width mm 1458 1688 2800 1722 
Min. clamping diameter mm p 560 c 600 @ 900 « 1200 
Max. opening size mm 2258 1669 2242 2748 
Maxine hinge pin mm 3738 3738 3738 3738 
height 
45°/20° Dump reach mm 2489/3068 2756/3145 2598/3022 2335/2985 
45°/20° Dump clearance | mm 1394/1786 1189/1557 1319/1511 1467/1996 
835H 
Item 835H Weichai T2+BS205 Quick Coupler Grapple 
: Grapple with Crossed Grapple with Crossed 
Model Unit Teeth Teeth Olecranon Grapple 
Operating weight kg 10916 10869 11070 
Overall length mm 7870 7870 8066 
Overall width mm 2135 2135 2135 
Min. clamping diameter | mm p 125 « 300 « 560 
Max. opening size mm 1371 1403 2258 
Maximum hinge pin mm 3738 3738 3738 
height 
45°/20° Dump reach mm 2479/3035 2463/3035 2349/2955 
45°/20° Dump clearance | mm 1448/1775 1427/1775 1530/1908 
835H 
Item Weichai T2 Dong Kang | Dong Kang Dong Kang Dong 
BS305 T3 Wet Brake T3 Dry T2 ZF158 Kang T2 
Model Unit Axle Brake Axle BS305 
Operating weight kg +721(+421) +925(+846) +625 +200 +300 
Overall length mm +0 +0 +0 +0 +0 
Overall width mm +0 +0 +0 +0 +0 
Min. clamping diameter | mm +0 +0 +0 +0 +0 
Max. opening size mm +0 +0 +0 +0 +0 
Maximum hinge pin mi +0 +0 +0 +0 +0 
height 
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Grapples ATTACHMENTS 
835H 
45°/20° Dump reach mm +0 +0 +0 +0 +0 
45°/20° Dump clearance | mm +0 +0 +0 +0 +0 
842H 
Item Grapple 
Model Unit Olecranon Folk 
Operating weight kg 13321 
Overall length mm 7933 
Overall width mm 2456 
Min. clamping diameter mm € 550- © 1100 
Max. opening size mm 2280 
Maximum hinge pin height | mm 3809 
45°/20° Dump reach mm 2570/3060 
45°/20° Dump clearance mm 1418/1855 
855H 
Item Grapple 
Model Unit Grapple with Grapple with | Grapple with Olecranon Long Reach 
Aligned Teeth | Crossed Teeth | Crossed Teeth Grapple Arm Change 
Operating weight kg 17195 16657 17195 17041 +902 
Overall length mm 2019 1622 2019 1834 / 
Overall width mm 2158 2600 2158 1678 / 
Min. clamping diameter mm p 1000 €350 p 500 € 700 / 
Max. opening size mm 2412 1713 1910 2689 / 
Maximum hinge pin height | mm 4114 4114 4114 4114 +399 
45°/20° Dump reach mm 2675/3251 2939/3461 2675/3251 2741/3252 +399 
45°/20° Dump clearance mm 1537/2047 1470/1875 1537/2047 1397/1893 +45 
855H 
uick Coupler 
Item Grapple Q Cann Long Reach 
Arm Change 
F Olecranon 3150mm 
Model Unit | Lumber Ggrapple | Haystack Grapple Grapple 
Operating weight kg 18080 17914 17367 +902 
Overall length mm 1972 2060 2035 / 
Overall width mm 2598 2840 2296 / 
Min. clamping diameter mm € 1200 € 1360 € 250 / 
Max. opening size mm 2210 3171 3082 / 
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ATTACHMENTS Grapples 
855H 
Maximum hinge pin height | mm 4114 4114 4114 +399 
45°/20° Dump reach mm 2725/3243 2605/3244 2354/3009 +399 
45°/20° Dump clearance mm 1412/1913 1671/2198 1653/2288 +45 
50CN 
Haystack 
Item Grapple Grapple | Long Reach 
Arm Change 
Model Unit | Grapple with Grapple with Olecranon Pithch Fork 3170mm 
Aligned Teeth | Crossed Teeth Grapple 
Operating weight kg 17123 16500 17065 17700 500 
Overall length mm 8508 8100 8540 8400 360 
Overall width mm 2750 2750 2750 2840 0 
Min. clamping diameter | mm ¢ 1000 € 350 ¢ 700 ¢ 1360 / 
Max. opening size mm 2411 1715 2689 3205 / 
Maximum hinge pin mm 4020 4020 4020 4020 390 
height 
45°/20° Dump reach mm | 2610/3382 2857/3375 2652/3433 2665/3175 390 
45°/20° Dump clearance | mm | 1322/2026 1523/1925 1441/2078 1460/1949 20 
856H New Platform 
Item Grapple Long Reach 
Model Unit Grapple with Aligned Grapple with Grapple with Arm Change 
Teeth Crossed Teeth Crossed Teeth 3150mm 
Operating weight kg 17697 17159 17697 +900 
Overall length mm 8568.57 8335 8568.57 +325 
Overall width mm 2158 2600 2158 / 
Min. clamping diameter mm p 1000 €350 p 500 / 
Max. opening size mm 2412 1713 1910 / 
Maximum ninge pin mm 4156 4156 4156 +402 
height 
45°/20° Dump reach mm 2717/3293 2981/3503 2717/3293 +402 
45°/20° Dump clearance mm 1501/2011 1434/1839 1501/2011 +57 
856H New Platform 
Quick Lana 
Item Grapple Coupler 
PP Gra P le Reach Arm 
PP Change 
Model Unit | Olecranon Fork Lumber Haystack Olecranon 3150mm 
Ggrapple Grapple Grapple 
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Grapples ATTACHMENTS 
856H New Platform 
Operating weight kg 17543 18582 18416 18169 +900 
Overall length mm 8423 8444.73 8713 8877.56 +325 
Overall width mm 1678 2632 2840 2296 / 
Min. clamping diameter mm ¢700 € 1200 € 1360 € 250 / 
Max. opening size mm 2689 2210 3171 3082 / 
hero hinge pin mm 4156 4156 4156 4156 +402 
45°/20° Dump reach mm 2783/3294 2767/3285 2647/3286 2396/3051 +402 
45°/20° Dump clearance | mm 1361/1857 1376/1877 1635/2162 1617/2252 +57 
856H New Platform (continued) 
ltem T2 Middle-level T2 High T3 Hydraulic Long Reach 
Configuration Configuration Drive Arm Change 
Model Unit / / / / 
Operating weight kg 50 500 727 +900 
Overall length mm 325 325 325 +325 
Overall width mm / / / / 
Min. clamping diameter mm / / / / 
Max. opening size mm / / / / 
Maximum hinge pin height | mm 402 402 402 +402 
45°/20° Dump reach mm 402 402 402 +402 
45°/20° Dump clearance mm 57 57 57 +57 
856H Old Platform 
Item Grapple Long 
: Grapple Reach 
: Grapple Np Grapple with Haystack Arm 
Model Unit eee ee Crossed Olecranon Fork Grapple Change 
Teeth 3190mm 
Operating weight kg 17615 18300 16766 17170 18065 +1020 
Overall length mm 8708 8761.73 8652 8740 9030 +315 
Overall width mm 2750 2750 2750 2750 2840 +0 
Min. clamping diameter | mm € 1000 Z 1400 ¢ 350 € 700- £ 1330 € 1360 / 
Max. opening size mm 2411 2517 1560 2690 3145 / 
ae hinge: pln mm 4159 4159 4159 4159 4159 +406 
45°/20° Dump reach mm | 2825/3329 | 2770/3288 | 2984/3506 2786/3297 2636/3270 +406 
45°/20° Dump clearance | mm | 1371/1850 | 1392/1893 | 1450/1855 1377/1873 1637/2171 -47 
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856H Old Platform 
Item Quick Coupler Grapple Long 
Reach 
. Grapple with Crossed | Grapple with Aligned | Grapple with Crossed Arm 
Model Gait Teeth Teeth Teeth Change 
3190mm 
Operating weight kg 17065 17900 17050 +1020 
Overall length mm 8833 9009 8833 +315 
Overall width mm 2750 2750 2750 +0 
Min. clamping diameter mm €350 € 1000 € 120 / 
Max. opening size mm 1715 2700 1715 / 
woran hinge pin mm 4159 4159 4023 +406 
45°/20° Dump reach mm 2750/3305 2681/3318 2656/3223 +406 
45°/20° Dump clearance | mm 1473/1974 1653/2166 1514/1994 -47 
862H 
Model Unit Grapple with Aligned Teeth 
Operating weight kg 20650 
Overall length mm 8930 
Overall width mm 2298 
Min. clamping diameter mm p 1000 
Max. opening size mm 2250 
Ee hinge pin mim 4241 
45*/20? Dump reach mm 2689/3275 
45*/20? Dump clearance mm 1538/2083 
877H 
Model Unit Grapple with Aligned Teeth 
Operating weight kg 25756 
Overall length mm 9483 
Overall width mm 2970 
Min. clamping diameter mm « 1000 
Max. opening size mm 2882 
c hinge pin him 4552 
45°/20° Dump reach mm 2795/3634 
45°/20° Dump clearance | mm 1665/2188 
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886H 

Model Unit | Grapple with Aligned Teeth Olecranon Grapple ias Ar 
Operating weight kg 25756 26056 +135 
Overall length mm 9483 9443 +343 
Overall width mm 2970 2970 / 

Min. clamping diameter mm p 1000 « 700-1400 / 

Max. opening size mm 2882 3000 / 
on hinge pin mm 4552 4552 +164 
45°/20° Dump reach mm 2992/3619 2772/3688 +164 
45°/20° Dump clearance mm 1627/2180 1566/2266 +107 


Special Attachments 


Side Dump Bucket 


Side Dump Buckets are ideal for work in tight places when there is less room to maneuver such as 
tunnels. This bucket is capable of dumping its load to the front, to one side, or to both sides. 


Side Dump Bucket 


Model 820C 835H 842H 50CN 856H 856H 

. Welded Anti-wear Anti-wear Anti-wear Anti-wear Anti-wear 
Bucket type Unit teeth cutting edge | cutting edge | cutting cutting edge | cutting 

edge edge 

Bucket capacity m? 0.68 1.2 1.8 2.5 2.5 2.8 
Rated load kg 1200 2500 4000 5000 5000 5000 
Operating weight kg 7083 11540 15000 19067 18703 18903 
Dump/side:dump mm | 2795/3557 | 2634/3470 | 2700/3734 | 2788/4024 | 2906/4130 | 2813/4130 
clearance 
Bucket breakout force kN 44.4 92 97 141 135 133 
Tipping load - full turn kg 3400 6326 8000 11000 10234 10084 
Tipping load - straight kg 3863 7356 9600 13000 11968 11768 
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Special Attachments 


Side Dump Bucket 


ae hinge pin mm 3608 3739 3809 4020 4156 4156 
Dump/side dump reach mm 963/416 1266/85 1190/190 1270/60 1061/90 1151/90 
Overall length mm 6453 7406 7832 8380 8158 8293 
Overall width mm 2150 2560 2700 2950 2950 2950 
a radius, bucket | imam, | 6250 5767 6050 7600 6788 6818 
Length mm 1300 2560 1565 1642 1776 1718 
Width mm 2150 1396 2700 2950 2950 2950 
Height mm 1115 1271 1513 1800 1656 1650 
Weight kg 1100 1400 2326 3000 3000 3200 
4in 1 Bucket 
A 4-in-1 bucket, also referred to as a multi- 4 in 1 Bucket 
purpose bucket, is capable of performing 
multiple functions. It can be used as a normal Model 835H 
bucket as well as a dozer blade, leveler or a Types 4 in 1 Bucket, QC 
grab. With this attachment, operators are able to : : : 
doze, dig, load, carry and dump material. Cutting edge pon A Neer 
Bucket capacity m? 1.7 
Rated load kg 3000 
Operating weight kg 1416 
cum Gd Em 
Bucket breakout force kN 80/90 
Tipping load - full turn kg 6599 
Tipping load - straight kg 5675 
Rr hinge pin mim 3738 
Dump/side dump reach mm 1144 
Overall length mm 7349 
Overall width mm 2491 
ae radius, bucket iim 5790 
Length mm 1278 
Width mm 2491 
Height mm 1197 
Weight Kg 1424 
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Special Attachments ATTACHMENTS 


High Dump Bucket 


High dump bucket, allows operators to increase the dumping height of light material. It provides an 
optimum stability, and it also can be used for material dumping at normal height. 


High Dump Bucket 


Model 842H 855H 855H 50CN 856H 856H 
| Cutting edge. [Unit| Anti-wear | Anti-wear | Antiwear | Normal | Anti-wear | Anti-wear | 

Bucket capacity m? 3 3.3 4 3.3 4 4.2 
Rated load kg 4000 5000 5000 5000 5000 5000 
Operating weight kg 13870 18045 18018 17800 18418 18568 
edi bia: dump mm | 2428/4250 | 2703/4610 | 2674/4521 | 2739/4574 | 2716/4592 | 2652/4543 
Bucket breakout force kN 73 116 111 137 129 127 
Tipping load - full turn kg 8000 9755 9782 11000 10519 10399 
Tipping load - straight | kg 10000 11655 11682 13000 12355 12205 
Ben hinge pin mm 3809 4114 4114 4020 4156 4156 
Dump/side dump reach | mm | 1476/1560 1455/1487 | 1535/1588 | 1362/1430 | 2303/2320 | 1517/1593 
Overall length mm 7732 6669 6669 8450 8510 8568 
Overall width mm 2700 3051 3041 3040 3040 3040 
E radius, bucket lan | 6050 6952 6983 7600 7065 7085 
Length mm 1740 1843 1920 1872 1920 1978 
Width mm 2700 3040 3040 3040 3040 3048 
Height mm 1283 1316 1390 1316 1390 1417 
Weight kg 2240 2777 2748 2750 2748 2894 
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Snow Pusher Blade 

Application 

Suitable for cleaning snow and thin ice on cement and asphalt roads. 
Features 


@ Linkage mechanism up and down obstacle avoidance; 


@ Hydraulic control horizontal rotation and up and down lifting, swing angle is + 30° . 
@ Bolt-on cutting edge 


When pushing snow, the snow blade has a certain lean angle to the forward direction, and the lean angle 


is adjusted by floating. The snow is thrown to the roadside along the arc of the snow blade and the lean 
angle, and the snow removal efficiency is higher. 


Snow Pusher Blade 
Model 820C 820C 835H 835H 855H 855H 856H 
] Quick ; : Quick Quick 

Types Unit | Standard Coupler Sectional V-type Sectional Coupler Coupler 
Blade width mm 2640 2640 3008 2992 3600 3600 3600 
Blade height mm 845 845 1200 1050 1325 1330 1325 
Swing angle of snow o + 30° + 30° + 30° + 30° + 30° + 30° + 30° 
blade 
Max. traction force KN 50 50 95 95 156 156 175 
Blade weight kg 560 555 1340 1066 1510 1500 1510 
Operating weight kg 6550 6545 3000 3000 16882 16872 17180 
Overall length mm 6685 6685 7849 7322 8487 8643 8585 
Tuning radius; mm | 5540 5540 6320 6060 7415 7415 7476 
bucket carry 
Long reach arm / N/A N/A N/A N/A Y Y Y 
availability 
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ATTACHMENTS 


Pallet Fork 


Application 


Pallet fork, is a fork suitable for material leveraging, carrying, loading, unloading, stacking, etc. 


Pallet Fork 
Model 816C/820C |816C/820C | 842H 856H 856H 856H 
L type 
3 Pallet Fork, Pallet Pallet Fork, | Pallet Fork, 
Types Unit | Pallet Fork QC Fork, QC QC QC Haystack 
Grapple, QC, 
Maximum lifting weight | kg 1600/2000 1600/2000 4000 5000 5000 5000 
Length mm 1520 1370 1520 1520 1820 1324 
Width mm 122 122 150 180 200 110 
Thickness mm 45 45 70 80 80 80 
Weight kg 440 360 852 985 1115 1990 
Operating weight kg 5470 5470 13044 17005 17135 18010 
Bucket breakout force kN 24 25 68 108 94 131 
Tipping load - full turn kg 4548 4457 53 6452 6235 6578 
Tipping load - straight kg 4002 3922 61 7390 7140 7534 
sind hinge pin mm | 3048/3608 | 3048/3608 3809 4156 4156 4156 
L Overall Length mm | 6456/6957 6456/6957 8472 8863 9163 8655 
E radius, bucket | win | 5502/5756 | 5502/5756 | 6070 6385 6553 7022 
pole THE RM / Y Y Y Y Y Y 
availability 
length mm 1850 1640 1829 1908 2208 1500 
Width mm 1260 1260 1950 2108 2108 2900 
Height mm 1070 1070 970 962 962 2480 
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ATTACHMENTS Special Attachments 
Tree Spade Bale Clamp 
Application Application 


Tree Spade enables the operator to dig a tree out 
and replant it from one location to a new location 


with a 120mm root ball. 


Used to transport various forms of soft-packaged 
goods, such as rags, waste paper, cotton, wool, 
hay, industrial scraps and other soft-packaged 


items. 

Tree Spade Bale Clamp 
Model 835H Model 820C 820C 835H 
Attachment Unit Tree Spade Horizont | Quick Bale 
Lena 2112 Attachment Unit al coupler Clam 

eng mm clamp | Horizontal p 
TH Mm aa Overall length | mm 1950 1950 1686 
Height mm 2560 Overall height} mm | 1165 1165 835 
nisin kg 399 Overall width mm | 1650 1650 1524 
Tree diameter om * 9 120 Gross weight | kg | 870 950 720 
Diameter mm <@ 1110 i 

ii Meam. "Mina 48 18 21 

Digging depth mm « 1000 EES 

Maximum pressure | Mpa 21 Capacity T 1.2 1.2 1.2 
Operating voltage | V DC12/DC24 Ed mm | 700-2400 | 700-2400 | 700-2090 
Overall height - o" 2575 
blades up 
Overall height - 
blades down m 2995 

; (1) Supporter 

Sc / (2) Rear outriggers, 

quip mechanical and hydraulic 
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Special Attachments ATTACHMENTS 


Pusher Blade 


Application 


It is used for unloading of loose materials in trains, or collection of materials in freight yards. 


Pusher Blade 
Model 816C/820C 820C 835H 
Attachment | Unit Quick Coupier Manure Quick Coupler Dozer blade BM40Pusher blade 
Scraper 

quii mm 985 2250 2090 
SOIE mm 829 760 966 
nm mm 2400 1000 1500 
as kg 430 350 836 

Work width | mm 2400/4000 1000 1500 
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ATTACHMENTS Special Attachments 


Jib 
Application 


Jib Booms are designed to handle unique material handling applications. The weight of lifting material is 
about 50% of the rated load of the whole machine. The jib is manually extendable to multiple lengths. 


Jib 

Model 856H 877H 
Attachment Unit Quick jib Quick jib 
Lifting weight kg 2547 5248 
Hook height mm 5518 4236 
Hook reach mm 2491 3636 
Jib weight kg 650 820 
Operating weight kg 16450 23020 
Tipping load - full turn kg 5940 5960 
Tipping load - straight kg 7425 8514 
i hinge pin mm 4159 4552 
Jib length mm 2125 2211 
Jib width mm 1080 1150 
Jib height mm 885 1052 
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Special Attachments ATTACHMENTS 


Closed Sweeper 


Application 


Sweeper is great for cleaning up in construction, municipal and industrial applications, for example, 
pavement milling operations and utility work sites, port and dock, shipyard, etc. It sweeps forward to 
collect dirt, and reverse back to pick up rock, asphalt and other construction wastes. 


Closed Sweeper 


Model 835H 855H 835H 855H 
Attachment Unit Collector Broom Collector Broom Hopper Broom Hopper Broom 
Overall length mm 2703 2189 1950 2123 
Overall width mm 3395 3360 3012 3307 
Overall height mm 1234 1234 950 1140 
Gross weight kg 2070 2070 1464 2076 
Hopper capacity mi 1.6 1.6 26 2.9 
rd gaia mm 2580 2580 2540 2800 
Brush diameter mm D 800 q 800 @ 800 ® 800 
Maximum pressure Mpa 20 20 20 20 
Work flow L/Min 160-200 160-200 160-200 180-220 
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Attachments for Wheel Loaders 


Quick Coupler 


Angle Broom 


Application 


Angle Broom is used for clearing mill yards, asphalt roads in a variety of construction, industrial and 


landscaping applications. 
Angle Broom 


Specifications 820C 820C 835H 855H 
Attachment Unit Angle Broom, QC Angle Broom Angle Broom Angle Broom 
Overall length mm 2125 2100 2150 2100 
Overall width mm 3115 3115 3850 4476 
Overall height mm 1005 1005 1480 1480 
Transport height mm 1005 1005 1190 1190 
Gross weight kg 800 890 1265 1400 
Sweeping width mm 2540 2540 3000 3600 
Swing angle (hydraulic) $ Swing+30° Swing+30° +30 +30 
Se Width at 30° swing mm 2300 2300 2600 3120 
Brush diameter mm ® 800 ® 800 ® 800 ® 800 
Work flow L/Min 120-180 120-180 160-200 200-220 
Quick Coupler 


Quick Coupler transforms your excavator from a digging machine into a multi-tooled carrier easily, 
saving your time and efforts. The quick coupler is compatible with all work tools. 
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Buckets List 


Attachments for Excavators 


Attachments for LiuGong Excavators, as shown 
in the table below. 


Buckets List 

Part No. Name 

9018F 
4309930 0.015m? wide trench bucket (230mm) 
43C2555 0.022m? wide trench bucket (300mm) 
43C9931 0.033m? wide trench bucket (400mm) 
43C2558 0.038m? digging bucket 
43C9759 0.045m? digging bucket 
43C2576 0.056m? digging bucket 

9027FZTS 
43C5090 0.035m? wide trench bucket (300mm) 
43C5024 0.06m? digging bucket 
43C5572 0.08m? digging bucket 
43C5573 0.086m? digging bucket 

9035E 
43C6751 0.065m? wide trench bucket (400mm) 
43C6423 0.07m? digging bucket 
43C8986 0.07m? digging bucket 
43C6410 0.11m? digging bucket 
22D1773 0.18m? cleaning bucket 

906E/906F 
43C9342 0.04m? wide trench bucket (323mm) 
43C9284 0.1m? wide trench bucket (466mm) 
43C8343 0.12m? digging bucket 
43C7667 0.21m? digging bucket 
43C7923 0.20m? digging bucket 
43C7938 0.21m? digging bucket 
43C8345 0.23m digging bucket 
43C8346 0.28m? digging bucket 

908E/909ECR 
4309303 0.1m? trench bucket (460mm) 
4308048 0.17m? digging Bucket 
4307968 0.23m digging bucket 
4307134 0.28m? digging bucket 
43C8379 0.3m? digging Bucket 


ATTACHMENTS 
Buckets List 
43C4973 0.32m? digging Bucket 
913E/915E 
43C6503 0.36m? standard bucket 
43C7060 0.45m? standard bucket 
43C7500 0.5m? standard bucket 
43C7085 0.55m? standard bucket 
43C7362 0.6m? standard bucket 
4303920 0.6m? standard bucket 
4307202 0.73m? standard bucket 
W915E 
4303463 0.55m? standard bucket 
4305374 0.58m? standard bucket 
920E/922E 
4303537 0.73m? standard bucket 
43C4842 0.9m? standard bucket 
43C8707 0.9m? standard bucket 
43C5013 0.95m? standard bucket 
43C4847 0.95m? standard bucket 
43C9665 1.1m? standard bucket 
43C9752 1.2m? standard bucket 
43C4929 1.0m? standard bucket 
43C4096 1.0m? standard bucket 
43C5172 1.1m? standard bucket 
43C5904 1.2m? standard bucket 
43C5621 1.6m? standard bucket 
43C9829 1.0m? general purpose bucket 
43C2900 1.1m? general purpose bucket 
43C1948 0.9m? rock bucket 
43C2901 1.0m? rock bucket 
43C9828 1.1m? rock bucket 
43C4243 1.0m? rock bucket 
925E 
43C8727 0.4m? standard bucket 
4307824 1.3m? standard bucket 
43C4509 1.1m? general purpose bucket 
4303848 1.2m? general purpose bucket 
4306523 1.2m? general purpose bucket 
4304342 1.2m? general purpose bucket 
4307330 1.3m? general purpose bucket 
43C6232 1.4m? general purpose bucket 
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ATTACHMENTS Attachments List 
Buckets List 
4309179 1.4m? standard bucket Attachments List 
4309898 1.4m? standard bucket Applicable 
4309932 1.3m? rock bucket Part No. Name Tonnage/ 
930E/933E a Suitable Models 
ydraulic hammer 
43C8377 1.6m? standard bucket 44C5015 (triangle) 9018F 
43C9897 1.6m? standard bucket pem 53 hydraulic hammer E 
43C4836 1.4m? general purpose bucket (triangle) 
3 S 
4304795 1.6m? general purpose bucket 4405013 53 hydraulic eee 9035E 
43C6519 1.4m? rock bucket (triangle) 
43C3970 1.4m* rock bucket 44cageo | DB hydraulic hammer 906E 
(triangle) 
dida 68 hydraulic h 
raulic hammer 
43C9097 1.9m? standard bucket 44C5163 Z (triangle) 908E/909ECR 
43C8453 1.6m? general purpose bucket XXE 75 hydraulic hammer SEEN 
43C8714 1.6m? rock bucket (triangle) 
4309216 2.1m? standard bucket 44C4858 100 dias hammer 913E/915E 
43C4069 1.9m? rock bucket (triangle) 
43C8437 1.9m? sever duty rock bucket 44C4857 133 end s 920E/922bE 
EIE 140 hydraulic hammer 
43C4083 2.2m? general purpose bucket 4404856 (triangle) 922E 
43C8654 2.2m* general purpose bucket i 
g purp AACA777 140 hydraulic hammer 925E 
43C8655 2.2m? general purpose bucket (triangle) 
950E 44C4855 | 190 Bi reed 926EHD 
43C7882 2.6m? rock bucket J 
43C8652 2.6m* rock bucket 44C4854 | 195 rises dd 930E/933E 
3 
43C8653 2.6m? rock bucket DN 165 hydraulic hammer SURE 
43C6359 2.8m? rock bucket (triangle) 
43C8650 2.8m? rock bucket i 
U 44C4773 165 hydraulic hammer 936E 
43C6403 2.8m? rock bucket (triangle) 
952EHD 44C4853 | 185 K 945E/950E 
43C6270 3.2m? rock bucket Ge E E 
ydraulic hammer 
43C8656 3.2m? rock bucket 44C4995 (triangle) 950E 
970E S 
195 hydraulic hammer 
43C1860 4.3m? rock bucket ONS (triangle) 250E 
990F 44C4774 195 d hammer 950E 
43C8748 6.0m? rock bucket (triangle) 
43C8539 5.6m? sever duty rock bucket 44C5297 | 195 hydraulic hammer 950E 
(triangle) 
44C4775 200 hydraulic hammer 952EHD 
(triangle) 
44C4739 Hydraulic qüiçk 9018F 


coupler 
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Attachments List 


ATTACHMENTS 


Attachments List 


Hydraulic quick 
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44C4738 9027FZTS 
coupler 

4404823 Hydraulic quick 9035E 
coupler 

4404825 Hydraulic quick 906E 
coupler 

44C4793 Freue quie 908E/909ECR 
coupler 

44C4833 Ara quick 913E/915E 
coupler 

44C4842 Hygraulie quick 913E/915E 
coupler 

44C4826 Hydraulic quick 920E/922E 
coupler 

44C4827 Hydraulic quick 925E 
coupler 

44C4870 | Lotus grab (rotation) 920E/922E 

44C4871 Lotus grab (ho 920E/922E 
rotation) 

44C4950 | Lotus grab (rotation) 925E 

4404951 Lotus grab (no 925E 
rotation) 

44C4896 | Lotus grab (rotation) 936E 

44C4895 Lotus grab (no 936E 
rotation) 

44C5039 Auger X1500 9018F 

44C4752 Auger X2500 9018F 

44C4790 Auger X2500 9027FZTS 

44C4962 Auger X3000 9035E 

44C7051 Auger 5500 906E 

44C4991 Auger 2500 920E/922E 
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Buckets 


Buckets 


Categories 


Mini Excavators Buckets 


Application 
Buckets | Work Density Features 
conditio Types Typical material 3 
kg/m 
ns 
TT Gravel and sandy 
Loose material, light . E : 
Diggin dut loam, humus soil, For mini excavators to dig the 
gging | - Il y -— planting soil and 1000-1500 ground with medium and low 
Bucket Soil or soil mixed 
: gravel sandy loam hardness 
with gravel l 
soil 
Heavy clay/small Construction soil, Aner reasonable optimization, 
HD the bucket is suitable for 
K natural stone or cemented block : : 
Digging Ill - IV l d 1600-2200 excavation and loading 
heavy clay with backfill, ice clay, : MAN 
Bucket operations in high hardness and 
gravel small natural gravel i 
heavy rock conditions. 
Loose material, light Gravel and sandy 
dut loam, humus soil, 
y si zs planting soil and The special bucket width is 
Soil or soil mixed ; À ; 
Trench E gravel sandy loam designed according to the ditch 
| -IV with gravel\Heavy : : 1000-2200 ] l - 
Bucket Soil, construction width, which greatly improves the 
clay/small natural l ] l : 
Soil, cemented block efficiency of trenching operation. 
stone or heavy clay Re. 
: backfill, ice clay, 
with gravel 
small natural gravel 
P Gravel and sandy 
Loose material, light a l . 
: loam, humus soil, The special bucket floor design 
Grading duty : : f : 
| -Il ; TIN planting soil and 1000-1500 is more suitable for land 
bucket Soil or soil mixed E 
Ñ gravel sandy loam compaction 
with gravel : 
Soil 
Loose material, light Gravel and sandy It is used for cleaning ditches, 
cleanin dut loam, humus soil, trimming slopes, compact 
I fing LN planting soil and 1000-1500 drohen compe 
bucket Soil or soil mixed ground and other finishing 
Ñ gravel sandy loam À 
with gravel soil operations 
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Buckets ATTACHMENTS 
Mid size excavators buckets 
Application 
Work 
Buckets | cong Typical Density | Form Features 
n Types à 3 
ition material kg/m 
S 
Loading bucket: maximized the size of the 
: Loose E l bucket. Low requirement on strength and 
nd l material, Ro cinder, < 1000 G wear resistance. Main features include: 
light duty large bucket capacity and high loading 
efficiency. 
Standard bucket: used for loading and 
Soil or soil Planting soil digging of loose material. Low requirement 
Standard : : S. 1200- Light on strength and wear resistance. Main 
ll mixed with humus, mud, g . 
Bucket : 1500 excavate | features include: large bucket capacity, 
gravel loam with stone Ñ ; : 
high comprehensive efficiency of 
excavation and loading, and light weight. 
: General purpose bucket is used for the 
Construction , : 
: Normal excavation and loading of heavy clay, and 
Soil, cemented A l = : 
digging also suitable for the mixed or uncertain 
General block backfill, : ne : 
! : 1600- and working conditions of III, IV, IIl and IV. High 
Purpose I Heavy clay | mixed with F : 
2000 loading requirements on strength and wear 
Bucket gravel root E l : . l 
Mn applicati | resistance. Main features include: excellent 
humus soil, ice R 
clay ons performance and wide range of 
applications. 
Natural Gravel, pebble, 
small stone | gravel 
Limestone, Rock bucket: for highly efficient rocks 
heavy loading. High requirements on strength and 
ium IV conglomerate, Ee E iid wear resistance. Main features include: 
Blasting iron ore, high strength, high loading and unloading 
rock granite, efficiency. 
quartzite, 
basalt, 
sandstone 
Maximized hard soil/rock cutting ability. 
Sever Decayed Coal seam, High requirements on strength and wear 
2500- Heavy : : : . 
Duty V rock, hard | shale and hard 3500 diggin resistance. Main features include: great 
Bucket soil soil gging cutting force, high strength and good wear 
resistance. 
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ATTACHMENTS Buckets 


Buckets Selection 
Considerations in Buckets Selection 


1. Digging applications: Excavators, compared with other machines like wheel and track loaders, can 
provide more effective bucket breaking force to dig. Choose the bucket that can penetrate into the soil 
with greater breakout force for maximum digging efficiency 


2. Loading applications: with the largest recommended bucket size for the machine type i.e. big width 
and depth ratio is recommended if satisfying digging needs to achieve maximize 


3. Wear conditions: For hard rock, the tip radius should be taken into consideration when choosing a 
bucket.Short tip radius provides greater bucket dig forces than long radius which can improve the 
loadability of the bucket. A simple rule is narrow bucket with short tip radius for hard material.A 
simple rule is narrow bucket with short tip radius for hard material. 


4. Other factors: 


Strength of bucket will differ with bucket width. The narrow buckets provide higher structural strength and 
more breakout force than the wide buckets. According to this rule, wide buckets should be selected for 
loading loose material in high production. Narrow buckets should be used in excavating hard material for 
smooth operation. If digging is required, but also loading, a moderate bucket should be selected. As a 
general rule, larger buckets are impossible to use for hard soil, while smaller buckets yield less at 
loading loose material. The correct bucket should be selected in order to match soil conditions. 


Other factors include trench width requirement, section size or bottom material to be reserved could 
affect the selection of the buckets. 5. Selection of buckets has no definite criteria, but the bucket can be 
chosen on theory basis. Due to the diversity of the operating conditions, bucket cannot be adaptive to 
every working condition. 


Transportation 
^O 6 z 
Q OL 
co 
EN | | 
i^ LN b { J 
ED ` T le = o LN i \ 
A 1 (o > C 
Installation diagram 
D O & F 
2x x O 


© 
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Attachments for Excavators 


Buckets 


ATTACHMENTS 


9018F 


49449 


4309930 


43C2555 


43C9931 


a AM GE 


43C2558 43C9759 panis 

9018F 

Bucket . Digging Digging 

type Unit Trench bucket | Trench bucket | Trench bucket búeket Bucket Trench bucket 
Part No. l 43C9930 43C2555 43C9931 43C2558 43C9759 43C2576 
enit m? (yd?) | 0.015(0.020) | 0.022(0.029) | 0.033(0.043) | 0.038(0.050) | 0.045(0.059) | 0.056(0.073) 
Weight Kg (Ib) 29(64) 31(68) 40(88) 42(93) 47(104) 53(117) 
No. of 

teeth 2 2 3 3 3 4 
Width-depth 

Width mm (inch) |  230(9.06) 300(11.81) 400(15.75) 455(17.91) 500(19.69) 600(23.62) 
Depth mm (inch) | 275(10.83) 275(10.83) 275(10.83) 275(10.83) 275(10.83) 275(10.83) 
Ratio l 0.7 0.9 1.3 1.5 1.7 2.0 
Transport dimensions 

Length mm (inch) | 517(20.35) 517(21.81) 517(21.81) 517(21.81) 554(21.81) 517(21.81) 
Height mm (inch) | 444(17.48) 444(17.48) 444(17.48) 444(17.48) 444(17.48) 444(17.48) 
Width mm (inch) | 230(9.06) 300(11.81) 400(15.75) 455(17.91) 500(19.69) 600(23.62) 
Linkage dimensions 

Pin : 

diameter | "M (inch) 30(1.18) 30(1.18) 30(1.18) 30(1.18) 30(1.18) 30(1.18) 
Link pin : 

centers |" (inch) 100(3.94) 100(3.94) 100(3.94) 100(3.94) 100(3.94) 100(3.94) 
e mm (inch) 96(3.78) 96(3.78) 96(3.78) 96(3.78) 96(3.78) 96(3.78) 
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Buckets 


9027FZTS 


A 


43C5090 


Ad 


e 
e 


43C5024 


43C5572 43C5573 
9027FZTS 
Bucket type Unit Wide tu eM Digging bucket Digging bucket Digging bucket 
Part No. l 43C5090 4305024 4305572 43C5573 
Bucket T 
capacity m? (yd?) 0.035(0.046) 0.06(0.078) 0.08(0.105) 0.086(0.112) 
Weight Kg (Ib) 37(82) 50(110) 59(130) 62(137) 
No. of teeth 2 3 4 4 
Width-depth 
Width mm (inch) 300(11.81) 455(17.91) 568(22.36) 600(23.62) 
Depth mm (inch) 345(13.58) 345(13.58) 345(13.58) 345(13.58) 
Ratio l 0.8 1.2 1.6 1.7 
Transport dimensions 
Length mm (inch) 618(24.33) 618(24.44) 618(24.55) 618(24.66) 
Height mm (inch) 536(21.10) 536(21.10) 536(21.10) 536(21.10) 
Width mm (inch) 300(11.81) 455(17.91) 568(22.36) 600(23.62) 
Linkage dimensions 
Pin diameter mm (inch) 35(1.38) 35(1.38) 35(1.38) 35(1.38) 
Link pin : 
centers mm (inch) 137(5.39) 137(5.39) 137(5.39) 137(5.39) 
Link width mm (inch) 111(4.35) 111(4.35) 111(4.35) 111(4.35) 
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Buckets 


ATTACHMENTS 


9035E 


43C6751 


43C8986 


44 44 


43C6423 


q ae 


43C6410 


22D1773 
9035E 
Bucket type Unit vide ench Digging bucket | Digging bucket | Digging bucket | cleaning bucket 
digging bucket 
Part No. / 43C6751 43C6423 43C8986 43C6410 22D1773 
gc m? (yd?) 0.065(0.085) | 0.07(0.092) | 0.07(0.092) | 0.11(0.144) 0.3(0.392) 
Weight Kg (Ib) 76(168) 82(181) 86(190) 101(223) 164(362) 
No. of teeth 3 3 4 4 X 
Width-depth 
Width mm (inch) 405(15.94) 458(18.03) 458(18.03) 610(24.02) 1470(57.87) 
Depth mm (inch) 414(16.30) 414(16.30) 414(16.30) 414(16.30) 412(16.22) 
Ratio / 0.9 1.0 1.0 14 3.5 
Transport dimensions 
Length mm (inch) 748(29.44) 748(29.44) 748(29.44) 748(29.66) 577(22.11) 
Height mm (inch) 620(24.41) 620(24.41) 620(24.41) 620(24.41) 588(23.15) 
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ATTACHMENTS Buckets 
9035E 

Width mm (inch) 405(15.94) 458(18.03) 458(18.03) 610(24.02) 1470(57.87) 

Linkage dimensions 

Pin diameter mm (inch) 40(1.57) 40(1.57) 40(1.57) 40(1.57) 40(1.57) 
Link pin : 

senters mm (inch) 185(7.28) 185(7.28) 185(7.28) 185(7.28) 185(7.28) 
Link width mm (inch) 136(5.33) 136(5.33) 136(5.33) 136(5.33) 136(5.33) 
906E\906F 


4 


309342 


43C7667 


& 


43C9284 


a 


43C7923 


a 


& à 


43C8343 


ed 


43C7938 


43C8345 43C8346 
906E\906F 
. Wide trench digging | Wide trench digging "e yu 

Bucket type Unit bucket bucket Digging bucket Digging bucket 
Part No. l 43C9342 43C9284 43C8343 43C7667 
Bucket —-— 

capacity m? (yd?) 0.04(0.052) 0.1(0.131) 0.12(0.157) 0.21(0.275) 
Weight Kg (Ib) 86(190) 108(238) 131(289) 162(357) 
No. of teeth 2 3 3 4 
Width-depth 

Width mm (inch) 323(12.72) 466(18.35) 484(19.06) 705(27.76) 
Depth mm (inch) 351(13.82) 408(16.06) 481(18.94) 536(21.10) 


LiuGong Attachments Application Manual - November 2020 


108 


Attachments for Excavators 


Buckets ATTACHMENTS 
906E\906F 
Ratio l 0.7 0.9 0.9 1.2 
Transport dimensions 
Length mm (inch) 769(30.33) 794(31.44) 847 (33.44) 944(37.77) 
Height mm (inch) 676(26.61) 719(28.31) 808(31.81) 816(32.13) 
Width mm (inch) 323(12.72) 466(18.35) 484(19.06) 705(27.76) 
Linkage dimensions 
Pin diameter mm (inch) 50(1.97) 50(1.97) 50(1.97) 50(1.97) 
oe mm (inch) 236(9.29) 236(9.29) 236(9.29) 236(9.29) 
Link width mm (inch) 187(7.34) 187(7.34) 187(7.34) 187(7.34) 
906E\906F 
Bucket type Unit Digging bucket Digging bucket Digging bucket Digging bucket 
Part No. l 43C7923 43C7938 43C8345 43C8346 
Sr m? (yd?) 0.2(0.262) 0.21(0.275) 0.23(0.301) 0.28(0.366) 
Weight Kg (Ib) 159(351) 175(386) 175(386) 184(406) 
No. of teeth 5 5 5 5 
Width-depth 
Width mm (inch) 761(29.96) 785(30.91) 791(31.14) 923(36.34) 
Depth mm (inch) 426(16.77) 446(17.56) 535(21.06) 536(21.10) 
Ratio l 1.6 1.6 1.3 1.5 
Transport dimensions 
Length mm (inch) 849(33.77) 904(35.77) 944(37.77) 903(35.99) 
Height mm (inch) 808(31.81) 743(29.25) 815(32.09) 816(32.13) 
Width mm (inch) 761(29.96) 785(30.91) 791(31.14) 923(36.34) 
Linkage dimensions 
Pin diameter mm (inch) 50(1.97) 50(1.97) 50(1.97) 50(1.97) 
pase mm (inch) 236(9.29) 236(9.29) 236(9.29) 236(9.29) 
Link width mm (inch) 187(7.34) 187(7.34) 187(7.34) 187(7.34) 
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Attachments for Excavators 


Buckets 


908E\909ECR 


aq 44 44 


43C9303 


4d 44 «4 


43C8048 


43C7968 


430/134 43C8379 43C4973 
908E\909ECR 
Bucket S Digging Digging Digging Digging Tek 
type Unit Trench bucket bucket Bucket bucket bucket Digging bucket 
Part No. / 43C9303 43C8048 43C7968 43C7134 43C8379 43C4973 
Bucket | m(yd’) | 0.1(0.131) | 0.17(0.222) | 0.23(0.301) | 0.28(0.366) | 0.3(0.392) | 0.32(0.419) 
capacity 
Weight Kg (Ib) 110 (243) 167 (368) 200 (441) 223 (492) 253 (558) 264 (582) 
No. of 
en 3 3 4 4 5 5 
Width-depth 
Width | mm (inch) | 460(18.11) | 507(19.96) | 662(26.06) | 767(30.20) | 851(33.50) | 852(33.54) 
Depth | mm (inch) | 413(16.26) | 621(24.45) | 621(24.45) | 621(24.45) | 531(20.91) | 621(24.45) 
Ratio l 0.9 0.7 0.9 14 14 12 
Transport dimensions 
Length | mm (inch) | 863(33.44) | 1074(42.55) | 1073(42.66) | 1074(42.77) | 945(37.88) | 1077(42.88) 
Height | mm (inch) | 746(29.37) | 876(34.49) | 876(34.49) | 876(34.49) | 888(34.96) | 876(34.49) 
Width | mm (inch) | 460(18.11) | 507(19.96) | 662(26.06) | 767(30.20) | 851(33.50) | 852(33.54) 
Linkage dimensions 
Pin : 
diameter | mn (inch) | 50(1.97) 50(1.97) 50(1.97) 50(1.97) 50(1.97) 50(1.97) 
Gita mm (inch) | 312(12.28) | 312(12.28) | 312(12.28) | 312(12.28) | 312(12.28) | 312(12.28) 
mid mm (inch) | 229(9.00) 229(9.00) 229(9.00) 229(9.00) 229(9.00) 229(9.00) 
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for Excavators 


ATTACHMENTS 


913E\915E 


43C6503 


4307085 


4 4 A 


43C7060 


a «q 


43C7362 


ad 


43C7500 


e d 


43C3920 


43C7202 

913E1915E 

Bucket type Unit Standard Bucket | Standard Bucket | Standard Bucket | Standard Bucket 
Part No. / 43C6503 43C7060 43C7500 43C7085 
vanis m? (yd?) 0.36(0.471) 0.45(0.589) 0.5(0.654) 0.55(0.719) 
Weight Kg (Ib) 463(1021) 379(836) 457(1008) 484(1067) 
No. of teeth 4 4 4 5 
Width-depth 

Width mm (inch) 804(31.65) 895(35.24) 908(35.75) 978(38.50) 
Depth mm (inch) 692(27.24) 653(25.71) 737(29.02) 737(29.02) 
Ratio l 1.0 1.2 1.1 1.2 


Transport dimensions 


Length mm (inch) | 1298(51.88) 1106(43.88) 1186(46.99) 1186(46.99) 
Height mm (inch) | 1088(42.83) 1142(44.96) 1140(44.88) 1140(44.88) 
Width mm (inch) 804(31.65) 895(35.24) 908(35.75) 978(38.50) 
Linkage dimensions 

Pin diameter | mm (inch) 60(2.36) 60(2.36) 60(2.36) 60(2.36) 
o mm (inch) 312(12.28) 312(12.28) 312(12.28) 312(12.28) 
Link width mm (inch) 237(9.31) 237(9.31) 237(9.31) 237(9.31) 
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ATTACHMENTS Buckets 
913E\915E 

Bucket type Unit Standard Bucket Standard Bucket Standard Bucket 
Part No. I 43C7362 43C3920 43C7202 
sd m? (yd?) 0.6(0.785) 0.6(0.785) 0.73(0.955) 
Weight Kg (Ib) 573(1263) 569(1254) 613(1351) 
No. of teeth 5 5 5 
Width-depth 

Width mm (inch) 1084(42.68) 1084(42.68) 1254(49.37) 
Depth mm (inch) 737(29.02) 737(29.02) 726(28.58) 
Ratio I 1.3 1.3 1.5 


Transport dimensions 


Length mm (inch) 1281(50.11) 1190(46.11) 1185(46.11) 
Height mm (inch) 1142(44.96) 1142(44.96) 1142(44.96) 
Width mm (inch) 1084(42.68) 1084(42.68) 1254(49.37) 

Linkage dimensions 

Pin diameter mm (inch) 60(2.36) 60(2.36) 60(2.36) 
e mm (inch) 312(12.28) 312(12.28) 312(12.28) 
Link width mm (inch) 237(9.31) 237(9.31) 237(9.31) 
W915E 


43C3463 43C5374 
W915E 
Bucket type Unit Standard Bucket Standard Bucket 
Part No. I 4303463 4305374 
Bucket "ES 
capacity m? (yd?) 0.55(0.719) 0.58(0.759) 
Weight Kg (Ib) 548(1208) 492(1085) 
No. of teeth 5 5 
Width-depth 
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Buckets ATTACHMENTS 
W915E 

Width mm (inch) 1020(40.16) 1028(40.47) 

Depth mm (inch) 728(28.66) 737(29.02) 

Ratio / 12 1.2 


Transport dimensions 


Length mm (inch) 1200(47.11) 1191(46.11) 
Height mm (inch) 1141(44.92) 1142(44.96) 
Width mm (inch) 1020(40.16) 1028(40.47) 
Linkage dimensions 

Pin diameter mm (inch) 60(2.36) 60(2.36) 
ee mm (inch) 312(12.28) 312(12.28) 
Link width mm (inch) 237(9.31) 237(9.31) 
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ATTACHMENTS Buckets 
920E\922E 
e 4 a 44 
4303537 43C4842 43C8707 
Ad 
43C9665 
a 
43C9752 43C4929 43C4096 
Gq «d e 


43C5172 43C5904 43C5621 


43C9829 43C2900 43C1948 
43C2901 43C9828 43C4243 
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Buckets ATTACHMENTS 
920E\922E 

Buekelmba Unit Standard Standard Standard Standard Standard 

yP Bucket Bucket Bucket Bucket Bucket 

Part No. I 43C3537 4304842 43C8707 43C5013 43C4847 
Bucket PE 

capacity m? (yd?) 0.73(0.955) 0.9(1.177) 0.9(1.177) 0.95(1.243) 0.95(1.243) 
Weight Kg (Ib) 686(1512) 780(1720) 764(1684) 775(1709) 769(1695) 
No. of teeth 6 5 5 5 5 
Width-depth 

Width mm (inch) 1040(40.94) 1083(42.64) 1150(45.28) 1268(49.92) | 1268(49.92) 
Depth mm (inch) 912(35.91) 942(37.09) 855(33.66) 912(35.91) 912(35.91) 
Ratio I 1.0 1.0 1.2 1.2 1.2 


Transport dimensions 


Length mm (inch) 1473(57.11) 1467(57.11) 1558(61.11) 1465(57.11) 1465(57.11) 
Height mm (inch) 1286(50.63) 1299(51.14) 1313(51.69) 1292(50.87) 1292(50.87) 
Width mm (inch) 1040(40.94) 1083(42.64) 1150(45.28) 1268(49.92) 1268(49.92) 

Linkage dimensions 

Pin diameter mm (inch) 80(3.15) 80(3.15) 80(3.15) 80(3.15) 80(3.15) 
ee mm (inch) 475(18.70) 475(18.70) 475(18.70) 475(18.70) 475(18.70) 
Link width mm (inch) 337(13.27) 337(13.27) 337 (13.27) 337(13.27) 337(13.27) 
920E\922E 

Bucket type Unit Standard Standard Standard Standard Standard 

Bucket Bucket Bucket Bucket Bucket 

Part No. I 43C9665 43C9752 43C4929 43C4096 4305172 
Rar m? (yd?) 1.1(1.439) 1.2(1.570) 1(1.308) 1(1.308) 1.1(1.439) 
Weight Kg (Ib) 837(1845) 874(1927) 821(1810) 851(1876) 862(1900) 
No. of teeth 5 5 5 5 6 
Width-depth 

Width mm (inch) 1350(53.15) 1450(57.09) | 1227(48.31) 1196(47.09) 1330(52.36) 
Depth mm (inch) 855(33.66) 855(33.66) 795(31.30) 939(36.97) 913(35.94) 
Ratio I 1.4 1.5 1.5 1.1 1.3 
Transport dimensions 

Length mm (inch) 1558(61.11) 1558(61.11) 1334(52.11) 1470(57.11) 1454(57.11) 
Height mm (inch) 1313(51.69) 1313(51.69) | 1314(51.73) 1322(52.05) 1318(51.89) 
Width mm (inch) 1350(53.15) 1450(57.09) | 1227(48.31) 1196(47.09) 1330(52.36) 


Linkage dimensions 


Pin diameter 


mm (inch) 


80(3.15) 


80(3.15) 


80(3.15) 


80(3.15) 


80(3.15) 
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ATTACHMENTS Buckets 
920E\922E 
Link pin : 

mm (inch) 475(18.70) 475(18.70) 475(18.70) 475(18.70) 475(18.70) 
centers 
Link width mm (inch) 337(13.27) 337(13.27) 337(13.27) 337(13.27) 337(13.27) 
920E\922E 
Bucket Unit Standard Bucket Standard Bucket General Furpose Generali Purpose 
type Bucket Bucket 
Part No. I 43C5904 43C5621 43C9829 43C2900 
Bucket ee aa 
capacity m? (yd?) 1.2(1.570) 1.6(2.093) 1(1.308) 1.1(1.439) 
Weight Kg (Ib) 977(2154) 959(2114) 960(2116) 1001(2207) 
No. of teeth 6 6 5 5 
Width-depth 
Width mm (inch) 1480(58.27) 1680(66.14) 1286(50.63) 1385(54.53) 
Depth mm (inch) 913(35.94) 995(39.17) 855(33.66) 855(33.66) 
Ratio I 1.5 1.6 1.3 1.4 


Transport dimensions 


Length mm (inch) 1455(57.11) 1559(61.11) 1523(59.11) 1523(59.11) 
Height mm (inch) 1318(51.89) 1317(51.85) 1325(52.17) 1325(52.17) 
Width mm (inch) 1480(58.27) 1680(66.14) 1286(50.63) 1385(54.53) 
Linkage dimensions 
Pin 3 
e mm (inch) 80(3.15) 80(3.15) 80(3.15) 80(3.15) 
Link pin mm (inch) 475(18.70) 475(18.70) 475(18.70) 475(18.70) 
centers 
Link width | mm (inch) 337(13.27) 337(13.27) 337(13.27) 337(13.27) 

920E\922E 

aa Unit Rock Bucket Rock Bucket Rock Bucket Rock Bucket 
Part No. / 4301948 4302901 4309828 4304243 
Bucket TT 
san m? (yd?) 0.9(1.177) 1(1.308) 1.1(1.439) 1(1.308) 
Weight Kg (Ib) 1013(2233) 1046(2306) 1095(2414) 938(2068) 
No. of teeth 5 5 5 5 
Width-depth 
Width mm (inch) 1265(49.80) 1250(49.21) 1350(53.15) 1360(53.54) 
Depth mm (inch) 907(35.71) 855(33.66) 855(33.66) 913(35.94) 
Ratio l 12 13 14 13 
Transport dimensions 
Length mm (inch) 1596(62.11) 1519(59.11) 1519(59.11) 1524(60.11) 
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Buckets ATTACHMENTS 
920E\922E 

Height mm (inch) 1316(51.81) 1325(52.17) 1325(52.17) 1328(52.28) 
Width mm (inch) 1265(49.80) 1250(49.21) 1350(53.15) 1360(53.54) 

Linkage dimensions 

Pin : 

diameter mm (inch) 80(3.15) 80(3.15) 80(3.15) 80(3.15) 
Link pin 

centers mm (inch) 475(18.70) 475(18.70) 475(18.70) 475(18.70) 
Link width mm (inch) 337(13.27) 337(13.27) 337(13.27) 337(13.27) 
925E 


43C8727 


43C7824 


~ 


eq 


43C4509 


ad 


4303848 4306523 43C4342 
43C7330 43C6232 43C9179 
43C9898 43C9932 
925E 
: General Purpose General Purpose 
Bucket type Unit Standard Bucket | Standard Bucket 
Bucket Bucket 

Part No. I 43C8727 4307824 4304509 4303848 
Bucket A 
capacity m? (yd?) 0.4(0.523) 1.3(1.700) 1.1(1.439) 1.2(1.570) 
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ATTACHMENTS Buckets 
925E 

Weight Kg (Ib) 472(1041) 984 (2169) 988 (2178) 976 (2152) 

No. of teeth 4 5 5 5 
Width-depth 

Width mm (inch) 834(32.83) 1341 (52.80) 1265(49.80) 1348(53.07) 
Depth mm (inch) 692(27.24) 1044(41.10) 988(38.90) 889(35.00) 
Ratio I 1.2 1.1 1.1 1.4 


Transport dimensions 


Length mm (inch) 1193(46.97) 1585(62.11) 1663(65.11) 1518(59.11) 
Height mm (inch) 1088(42.83) 1405(55.31) 1367(53.82) 1363(53.66) 
Width mm (inch) 834(32.83) 1341(52.80) 1265(49.80) 1348(53.07) 

Linkage dimensions 

Pin diameter mm (inch) 60(2.36) 00 (3.54) 00 (3.54) 00 (3.54) 
SG mm (inch) 375(14.76) 475(18.70) 475(18.70) 475(18.70) 
Link width mm (inch) 256(10.09) 409(16.08) 409(16.08) 409(16.08) 
925E 

Bucket type Unit epa a lee a e o i PA E 
Part No. l 43C6523 43C4342 43C7330 43C6232 
S m? (yd?) 1.2(1.570) 1.2(1.570) 1.3(1.700) 1.4(1.831) 
Weight Kg (Ib) 1054 (2324) 1044 (2302) 1164 (2566) 1124 (2478) 
No. of teeth 5 5 5 5 
Width-depth 

Width mm (inch) 1380(54.33) 1380(54.33) 1410(55.51) 1460(57.48) 
Depth mm (inch) 988(38.90) 988(38.90) 988(38.90) 988(38.90) 
Ratio I 1.3 1.3 1.3 1.4 


Transport dimensions 


Length mm (inch) 1736(68.11) 1667 (65.11) 1657(65.11) 1669(65.11) 
Height mm (inch) 1367(53.82) 1367(53.82) 1367(53.82) 1368(53.86) 
Width mm (inch) 1380(54.33) 1380(54.33) 1410(55.51) 1460(57.48) 
Linkage dimensions 

Pin diameter mm (inch) 00 (3.54) 00 (3.54) 00 (3.54) 00 (3.54) 
ANT mm (inch) 475(18.70) 475(18.70) 475(18.70) 475(18.70) 
Link width mm (inch) 409(16.08) 409(16.08) 409(16.08) 409(16.08) 
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Buckets ATTACHMENTS 
925E 

Bucket type Unit Standard Bucket Standard Bucket Rock Bucket 
Part No. I 43C9179 43C9898 43C9932 
Bucket "OS 

capacity m? (yd?) 1.4(1.831) 1.4(1.831) 1.3(1.700) 
Weight Kg (Ib) 1040 (2293) 1040 (2293) 1212 (2672) 
No. of teeth 5 5 5 
Width-depth 

Width mm (inch) 1488(58.58) 1488(58.58) 1470(57.87) 
Depth mm (inch) 885(34.84) 885(34.84) 920(36.22) 
Ratio I 1.5 1.5 1.4 


Transport dimensions 


Length mm (inch) 1533(60.11) 1533(60.11) 1518(59.11) 
Height mm (inch) 1363(53.66) 1363(53.66) 1419(55.87) 
Width mm (inch) 1488(58.58) 1488(58.58) 1470(57.87) 


Linkage dimensions 


Pin diameter mm (inch) 00 (3.54) 00 (3.54) 00 (3.54) 
Link pin mm (inch) 475(18.70) 475(18.70) 475(18.70) 
centers 

Link width mm (inch) 409(16.08) 409(16.08) 409(16.08) 
930E/933E 


43C8377 


43C9897 


ex 


43C4836 


eq 


43C4795 43C6519 43C3970 
930E/933E 
a Unit Standard Bucket Standard Bucket General Purpose Bucket 
Part No. I 43C8377 4309897 4304836 
Bucket P 
capacity m° (Yd) 1.6(2.093) 1.6(2.093) 1.4(1.831) 
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ATTACHMENTS Buckets 
930E/933E 

Weight Kg (Ib) 1449 (3194) 1455 (3208) 1408 (3104) 

No. of teeth 5 5 5 

Width-depth 

Width mm (inch) 1662(65.43) 1662(65.43) 1520(59.84) 

Depth mm (inch) 970(38.19) 970(38.19) 998(39.29) 

Ratio I 1.6 1.6 1.4 


Transport dimensions 


Length mm (inch) 1658(65.11) 1657(65.11) 1670(65.11) 
Height mm (inch) 1460(57.48) 1459(57.44) 1442(56.77) 
Width mm (inch) 1650(64.96) 1662(65.43) 1520(59.84) 
Linkage dimensions 

Pin : 

diameter mm (inch) 00 (3.54) 00 (3.54) 00 (3.54) 
Link pin mm (inch) 450(17.72) 450(17.72) 450(17.72) 
centers 

Link width mm (inch) 381(14.98) 381(14.98) 381(14.98) 
930E/933E 

Bucket y 

type Unit General Purpose Bucket Rock Bucket Rock Bucket 
Part No. l 43C4795 43C6519 43C3970 
Bucket ed 

capacity m? (yd?) 1.6(2.093) 1.4(1.831) 1.4(1.831) 
Weight Kg (Ib) 1561 (3441) 1496 (3298) 1468 (3236) 
No. of teeth 5 5 5 
Width-depth 

Width mm (inch) 1560(61.42) 1400(55.12) 1400(55.12) 
Depth mm (inch) 1139(44.84) 1139(44.84) 1139(44.84) 
Ratio | 1.2 1.1 1.1 


Transport dimensions 


Length mm (inch) 1832(72.11) 1934(76.11) 1840(72.11) 
Height mm (inch) 1442(56.77) 1442(56.77) 1442(56.77) 
Width mm (inch) 1560(61.42) 1400(55.12) 1400(55.12) 


Linkage dimensions 


Pin : 

FON mm (inch) 00 (3.54) 00 (3.54) 00 (3.54) 
Link pin mm (inch) 450(17.72) 450(17.72) 450(17.72) 
centers 

Link width | mm (inch) 381(14.98) 381(14.98) 381(14.98) 
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Buckets 


ATTACHMENTS 


936E 


44 «q «QU 


43C9097 43C8453 43C8714 

43C9216 43C4069 43C8437 
936E 
Bucket type Unit Standard Bucket General Purpose Bucket Rock Bucket 
Part No. I 43C9097 43C8453 43C8714 
Bucket —— 
pay m? (yd?) 1.9(2.485) 1.6(2.093) 1.6(2.093) 
Weight Kg (Ib) 1700 (3748) 1715 (3781) 1796 (3959) 
No. of teeth 5 5 5 
Width-depth 
Width mm (inch) 1720(67.72) 1535(60.43) 1650(64.96) 
Depth mm (inch) 990(38.98) 1040(40.94) 980(38.58) 
Ratio I 1.6 1.3 1.5 


Transport dimensions 


Length mm (inch) 1782(70.11) 1770(69.11) 1701(66.11) 
Height mm (inch) 1532(60.31) 1496(58.90) 1483(58.39) 
Width mm (inch) 1720(67.72) 1535(60.43) 1650(64.96) 
Linkage dimensions 

Pin diameter mm (inch) 100 (3.94) 100 (3.94) 100 (3.94) 
Link pin mm (inch) 585(23.03) 585(23.03) 585(23.03) 
centers 

Link width mm (inch) 419(16.48) 419(16.48) 419(16.48) 

936E 

Bucket type Unit Standard Bucket Rock Bucket Severe Duty Rock Bucekt 
Part No. l 43C9216 43C4069 43C8437 
Bucket m 

capacity m? (yd?) 2.1(2.747) 1.9(2.485) 1.9(2.485) 
Weight Kg (Ib) 1749(3856) 1929 (4253) 1895 (4178) 
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ATTACHMENTS Buckets 
936E 

No. of teeth 5 5 5 

Width-depth 

Width mm (inch) 1800(70.87) 1720(67.72) 1550(61.02) 

Depth mm (inch) 990(38.98) 1020(40.16) 1200(47.24) 

Ratio I 1.6 1.5 1.1 


Transport dimensions 


Length mm (inch) 1737(68.11) 1756(69.11) 1874(73.11) 
Height mm (inch) 1500(59.06) 1590(62.60) 1589(62.56) 
Width mm (inch) 1800(70.87) 1720(67.72) 1550(61.02) 

Linkage dimensions 

Pin diameter mm (inch) 100(3.94) 100 (3.94) 100 (3.94) 
Link pin mm (inch) 585(23.03) 585(23.03) 585(23.03) 
centers 

Link width mm (inch) 419(16.48) 419(16.48) 419(16.48) 
945E 


aq «ada 


43C4083 43C8655 

945E 

Bucket type Unit General Purpose Bucket General Purpose Bucket General Purpose Bucket 
Part No. I 4304083 43C8654 43C8655 
ly m? (yd*) 2.2(2.877) 2.2(2.877) 2.2(2.877) 
Weight Kg (Ib) 2099 (4627) 2098(4625) 2108(4647) 
No. of teeth 5 5 5 
Width-depth 

Width mm (inch) 1750(68.90) 1750(68.90) 1750(68.90) 
Depth mm (inch) 1032(40.63) 1031(40.59) 1031(40.59) 
Ratio l 1.5 1.5 1.5 
Transport dimensions 

Length mm (inch) 1820(71.11) 1820(71.11) 1924(75.11) 
Height mm (inch) 1609(63.35) 1604(63.15) 1604(63.15) 
Width mm (inch) 1750(68.90) 1750(68.90) 1750(68.90) 


Linkage dimensions 
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Buckets ATTACHMENTS 
945E 

Pin diameter mm (inch) 100 (3.94) 110(4.33) 110(4.33) 

Link pin : 

centers mm (inch) 537 (21.14) 537(21.14) 537(21.14) 

Link width mm (inch) 389(15.31) 389(15.31) 389(15.31) 

950E 


64 


43C7882 


ed 


43C8652 


ed 


43C8653 


TE 


43C6359 43C8650 43C6403 

950E 

[Buckettype | | Unit | Rock Bucket | | Rock Bucker [| Rock Bucker | 
Part No. l 43C7882 43C8652 43C8653 
Soe m? (yd?) 2.6(3.401) 2.6(3.401) 2.6(3.401) 
Weight Kg (Ib) 2435(5368) 2439(5377) 2382 (5251) 
No. of teeth 5 5 5 
Width-depth 

Width mm (inch) 1640(64.57) 1640(64.57) 1820(71.65) 
Depth mm (inch) 1366(53.78) 1366(53.78) 1219(47.99) 
Ratio l 1.0 1.0 13 
Transport dimensions 

Length mm (inch) 2039(80.22) 2039(80.22) 2073(81.22) 
Height mm (inch) 1773(69.80) 1173(46.18) 1796(70.71) 
Width mm (inch) 1640(64.57) 1640(64.57) 1820(71.65) 


Linkage dimensions 


Pin diameter | mm (inch) 100(3.94) 110(4.33) 110(4.33) 
Link pin mm (inch) 537(21.14) 537(21.14) 537(21.14) 
centers 

Link width mm (inch) 389(15.31) 389(15.31) 389(15.31) 
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ATTACHMENTS Buckets 
950E 
Bucket type Unit Rock Bucket Rock Bucket Rock Bucket 
Part No. l 43C6359 43C8650 43C6403 
Bey m? (yd?) 2.8(3.662) 2.8(3.662) 2.8(3.662) 
Weight Kg (Ib) 3036(6693) 2436(5370) 2612(5758) 
No. of teeth 5 5 5 
Width-depth 

Width mm (inch) 1820(71.65) 1820(71.65) 1760(69.29) 
Depth mm (inch) 1308(51.50) 1308(51.50) 1378(54.25) 
Ratio / 1.2 1.2 1.1 
Transport dimensions 

Length mm (inch) 2175(85.22) 2175(85.22) 2066(81.22) 
Height mm (inch) 1796(70.71) 1796(70.71) 1773(69.80) 
Width mm (inch) 1820(71.65) 1820(71.65) 1760(69.29) 
Linkage dimensions 

Pin diameter mm (inch) 100(3.94) 110(4.33) 100(3.94) 
oe mm (inch) 537(21.14) 537(21.14) 537(21.14) 
Link width mm (inch) 389(15.31) 389(15.31) 389(15.31) 

952E 

43C6270 

952E 

Bucket type Unit Rock Bucket Rock Bucket 

Part No. l 43C6270 43C8656 

Bucket m? (yd?) 3.2(4.185) 3.2(4.185) 

Weight Kg (Ib) 2837(6255) 2843 (6268) 

No. of teeth 6 6 
Width-depth 

Width mm (inch) 1900(74.80) 1900(74.80) 

Depth mm (inch) 1378(54.25) 1378(54.25) 

Ratio l 1.3 1.3 

Transport dimensions 
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Buckets ATTACHMENTS 
952E 

Length mm (inch) 2066(81.22) 2066(81.22) 

Height mm (inch) 1773(69.80) 1773(69.80) 

Width mm (inch) 1900(74.80) 1900(74.80) 


Linkage dimensions 


Pin diameter mm (inch) 100(3.94) 110 (4.33) 
Link pin mm (inch) 537(21.14) 537(21.14) 
Link width mm (inch) 389(15.31) 389(15.31) 
970E 
43C1860 

970E 

Bucket type Unit Rock Bucket 

Part No. I 43C1860 

Bucket inis 

capacity m? (yd?) 4.3(5.624) 

Weight Kg (Ib) 4176(9206) 

No. of teeth 5 

Width-depth 

Width mm (inch) 2265(89.17) 

Depth mm (inch) 1352(53.23) 

Ratio I 1.5 


Transport dimensions 


Length mm (inch) 2261(89.02) 
Height mm (inch) 2039(80.28) 
Width mm (inch) 2265(89.17) 
Linkage dimensions 

Pin diameter mm (inch) 125(4.92) 
a mm (inch) 637(25.08) 
Link width mm (inch) 563(22.17) 
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Attachments for Excavators 
Buckets 


990F 


«4 e 


43C8748 43C8539 

990F 

Bucket type Unit Rock Bucket Severe Duty Rock Bucekt 
Part No. l 43C8748 43C8539 
Sa ms (yd?) 6(7.848) 5.6(7.325) 
Weight Kg (Ib) 6620 (14595) 6034 (13303) 
No. of teeth 5 4 
Width-depth 

Width mm (inch) 2535(99.80) 2330(91.73) 
Depth mm (inch) 1540(60.63) 1670(65.75) 
Ratio l 1.4 1.2 
Transport dimensions 

Length mm (inch) 2623(103.22) 2661(104.22) 
Height mm (inch) 2326(91.57) 2227(87.68) 
Width mm (inch) 2535(99.80) 2330(91.73) 
Linkage dimensions 

Pin diameter mm (inch) 140 (5.51) 140 (5.51) 
Roga mm (inch) 700(27.56) 700(27.56) 
Link width mm (inch) 651(25.63) 651(25.63) 
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Hammers 


ATTACHMENTS 


Hammers 


Application 


a i DU X x. in 


Hydraulic hammer, also known as hydraulic 
crusher or hydraulic breaker is an important work 
tool fitted to a hydraulic excavator. Sometimes, it 
can also be attached to a Backhoe loader or 
wheel loader for breaking operations. 


1. Mining: Open the mountain, mining, breaking 
the screen, secondary breakup. 


2. Metallurgy: steel ladle, slag cleaning, 
demolition of foundation of device. 


3. Railway: Open the mountain, tunneling, road 
and bridge demolition, sub grade 
compaction. 


4. Highway: repairing of express way, broken 
cement pavement, foundation excavation. 


5. Municipal garden: concrete broken, water, 
electric, gas engineering construction, 
transformation of the old city. 


6. Architecture: demolition of old buildings, steel 
Reinforced breaking. 


Ship: remove clam and rust. 


Others: ice breaking, frozen soil breaking, 
sand vibration. 


Features and Benefits 


1. Simplified structure - deceasing the total 
number of parts for easy maintenance, low 
cost and increased impact energy; 


2. Optimized design concept - increasing the 
stroke of piston and cylinder block; 


3. Piston and work tool - same diameter, 
perfectly matched work system with 
maximized power output, outstanding energy 
saving effect without comprising in job 
efficiency. 


4. A variety of specifications for wide range of 
usage; 


5. Applications: widely used in gravel, mine, 
road, civil engineering, demolition, special 
engineering (underwater engineering, tunnel 
engineering, etc.). 
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ATTACHMENTS Hammers 
Specifications of Hammers 
Small Hammer 
Middle Hammer 
Big Hammer 
Part No. I 44C5015 44C5014 44C5013 44C4860 
Tool diameter mm 45 53 53 68 
Suitable models I 9018F 9027FZTS 9035E 906E 
Type / Triangle Triangle Triangle Triangle 
Series I LGB LGB LGB LGB 
Weight kg 95 158 158 263 
Absolute pressure at 
fuel inlet MPa 8.8-11.8(12.3) 8.8-11.8(12.3) 8.8-11.8(15.5) 11.5-15.3(17.7) 
Rated/Max. 
Corresponding pump 
end pressure MPa 15.5(15.5) 15.5(15.5) 15.5(18.0) 18.3(20.5) 
Rated/Max. 
Nitrogen in rear 
housing Bar 14-17 (18) 14-17 (18) 14-17 (18) 15-18(22) 
Rated/Max. 
Work flow L/min 20-30 25-50 25-50 40-70 
blow energy J 230 320 320 630 
Part No. / 44C5163 44C4859 44C4858 44C4857 
Tool diameter mm 68 75 100 135 
Suitable models I 908E/909ECR 909ECR 913E/915E 920E/922E 
Type / Triangle Triangle Triangle Triangle 
Series I LGB LGB LGB LGB 
Weight kg 263 335 761 1680 
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Hammers 


ATTACHMENTS 


Absolute pressure at 


fuel inlet MPa 11.5-15.3(17.7) 15.3-18.5(20.3) 15.3-18.5(20.3) 18.3-20.3(23.5) 
Rated/Max. 

Corresponding pump 

end pressure MPa 18.3(20.5) 20.5(22.5) 20.5(22.5) 23.0(26.5) 
Rated/Max. 

Nitrogen in rear 

housing Bar 15-18(22) 15-18(22) 17-20(24) 18-25(28) 
Rated/Max. 

Work flow L/min 40-70 50-90 80-110 50-60(63) 
blow energy J 630 1110 1720 145-180 
Part No. I 44C4856 44C4777 4404855 44C4854 
Tool diameter mm 140 140 150 155 
Suitable models I 922E 925E 926EHD 930E/933E 
Type I Triangle Triangle Triangle Triangle 
Series I LGB LGB LGB LGB 
Weight kg 1809 1809 2218 2577 
Absolute pressure at 

fuel inlet MPa 18.3-20.3(23.5) 18.3-20.3(23.5) 18.3-20.3(23.5) 19.5-23.3(25.6) 
Rated/Max. 

Corresponding pump 

end pressure MPa 23.0(26.5) 23.0(26.5) 23.0(26.5) 25.5(28.0) 
Rated/Max. 

Nitrogen in rear 

housing Bar 18-25(28) 18-25(28) 20-26(28) 20-26(28) 
Rated/Max. 

Work flow Bar 50-60(63) 50-60(63) 50-60(63) 50-60(63) 
blow energy L/min 120-180 120-180 150-190 180-240 
Part No. J 3900 3900 4580 6500 
Part No. / 4404994 4404773 4404853 44C4995 
Tool diameter mm 165 165 185 195 
Suitable models I 933E 936E 945E/950E 950E 
Type / Triangle Triangle Triangle Triangle 
Series I LGB LGB LGB LGB 
Weight kg 3280 3280 4380 5050 
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Attachments for Excavators 


Hammers 


Absolute pressure at 


fuel inlet MPa 19.5-23.3(25.6) 19.5-23.3(25.6) 22.6-26.5(30.5) 22.6-26.5(30.5) 
Rated/Max. 

Corresponding pump 

end pressure MPa 25.5(28.0) 25.5(28.0) 28.5(32.5) 28.5(32.5) 
Rated/Max. 

Nitrogen in rear 

housing Bar 25-28(30) 25-28(30) 27-30(33) 27-30(33) 
Rated/Max. 

Work flow Bar 55-60(63) 55-60(63) 55-65(68) 75-82(85) 
blow energy L/min 200-250 200-250 220-270 220-290 
Part No. J 11400 11400 16500 18500 
Part No. I 44C4996 44C4774 44C5297 44C4775 
Tool diameter mm 195 195 195 200 
Suitable models I 950E 950E 950E 952E 
Type I Triangle Triangle Triangle Triangle 
Series I LGB LGB LGB LGB 
Weight kg 5050 5050 5280 5900 
Absolute pressure at 

fuel inlet MPa 22.6-26.5(30.5) 22.6-26.5(30.5) 22.6-26.5(30.5) 24.3-28.5(31.3) 
Rated/Max. 

Corresponding pump 

end pressure MPa 28.5(32.5) 28.5(32.5) 28.5(32.5) 30.5(33.5) 
Rated/Max. 

Nitrogen in rear 

housing Bar 27-30(33) 27-30(33) 22-24(26) 29-33(36) 
Rated/Max. 

Work flow Bar 75-82(85) 75-82(85) 75-82(85) 75-82(85) 
blow energy L/min 220-290 220-290 220-290 260-330 
Part No. J 18500 18500 20000 21250 
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Hammers ATTACHMENTS 
Work Photos 


Construction of broken buildings Quarries secondary crushing construction 
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ATTACHMENTS Hammers 
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Quick Coupler ATTACHMENTS 
Quick Coupler 
44C4739 4404738 
| | 44C4825 
44C4823 
4404793 4404833 


44C4842 


ay 


44C4827 


44C4826 
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ATTACHMENTS Quick Coupler 
Suitable Quick coupler Pin connection range Driving Oil required | Weight 
models Part No: type (mm) pm (L/min) (kg) 

9018F 44C4739 | Hydraulic P-type 78-155 4—38 10—20 26.5 
9027FZTS 44C4738 | Hydraulic P-type 98-175 4—38 10—20 26.5 
9035E 44C4823 | Hydraulic P-type 156.1-213.7 4—20 10—20 31.34 
906E 44C4825 | Hydraulic P-type 200-295 4—20 10—20 71.28 
908E/909ECR 44C4793 | Hydraulic P-type 268-355 4—20 10—20 85.4 
913E/915E 44C4833 | Hydraulic P-type 335-445 4—20 10—20 156.8 
913E/915E 44C4842 | Hydraulic H-type 375 4—20 10—20 165.19 
920E/922E 44C4826 | Hydraulic P-type 422.5-525 4—20 10—20 300.15 
925E 44C4827 | Hydraulic P-type 425-540 4—20 10—20 272.75 
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Grapples ATTACHMENTS 


Grapples 


It is universal tool used in the industries such as iron and steel plants, smelters, ports, dock and steel 
recycling for grappling scrap, waste, trash, loose debris and other objects. 


920E /922E Grapples 


44C4870 44C4871 
(Rotation) (No rotation) 


925E Grapples 


K aint 


44C4950 (rotation) 44C4951 (no rotation) 
Suitable models I 920E/922E 925E 
Lotus grab Lotus grab (no Lotus grab Lotus grab (no 

Grapple type : (rotation) rotation) (rotation) rotation) 
Part No. l 44C4870 44C4871 44C4950 44C4951 
Piece Four Five Four Five 
Bucket capacity m? 0.8 1 0.8 1 
Weight kg 1.8 1.25 1.8 1.25 
Rated load kg 1.8 1.8 1.8 1.8 

MPa 30 28 30 28 
Rated 
pressure 

MPa 21 / 12 / 
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ATTACHMENTS Grapples 
on or | MPa 28 / / / 
Relief o 
pressure 1 
rotati | MPa 18 / / / 
on 
en oF | Limin 180-220 180-220 180-220 180-220 
Rated flow - 
rotati | | | min 40-50 / 40-50 / 
on 
Paint color I LiuGong Grey LiuGong Grey LiuGong Grey LiuGong Grey 


936E Grapples 


44C4950 (rotation) 


44C4951 (no rotation) 


Suitable models 


936E 


Grapple type I Lotus grab (rotation) Lotus grab (no rotation) 
Part No. I 44C4896 44C4895 
Piece Four Five 
Bucket capacity m? 1 1.1 
Weight kg 2.3 1.95 
Rated load kg 2.4 1.95 
onor off |MPa 30 28 
Rated pressure [a SS Sh y) 
rotation MPa 12 / 
on or off |L/min 200-240 200-240 
Rated flow 
rotation L/min 40-50 / 
Paint color I LiuGong Grey LiuGong Grey 
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Augers ATTACHMENTS 


Augers 


Application 


It is a mechanical earth drill assembled in a excavator driven by hydraulic energy. Its applications include 
landscaping, planting, civil engineering, foundation pile driving, wire rod hole, installation of solar energy 
and wind turbine, drilling of various columns, etc. 


Features: 


High efficiency - powerful digging force. The efficiency is a hundred times higher than that of the 
traditional manual digging method. 


Simple operation - integrated driving and digging operation. As an all-in-one solution, one operator can 
complete the digging and drilling of various soil pits. 

Outstanding performance - create holes at specific depths, hardness with minimized soil leaving in the 
pit. 

Strong adaptability - having a excavator as the auger carrier, this type of tool can be used in the terrains 
like hard soil or rock. 


Wide applications: applicable in power telecommunication engineering, municipal engineering, tree 
planting, construction projects, solar photovoltaic power generation engineering projects, etc. 


44C5039 44C4752 44C4790 
44C4962 44C7051 44C4991 

Part No. I 44C5039 44C4752 44C4790 44C4962 44C7051 44C4991 
Model I Auger X2500 | Auger X1500 | Auger X2500 | Auger X3000 | Auger 5500 | Auger 2500 
Model / 9018F 9018F 9027FZTS 9035E 906E 920E/922E 
Series I LGR LGR LGR LGR LGR LGR 
Pressure MPa 7-20.5 7-24 7-24 8-24 8-26 16-24 
Work flow L/min 20-45 27-65 27-65 27-75 40-115 80-170 
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Augers 


Torque output 


511-1496 


830-2847 


830-2847 


959-2877 


1685-5477 


16503-24755 


Speed output 


rpm 


44-98 


36-87 


36-87 


36-100 


30-87 


12-26 


Auger (standard) 
Hole diameter/ 
drilling depth 


300/1200 


300/718 


300/718 


300/1200 


450/758 


800/1800 


Max. hole 
diameter/drilling 
depth 

(Auger and 
extension rod 
required) 


400/2000 


500/2500 


500/2500 


600/3000 


750/4000 


1500/8500 
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Pad Foot 


ATTACHMENTS 


Attachments for Rollers 


Pad Foot 


Application 


Pad foot or sheep foot roller consists of steel 
drums on which projecting lugs (shaping like a 
sheep’ s foot) are fixed. Scrapers installed 
under the front and rear frame are used to 
remove the mud block sticked in. 


Pad foot rollers are used for compacting fined 
grained soils and gravels, especially heavy clay 
and silty clay. pad foot rollers can apply high 
pressure to achieve mixing, tamping to the soil. 
The density of soil achieved after compaction is 
more uniform. pad foot rollers are mainly used in 
the applications including landfill compaction, 
high-fill foundation compaction, airport roads, 
railway sub grades, and river embankments 
construction projects, etc. 


Specifications of Pad Foots 


Features and Benefits 


1. Simple and reliable structure with reduced 
number of parts, easy for service. 


Detachable pad foot shell makes the roller 


suitable for various working conditions; 


Applications include landfill compaction, 


high-fill foundation compaction, airport roads, 
railway sub grades, and river embankments 
construction projects, etc. 


SS 
Aem 


Pad foot Unit 20Y0025 48C0893 38Y0038 

Housing kg 365 370 484 

Weight/each mm 2110 2110 2110 

Length mm 1520 1570 1616 

Width mm 525 538 548 

Height mm 1500 1555 1600 
6114E/6116E/6611E/ 6118E/6120E/6122E/ 

Drum diameter / 6110E 6612E/6613E/6614E/ 6126E/6618E/6620E/ 
6615E/6616E 6622E/6626E 
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Attachments List 


Attachments for Motor Graders 


All configured data for motor graders are shown in the following table: 


Attachments List 


Part. No. Name = i e E = S S S S 2 S Q 
AS ME ME XE 
1 43C6447 Blade assembly [ 
2 43C7823 Blade assembly [ 
3 43C0977 Blade assembly o 0 
4 43C8430 Blade assembly o 0 
5 43C8756 Blade assembly e 
6 43C3017 Blade assembly e oe 
7 43C6043 Blade assembly e o 
8 32E0336 Blade assembly e 
9 43C8068 Blade assembly o 
10 43C9731 Blade assembly e e 
11 43C9613 Blade assembly [ 
12 43C9658 Blade assembly [ 
13 43C9569 Blade assembly [ 
14 43C9455 Blade assembly e oe 
15 32E1157 Front blade O 
16 32E0161 Front blade e o ¡jo eo 
17 32E1119 Front blade e 
18 38Y0795 Front blade e e 0 
19 38Y0815 Front blade e e e 
20 38Y0700 Front blade e e o o eo 
21 32bE1089 Central scarifier [ 
22 32Y0766 Central scarifier [ 
23 32Y0538 Central scarifier e o wo o oO 
24 38Y0939 Central scarifier [ 
25 38Y0942 Central scarifier e 
26 32bE0149 Rear ripper e o |o o o |e 
27 43C6252 Rear ripper [ 
28 38Y0745 Rear ripper e o o 
29 38Y0857 Acting snow blade [ 
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Moldboards 


ATTACHMENTS 


Moldboards 


Application 


It is used for cutting native soil, leveling roads, 
scraping materials, building roadbed roads and 
side slopes, stripping turf, ditching, snow 


removal, etc. 


Specifications of Moldboards 


Features and Benefits 


1. 


Features strengthened structure and easy 
replaceable cutting tools; eliminates parts 
numbers for longer service life. 


The blade can be adjusted in multiple angles 
and directions, which is applicable to a wide 
range of working conditions. 


There are several specifications available, 
including blade lengths of 3,960mm, 
4,270mm, 4,570mm. 


High strength M20 bolt assembly is effective 
in preventing loosening. 


Blade arc is optimized providing remarkable 
soil rolling effect. 


Guide rail protection board is installed for 
longer moldboard life. 
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Part No. | Unit | 43C6447 | 43C7823 | 43C0977 | 43C8430 | 43C8756 | 43C3017 | 43C6043 
Length mm |3660 3660 3960 3960 4270 4270 4270 
Width mm |308 358 375 375 380 380 390 

S mm | 550 585 610 645 645 645 645 

length 
Arc radiu | mm | 413 413 336 336 336 336 336 
Weight kg | 705 773 851 923 1010 1010 1050 
Cutting — «m |152 203 152 203 203 203 203 

edge width 
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ATTACHMENTS Moldboards 

Cutting 

edge mm | 19 25 19 25 19 19 25 
thickness 

C / 414 414 4165/4180 | 4165/4180 | 4230 4215/4230 | 4215/4230 
Part No. | Unit | 32E0336 | 43C8068 | 43C9731 | 43C9613 | 43C9658 | 43C9569 | 4309455 
Length mm |4570 4270 3660 3660 3660 3960 4270 
Width mm | 511 511 323 323 376 323 380 

Chord mm | 697 697 550 610 645 610 645 

length 

Arc radiu | mm | 386 386 413 413 413 413 413 
Weight kg | 1405 1310 680 760 829 809 925 
Cutting mm |204 203 152 152 203 152 203 

edge width 

Cutting 

edge mm |25 25 19 19 25 19 19 
thickness 

Applicable 4140D/ 4215D/ 
REZ / 425 425 A UD 4165D 4165D 4180D IAD 
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Front Dozer Blades ATTACHMENTS 
Work Photos Front Dozer Blades 
Grading "n" 

Application 


Slope scraping 


Used for cutting hard soil, filling trenches, 
flattening floating soil, etc. 


Features and Benefits 


1. The dozer blade can be lifted to enable the 
grader to rapidly clear obstacles. 


2. The dozer blade adopts a parallelogram 
mechanism with stable structure and 
excellent performance. It maintains the 
optimal shovel angle at different heights. 
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Front Dozer Blades 


Specifications of Front Dozer Blades 


Multi-linkage structure 


Parallelogram mechanism 


Part No. Unit 32E1157 32E0161 32E0161 32E1119 38Y0795 
Structure / Multi-linkage structure 
Length mm | 2740 2740 2740 2896 2500 
Width mm | 1070 1222 1222 1222 1222 
Height mm | 1508 1014 1014 1066 1014 
Weight kg 911 917 917 940 883 
Maximum mm |205 205 330 205 205 
depth of cut 
Marinoni lit a | S00 500 375 500 500 
above ground 
Applicanle 1 |414 4165/4180/4215 | 4140 425 4180/4215 
model 

Part No. Unit 38Y0795 38Y0815 38Y0815 38Y0700 
Structure / Multi-inkage Parallelogram mechanism 

structure 

Length mm | 2500 2500 2500 2740 
Width mm | 1222 1450 1450 1450 
Height mm | 1014 1110 1110 1110 
Weight kg 883 1012 1012 1051 
Maximum 
depth of cut mm | 330 215 275 215 
Maximum lift — | mm | 375 850 790 850 
above ground 
Applicable 4215/4165D/4180D/ 
model / 4140 4215/4215D 4140D 4215D/4230D 


LiuGong Attachments Application Manual - November 2020 


144 
Attachments for Motor Graders 


Front Dozer Blades ATTACHMENTS 


Work Photos 


Loosening soil 
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ATTACHMENTS Central Scarifiers 


Central Scarifiers 


Application Features and Benefits 


Scarifier is used to loosen and aerate the soft 
soil. 11 scarifier teeth with regulated spacing help 
aerate the soil effectively. 


Specifications of Central Scarifiers 


Part No. Unit 32E1089 32Y0766 32Y0538 38Y0939 38Y0942 
Length/mm mm | 1960 1960 1960 1720 1720 
Width/mm mm | 577 577 577 440 440 
Height/mm mm | 450 450 450 556 556 
Weight/kg ka |774 774 756 849 849 
No. of Teeth |/ 11 11 11 11 11 
Maximum 
cns mm | 176 221 150 165 145 
Maximum lift | mm |235 233 250 221 204 
above ground 
dei / 414 4140 4165/4180/4230 | 4215D 4140D 
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Rippers 


ATTACHMENTS 


Work Photos 


Loosening soil 


Rippers 


Application 


Ripper is used to break up and shatter the hard 
soil. 


Features and Benefits 


1. A parallelogram mechanism is adopted on 
the rippers of LiuGong D series motor 
graders, providing increased stability and 
performance. It can keep the best shovel 
angle at different heights. 


2. The digging depth and lifting capacity of the 
rippers are higher than the industry average. 


LiuGong Attachments Application Manual - November 2020 


147 
Attachments for Motor Graders 
ATTACHMENTS Rippers 


Specifications of Rippers 


Single lever structure Parallelogram mechanism 
Part No. Unit 32E0149 32E0149 43C6252 38Y0745 
Structure / Single lever structure | Single lever structure Parallelogram Parallelogram 
mechanism mechanism 
Length/mm mm | 2083 2083 2200 2200 
Width/mm mm 1436 1436 1691 1911 
Height/mm mm 710 710 1184 1196 
Weight/kg kg 725 725 1133 1147 
No. of Teeth / 5 5 5 5 
Maximum 
depth of cut mm 308 342 319 445 
Maximum lift 
above ground mm 393 359 642 716 
an / 4165/4180/4215 414 425 4165D/4180D/4215D 
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Rippers ATTACHMENTS 
Work Photos Snow Removal Blades 
Ripping 

Application 


Snow removal blade is used to remove snow 
over a road guard rail. 


Features and Benefits 


1. The hydraulic snow removal equipment 
excels in all conditions, durable enough to 
withstand expressway plowing speeds; 


Electro hydraulic control, one key response; 


Snow removal blade can work with the 
grader’ s moldboard to increase the total 
working width; 

4. Oil cylinder tensioning device realizes 
buffering function by spring force, so the 
operation is more reliable; 


5. Blade float allows the blade to follow a 
varying surface, ensuring convenient 
operation and efficient movement; 


6. Quick change module realizes the fast blade 
changes. 
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Rippers 


Specifications of Snow Removal Blades 


Part No. 


38Y0857/38Y0925 


a1 Position angle (°) of blade relative to road longitudinal axis 0~-46° 


a2 Adjustment angle in the vertical plane of snow pusher (°) 


-17.5°~30.5° 


L1 Front of wing (mm) 


Front: - 300 - + 1060 


L2 Rear edge (mm) 


Rear: - 900 - + 1060 


Weight (kg) 15002100 

L3 Maximum working width (forward): (mm) 2018 

L4 Blade height (max. chord) (mm) 819 

L5 Full trip from tire to blade edge (mm) 4650+50 

L6 Full trip from tire to front wing (mm) 980+30 

Size (L*B*H) mm 2769*152*10 
Applicable model 4140 


Work Photos 


Snow removing 
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ATTACHMENTS 


Attachments for Bull Dozers 


In order to meet the needs of various construction operations, LiuGong has designed a variety of 
attachments for bull dozers, including: straight blade, universal blade, angle, U-blade, ripper,winch and 


other attachments. 


Attachments List 
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Name 160C 160CL 160CR 230 230S 230R 320 
Straight Blade F ) F ) Oo e O 
Universal e O 
Blade 
Angle O 
U-blade O O F [ 
Single-shank e [ [ [ 
Ripper 
Triple-shank e [ [ [ [ [ [ 
Ripper 
hydraulic winch [ [ [ 
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ATTACHMENTS Blades 
Blades U Blade 

This blade is suitable for moving lighter or loose 
Blade Type materials over long distances (over 50 meters). 


Straight Blade 


The vertical structure of the push plate is curved 
for soil sliding upward and falling forward easily. 
The straight tilt blade is equipped with a tilt 
cylinder which utilizes hydraulic force to adjust 
the angle cutting into the soil. The ability to make 
adjustment during operation is a great 
advantage, making it suitable for small slope 
operation. 


In a short distance (within 40 meters) operations 
like dozing and grading, the larger cutting force 
of this blade is a great advantage . 


Angle Blade 


The angle blade is connected mainly to the main 
frame, through a bow rack. The connecting 
structure allows the blade to be positioned or 
angled to either side. 


A-blades have advantages in complex terrain 
and diversified operating environments. Lateral 
tilt function can also play a special role in snow 
removal operation. 


U shape blade increases production by 40% at 
50 meters dozing distance. 


Landfill Blade 


Specialized blade designed from straight blade 
but having screen to handle large volumes of low 
density refuse, tree cuttings. The blade can be 
widely used in landfill Application. 
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Blades ATTACHMENTS 
Specifications of Blades 
Model 160C 160CL 160CR 
$ Straight U Straight Landfill 
Types Unit (std) Angle (Coal) (wetland) (std) 
Part No. / 32Y 1585 32E1600 32Y 1593 / / 
Capacity m? 45 4.3 5 3.8 8.3 
Width mm 3422 3970 3556 4150 4150 
Height mm 1149 1040 1120 960 1600 
OPM a 540 479 530 485 485 
ground 
Pill above mm 1076 1134.5 1072 1105 1105 
ground 
Blade tilt, left mm 445 400 445 445 445 
Blade tilt, right | mm 470 400 470 470 470 
Weight kg 2000 2400 2535 1729 2350 
Model 230 230S 230R 
l Straight U Semi-U Straight Landfill 
Types Unit (std) Angle (Coal) (Coal) (wetland) (std) 
Part No. / 32E1558 32E1601 32E1664 32E1618 32E1665 32Y0556 
Capacity m? 7.8 54 8.4 8 6.8 12 
Width mm 3725 4365 3860 3725 4365 4365 
Height mm 1395 1107 1379 1374 1248 1885 
DEPINBEIOW trary 540 560 540 540 540 550 
ground 
Lift above mm 1210 1240 1210 1180 1300 1300 
ground 
Blade tilt, left mm 735 / 755 755 500 500 
Blade tilt, right | mm 735 / 755 755 500 500 
Weight kg 2950 3308 3350 3250 2850 2897 
Model 320 
: Straight : 
Types Unit (std) Semi-U 
Part No. / 32E1428 32E1685 
Capacity m 10.4 11.7 
Width mm 4130 4030 
Height mm 1529 1720 
Depth below yn 560 560 
ground 
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ATTACHMENTS Rippers 
Lift above p 1380 1380 
ground 
Blade tilt, left mm 1000 1000 
Blade tilt, right | mm 1000 1000 
Weight kg 4450 4800 
Rippers 
Ripper Type Triple-shank Ripper 


Single-shank Ripper 


One shank. The tilt angle of the ripper point is 


adjustable for better penetration. Deep 


penetration makes it possible to handle hard 


rocks, frozen ground, etc. 


Specifications of Rippers 


Three tips provide wide ripping range, suitable 
for breaking operations on general hard soil 
layer, frozen soil, road surface, etc. 


160C/ 
Model 160CL/ 230/230S/230R 320 
160R 
Tvpes / Triple-shank | Single-shank | Triple-shank | Single-shank | Triple-shank 
yp Ripper Ripper Ripper Ripper Ripper 
Part No. / 32E0898 32E0769 32E0669 32E0709 32E1063 
Maximum depth below ground mm 572 695 666 955 842 
Lift above ground mm 592 515 555 1250 883 
Maximum ramp angle, ripper B / 5 8/20.8 / 11.9/12.5 / 
inner/outer l Ñ : : 
No. of shank / 3 1 3 1 3 
Ripper weight kg 1710 2453 2495 2972 3690 
increased Transport length mm 1313 1798 1633 2373 2373 
installation 
iiaea L aal S 1321 1780 1490 2320 2005 
installation 
Increased operating weight after kg 1800 2510 2545 4742 5460 
installation 
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ATTACHMENTS 


Winches 


Hydraulic Winch 


Mainly used for logging conditions, mounted at the back of the bulldozer. Relying on winch traction to 
complete the wood drag. It can also be used in operations in dangerous areas. Self rescue of bulldozer 


can be performed using the winch. 


Specifications of Winches 


Model 160C/160CL/160CR 
Types / Hydraulic Winch 
Part No. / 1101027 
Full drum pull KN 136 
Full drum speed m/min 0-18.5 
Pressure difference MPa 14.1 
System pressure MPa 16 
Brake force kN 150 
Cable diameter mm 26 
Number of rope winding layers layer 2 
Rope capacity of steel drum m 55 
Total displacement ml/r 19860.5 
Clutch MPa 22.5 
Pump flow L/min 227 
Clutch required flow L/min 2 
Bare drum pull kN 240 
Setting pressure MPa 16 
Increased operating weight after installation kg 1800 
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Attachments For Skid Steer Loaders 


Attachment List 
Part No. Name Description 355A | 365B | 375B | 385B | 395B | 388B 
1 43C7339 | Snow Pusher e e e e e e 
Blade 

3 43C7399 | Angle Broom Brush diameter e e e e e e 
660mm 

4 43C7625 | Angle Broom Brush`diameter e e e e 
820mm 

5 43C7400 | Angle Broom Bide iodine e e e e 
820mm 

6 43C6117 | Road Sweeper | OPerating width e e e e 
1840mm 

7 4309720 | Road Sweeper | OPerating width e e e e e 
1840mm 

8 43C8357 | Road Sweeper | OPerating width e P e e e 
1830mm 

9 4307057 | Snow Blower Feed opening width e ® e 
1840mm 

10 43C7661 | Snow Blower reed opening wath e e e 
2134mm 

11 43C6710 | Snow Blower Feed opening width e e e e e 
1840mm 

12 43C7732 | Snow Blower Fond opening width e e e e e 
2134mm 

13 4302105 | Cold Planer Milling width 460mm e e e 

14 4308365 | Cold Planer Milling width 610mm e e e 

15 4304637 | Pallet Fork Tine Length e e e e e e 
1070mm 

16 4307482 4 in 1 Bucket Capacity 0.45m? e e e e e 

17 43C7228 HD Scrap Bucket | Capacity 0.5m? O e e 

18 4304393 Backhoe Capacity 0.06m? e e e e e e 

19 43C0254 | Hammer Cnisel:diameter e e e e e e 
68mm 

20 43C8243 | Hammer H e e e e o e 
58mm 

21 43C1558 | Drill e e e e e e 
ditching depth 

22 43C1561 Trencher 900mm, Width e e e e e 
300mm 
ditching depth 

23 43C Trencher 1200mm,Width e e e e 
200mm 
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Snow Pusher Blades Specifications of Snow Pusher Blades 


Application 


Suitable models: 
355A&365B&375B&385B&395B&388B 


Part No / 43C7339 
Application Weight kg 463 

LxWxH mm 938 x 2239 x 732 
Suitable for cleaning snow and thin ice on Work width | mm 2135 
cement and asphalt roads. Angle s + 30 
Features Work Photos 


@ Linkage mechanism up and down obstacle 
avoidance; 


e Angles 30 degrees in either direction 
hydraulically. 


@ Reversible high carbon steel bolt on edge. 


@ When pushing snow, the snow blade has a 
certain lean angle to the forward direction, 
and the lean angle is adjusted by floating. 
The snow is thrown to the roadside along the 
arc of the snow blade and the lean angle, 
and the snow removal efficiency is higher. 


Benefits 


Used to push snow quickly and efficiently from 
main roads, city streets, factory driveways, utility 
construction sites during the winter season. 
Angle plowing is efficient and powerful. Blade is 
optimized for better snow throwing even at high 
speed. The heavy duty snow blade features 
safety mechanism to protect against surface 
damage when encountering hidden obstacles. 
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ATTACHMENTS Angle Brooms 


Angle Brooms 


Application Features 


€ Direct drive design with replaceable drive 
components allowing forward and reverse 
operation. 


@ Centering swing linkage better centers broom 
in front of loader when angled. 


@ No pins required. No disconnecting of 
hydraulic hoses required. 


Application 


e Itis suitable for cleaning snow on cement 
and asphalt road. 


Specifications of Angle Brooms 
Suitable models: 365B&375B&385B&395B&388B 


Part No. / 43C7400 43C7625 43C7399 
Weight kg 625 600 520 

LxWxH mm 2625 x 1810 x 950 1810X2310X950 1685X2365X870 
Brush diameter mm 820 820 660 

Required flow L/min 100-150 100-150 70-150 


Benefits 


It is suitable for fast snow and debris cleaning from main roads, city streets, factory driveways, utility 
construction sites and so on. Large displacement heavy duty motor allows for maximum power and 
efficient sweeping. Designed to match with the machine's working speed, it delivers more surface 
clearing ability. Equipped with the unique hydraulic control module, it assists the operator in keeping 
consistent sweeping and minimizes the workload of repeated cleaning. Spring and chain assembly 
allows the SSL to absorb the violent shock from a jump as well as absorb small bumps along the off-road 
terrain. Optimized mounting supports of hydraulic pipes, fittings and electrical connectors is reliable to 


use, help extending the service life of the product. 
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Work Photos 


V f 
NUT] 
i1 I] 


Sweepers 


Application 


Benefits 


Optimized bucket design: includes strengthened structure, 50mm longer bottom plate, 5.8% increased 
capacity. Fully enclosed dust-proof design: all-round sealing from 3 sides inside the protection cover 
stops dust spreading during operation, which improves your visibility to the work. 


Highly reliable imported bearing: ensures the bearing service life, saving time and money for repair. 
Optimized pipe layout: oil hoses are laid out and fitted with securing clips when crossing the articulation 
to avoid damage. High strength wear-resistant bolted on cutting edge: ensures approximately two times 
longer service life than that of conventional Q345 steel, and it! s easier to fit. 
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ATTACHMENTS Snow Blowers 


Specifications of Sweepers 

Application 

Handles light and heavy-duty clean-up in construction, municipal, and industrial Application. 
Features 


e Bidirectional broom sweeps forward to pick up dirt and reverses to collect asphalt millings, rock, and 
construction debris. 


e To dump, just lift and tilt; no chains are required. 
Suitable models: 365B&375B&385B&395B&388B 


Work Photos 


Part No. / 4306117 4309720 43C8357 
Weight kg 693 540 426 
Brush diameter mm 660 660 660 
Capacity m? 0.4 0.45 0.43 
Required flow L/min 80-120 60-80 60-80 


Snow Blowers 


Application 


HUAWEI P20 
OO ICA DUAL CAMERA | Al 


Application 


Especially suitable for dry and deep snow 
cleaning. It is an ideal tool for clearing snow on 
sidewalks, driveways and parking lots. 


Features 


@ Partially-enclosed spin fan and its alignment 
with the auger work together to keep more 
snow in the fan maximizing snow volume 
exiting the chute. 
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Snow Blowers ATTACHMENTS 
@ Metal enclosure reduces distortion from Specifications of Snow Blowers 
rocks and debris, resulting in longer blower 
life. Suitable models: 385B&395B&388B 
@ Multiple motor options to match skid loader's Part No. / 43C7057 43C7661 
hydraulic high flow rate. Weight kg 840 870 
e Two-motor, direct drive design with hydraulic Tar 1380X1920X | 1380X2180X 
pressure relief protection. TN 4000 4000 


@ Electric over hydraulic deflector and chute Work width | mm 1840 mm 2134 


control with 270-degree chute rotation. Required 
flow 


L/min 100-150 100-150 


e Auto-Idle speed function. 


Benefits Work Photos 


Used to push snow quickly and efficiently from 
main roads, city streets, factory driveways, utility 
construction sites during the winter season. 
Fitted with high power fan drive, it can fulfill the 
clearing tasks - snow pushing, blowing, throwing 
efficiently. Designed to match with the machine's 
working speed, it delivers more surface clearing 
ability. Height adjustments and chute rotation are 
hydraulically operated from the loader control 
valve - you can easily control both simply in the 
cab. 


Up to 27 meters throw distance. With enlarged = 
cross-section and streamline curved surface, + 
heavy snowbanks and deep snowdrifts are no 
problem. 
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Cold Planers 


Specifications of Snow Blowers 


Suitable models: 
365B&375B&385B&395B&388B 


PartNo. |/ 43C6710 43C7732 
Weight kg 690 730 

mm | 1320X1920X | 1320X1920X 
LxWxH 1910 1910 
Work width |mm | 1840 2134 
Required | min | 70-150 70-150 
flow 


Work Photos 


Cold Planers 


Application 


Application 


It is mainly used for asphalt and concrete repair 
and the removal of the road surface in road 
construction, landscaping, bridge deck 
maintenance, municipal and public works. 


Features 


Independent left/right depth control makes it 
easy for milling areas with uneven slopes. 


Hydraulic side shift permits close planing to 
curbs, walls and other obstructions. 


Milling drum design adopting low vibration 
cutting lines layout helps achieve a fine texture 
quality. 


The milling drum is directly driven by a high 
torque motor delivers maximum drum torque for 
optimal productivity. 


Hydraulic joysticks inside the cab offer the 
simplicity of controlling milling depth and side 
shift; 


Multiple purpose milling cutter head can be 
easily replaced. 
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Cold Planers 


ATTACHMENTS 


Benefits 


1. Milling widths of 460mm and 610mm as 
option. 


2. Customized milling drums from USA, one of 
the world known milling drum and cutting bit 
supplier. The cutting bit is welded by robot 
with 3D vision techniques, which ensures 
positioning accuracy of high up to + 1mm.15 
m, best spacing between cutting lines on the 
drum, ensures the uniform distributed milling 
force and minimal impact vibration. 
Optimized drum is designed for optimal 
production performance. 


3. Hydraulic controlled side shift permits close 
planing to curbs and walls. 


4. Dual hydraulic cylinders allow drum depths to 
be adjusted precisely enabling the difference 
in height to be milled. 


5. Direct drive system features a high torque 
hydraulic radial piston motor from Rexroth to 
ensure maximum drum torque. 


6. LiuGong skid steer loaders are designed to 
better match with the attachment 
functionality. All operations are integrated 
onto the joysticks. 


7. 610mm working width guarantees optimum 
milling performance to meet field 
requirements, offering high efficiency to our 
customers. 


Specifications of Cold Planers 


Suitable models: 85B&395B&388B 


Part No. / 43C2105 43C8365 
Weight kg 670 850 
Milling width mm 460 610 
Milling depth | mm 0-150 0-150 
Required flow | L/min | 120-150 120-150 


Work Photos 


ye 
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ATTACHMENTS Pallet Forks 
Pallet Forks Specifications of Pallet Forks 

o 355A&365B&375B&385B&395B&388B 
Application 


Application 


This fork allows you to pick up materials and 
transport them. It is also great for moving around 
mounds or bales of hay. This attachment 
converts your skid steer loader into a forklift. This 
fork is ideal for construction and industrial 
applications. 


Benefits 


1. A universal skid steer hookup allows it to 
attach to several different models of LiuGong 
loaders. 


2. Cascade heavy duty fork supports a weight 
capacity of up to 3 ton. 


3. The fork comes with a walk-through backrest 
and it do not obstruct visibility during 
operation. 


4. Foldable steps ease vehicle entrance and 
exit. 


Part No. / 43C4637 

Weight kg 306 
1290X1260X129 

LxWxH mm 0 

Fork teeth length mm 1070 

Max. load capacity | kg 1000 


Work Photos 
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Pallet Forks ATTACHMENTS 


4in 1 Bucket Benefits 


—— 1. Bucket capacity options: 0.4 m? and 0.45 m?; 
Application P 


2. |t can be used for materials loading, dozing, 
scraping and clamping. 


3. Boxtype front bucket with high strength and 
wear-resistant cutting edge to ensure optimal 
performance. 


Specifications of 4 in 1 Bucket 


Suitable models: 
365B&375B&385B&395B&388B 


Part No. / 43C7482 
Weight kg 376 
Length mm 880 
With a variety of attachments, your skid steer Width mm 1878 
loader can handle all of your job site Height GE 752 
applications. LiuGong attachments make your ——— 
skid steer flexible and efficient. Max. link width m aida 
Bucket capacity m 0.45 


Application 


It can be used in construction, municipal Work Photos 


engineering, landscaping, demolition and other 
industries, for material loading, clamping, 
leveling, dozing and unloading operations. 


Features 


€ An extended spill guard reinforced with 
multiple gussets accommodates high volume 
loads without sacrificing visibility. 


@ Cheek plates run alongside the lower portion 
of the side cutter to provide additional bucket 
protection in a crucial area that is subject to 
wear when running alongside a curb or 
sidewalk. 


@ Bottom edge plates are used to smoothly 
transfer forces from the base edge to the 
bolts to prevent excess wear on the bucket 
and machine. 
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ATTACHMENTS Scrap Bucket 
Scrap Bucket Specifications of Scrap Bucket 
. Suitable models:385B&395B&388B 

Application 

Part No. / 4307228 

LxWxH mm 1200X1890X770 

Max. link width mm 1126 

Bucket capacity m? 0.5 

Weight kg 700 

Work Photos 


Application 


Designed for loading, carrying and dumping in a 
variety of applications and materials, such as 
construction and demolition waste, metal, 
cardboard, etc. 


Features 


e Dual cylinder overarm maximizes the overall 
capacity by using a positive clamping force to 
secure the material. 


e Aggressive pointed tines are designed into 
the overarm to clamp down on material to 
secure the load. 


e A flat bottom design penetrates material 
efficiently, maintains working level and 
maximizes the overall capacity. 


Benefits 
Two separate heavy load handlers on left/right is 


adopting heavy-duty, wear-resistant, high- 
strength steel providing extended service life. 
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Backhoe Work Photos 


Application 


Application 


Used in typical backhoe applications such as 
digging footings, basements, and drainage 
ditches, utility trenching in construction, 
industrial, and landscaping applications. 


Features 


@ Compact size, ultra flexibility. 

Benefits 

Reinforced backhoe in small size increases the 
versatility of your machine, enabling a wide 


range of applications. 


Specifications of Backhoe 


Suitable models: 
355A&365B&375B&385B&395B&388B 


Part No. / 4304393 
LxWxH mm 1565X1204X683 
Bucket width mm 683 mm 

Bucket capacity m? 0.06 

Digging depth mm 2000 mm 
Weight kg 300 
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ATTACHMENTS Other Attachments 
Other Attachments Specifications of Hammers 
Suitable models: 
Hammers 355A&365B&375B&385B&395B&388B 
TT / 43C0254 43C8243 
Application Part No. 
Tool diameter | MM 68 58 
Impact BPM | 500-900 700-1200 
frequency 
Required flow | L/min | 40-70 26-41 
Pressure MPa 11-14 9-12 


Application 


The hammers are suitable for use in light 
demolition applications such as breaking 
concrete for utility repairs. 


Features 


For road maintenance, breaking of concrete for 
sidewalks and driveways and roads. 


Benefits 
The refined valve and piston provides increased 
efficiency and longer service life. 


The nitrogen charged back head increases the 
impact energy. 


Strong impact force 


Rough structure design, proven in tough 
conditions 
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Other Attachments ATTACHMENTS 
Work Photos Drill 

Application 

Application 


It is suitable for drilling different sizes holes into 
the soft soil for tree planting, decks, fence posts, 
and more. 


Benefits 


Drill rods: a variety of sizes are available 


Unique AUGER TORQUE planetary gearbox is 
used to amplify the torque output for higher 
efficiency and reliability. 


Cemented carbide drill teeth, high strength and 
wear resistance. 


The cutter design prevents of bolt and rubber 
embedded bracket, the drill teeth are locked 
safely and protected in case of impact breaking. 
The best locking system can avoid the loss of 
drill teeth. 
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Other Attachments 


Specifications of Drill 


Suitable models: 


355A&365B&375B&385B&395B&388B 


Part No. / 4301558 
Tool length mm 1200 

Pin diameter mm 300/450 
Torque kN 4500 
Required flow L/min 50-95 
Pressure MPa 18-24 


Work Photos 


Trenchers 


Application 


Application 


It is used for trench digging on farms, roadways, 


landscaping and utility projects. 
Features 


It can be adjusted to three depths. 
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Other Attachments ATTACHMENTS 


Benefits Work Photos 


Carbide wear-resistant drill teeth, hard surface of 
tungsten carbide material, to ensure long service 
life of the product; 


Planetary gear reducer is used to achieve high 
torque output, provide the best speed and power, 
and achieve the best trenching performance; 


Reinforced crossbeam and connecting frame 
ensure no deformation after long time use. 


Specifications of Trenchers 


Suitable models:375B&385B&395B&388B 


Part No. / 43C1561 4309014 
Trench digging imm 900 1200 
depth 
Trench width mm 300 200 
Required flow L/min | 50-100 70-115 
Pressure MPa 18-24 18-24 
Combination 
of earth 
drilling teeth | Hard alloy 
Bucket teeth I and teeth 
type cemented combination 
carbide 
teeth 
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